
STA. 100+00.00 TO STA. 237+23.42

TANGENT SECTION

FRONTAGE ROAD 

TS #14

Travel Lane Travel LaneTravel LaneTravel Lane

SUPER ELEVATED SECTION

FRONTAGE ROAD 

TS #15

Travel Lane Travel LaneTravel LaneTravel Lane

U-TURN DETAILTURN LANE DETAIL

Travel LaneTravel Lane Turn Lane

SHARED MULTI USE PATH DETAIL

U-Turn BayTravel Lane

SEE PLAN FOR LOCATION

Shoulder Pav.

( If Req'd. )

"A"  + 11'

"A" + 2'

"A"

Normal  Shoulder

Roadway

To Face of Guardrail

Shoulder Graded for Type 12  Anchorage

TYPICAL SHOULDER DETAIL FOR GUARDRAIL

Shoulder Graded for Guardrail

"A" + 5'-6" Typical

Behind guardrail

2: 1  Maximum

Type 12  Anchorage

Desirable behind

4: 1  Or Flatter

CONCRETE MEDIAN, 6 INCHW

GR AGGR BASE CRS, 6 INCH, INCL MATL 

RECYCLED ASPH CONC 19 MM SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H LIME (220 LB/SQ YD)

RECYCLED ASPH CONC 25 MM SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H LIME (660 LB/SQ YD)

CONCRETE CURB & GUTTER, 8 IN X 30 IN, TP 2

GR AGGR BASE CRS, 12 INCH, INCL MATL 

RECYCLED ASPH CONC 12.5 MM SUPERPAVE, GP 2 ONLY, INCL BITUM MATL & H LIME (165 LB/SQ YD)

RECYCLED ASPH CONC LEVELING, INCL BITUM MATL & H LIME

SOD (END SOD AT SHOULDER BREAK POINT)

MILL ASPH CONC PVMT, VARIABLE DEPTH AS REQUIRED

PAVEMENT LEGEND

RECYCLED ASPH CONC 19 MM SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H LIME (330 LB/SQ YD)

CONCRETE CURB & GUTTER, 8 IN X 30 IN, TP 7

RECYCLED ASPH CONC 25 MM SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H LIME (550 LB/SQ YD)

PLAIN PC CONC PVMT, CL 3 CONC, 10 INCH THK 

RECYCLED ASPH CONC 9.5 MM SUPERPAVE, TYPE II, BLEND 1, INCL BITUM MATL & H LIME (135 LB/SQ YD)

RECYCLED ASPH CONC 25 MM SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H LIME (330 LB/SQ YD)

PLAIN PC CONC PVMT, CL 3 CONC, 12.5 INCH THK 

GR AGGR BASE CRS, 8 INCH, INCL MATL 

A

CONCRETE SIDEWALK, 4 IN. (SEE GDOT CONST DETAIL A1 TO A4)

RECYCLED ASPH CONC PATCHING, INCL BITUM MATL & H LIME (AS DIRECTED BY ENGINEER)

ASPHALT PAVEMENT EDGE TREATMENT (SEE GDOT CONST DETAIL P-7)

PAVEMENT REINFORCEMENT FABRIC, 18" WIDE. (SEE DETAIL ON DRAWING 5-0006)

RUMBLE STRIPS (SEE GDOT CONST DETAIL T-23A, T-23B, T-24 & T-25)
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TYPICAL SECTIONS

05-0008

GRADING TO BE COMPLIANT WITH THE GDOT DRAINAGE REQUIREMENTS. 

SLOPE BETWEEN ROADWAY AND PATH MAY BE MODIFIED, BUT THE 
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  PAVEMENT AT GUARDRAIL

2.FOLLOW GDOT CONSTRUCTION DETAIL S-4 FOR SHOULDER 

1.SEE PLANS FOR GUARDRAIL LOCATION
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MAXIMUM SHOULDER BREAKOVER OF 8%.
NORMAL SHOULDER SLOPE, NOT TO EXCEED 
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0017219 & 0018363

NOT FOR CONSTRUCTION

COSTING PLANS
NEWTON/WALTON/MORGAN COUNTY

OLD MILL RD WIDENING (0018363)

FRONTAGE RD & INTERIM 

NOT TO SCALE


