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TYPE 2 - FOR STRAIGHT HEADWALLS

CONSTRUCTION DETAILS

TYPE 1 - FOR BOX CULVERTS

STRAIGHT HEADWALL GA. STD. 1001-B (TYP)

SECTIONS AND TAPERED HEADWALLS
TYPE 3 - FOR FLARED END
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AFTER SILT HAS DEPOSITED.

MAINTENANCE TO LOWER WATER 

BE REMOVED WHILE PERFORMING 

CENTER BOARDS MAY

OR BOTTOM OF CONCRETE CONTACT

NOTE: BOARDS MUST HAVE GROUND

BOTTOM.

    4" CONCRETE 

2"X6" TREATED TIMBER

CONCRETE CONTACT

GROUND OR BOTTOM OF 

NOTE: BOARDS MUST HAVE 
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NOTE: BOARDS MUST HAVE

T
P

C
A

D
D
. 

&
 

R
E

V
 

S
IL

T
 

G
A

T
E
 

N
O

T
E
S
 

R
E

M
O

V
E
 
IN

L
E

T
 

S
E

D
IM

E
N

T
 

T
R

A
P

1-
19
-
1 
1

TYPE - 1, 2, AND 3

FOR STRUCTURES

SILT CONTROL GATES

  163.3.05.

  ACCORDANCE WITH SECTION

  CONTROL GATE SHALL BE IN 

2. REMOVAL OF TYPE I  SILT

  

  FOR CONCRETE APRONS.

1.  REFER TO CONSTRUCTION DETAIL 2332
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NOTE: SILT CONTROL GATES SHALL NOT BE USED ON STRUCTURES THAT CONVEY STATE WATERS.

 

    A BASIN TO TRAP SILT.

USES: A SILT CONTROL GATE IS A STRUCTURE PLACED ON A PIPE, SINGLE BARREL BOX CULVERT, OR DROP INLET TO FORM
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