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ONDUIT INS TALLATION DE T AIL

ROADWAY

SHOULDER

EXISTING DRAIN PIPE

OPTION Bmm///

EXISTING DRAINAGE

STRUCTURE CONDUIT DUCT BANK

1. AT DRAINAGE STRUCTURE LOCATIONS WITHIN THE EXISTING SHOULDER,
CONTRACTOR SHALL HAVE 3 OPTIONS FOR DUCT BANK

INCLUDED
or TYPE 2
3. OPTION A:
MAINTAIN A MINIMUM OF
OPTION B:
6" CLEARANCE UNDER DRAIN PIPE.
OPTION C:

TRENCH OR BORE OVER EXISTING DRAIN PIPE.

BORE UNDER EXISTING DRAIN PIPE,

BORE UNDER EXISTING DRAINAGE STRUCTURE.,

<

m\\mmDPTION C

SECTTON A—-A
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INSTALLATION.

CONTRACTOR

A MINIMUM 12" CLEARANCE FROM THE BOTTOM OF THE STRUCTURE.
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EXISTING DRAINAGE
STRUCTURE

INSTALLATION AT SHOULDER DRAINAGE STRUCTURE LOCATIONS

THE

2. THE TOTAL COST FOR THE OPTION CHOSEN BY THE CONTRACTOR SHALL BE
IN THE PRICE BID FOR CONDUIT DUCT BANK TYPE 1 OR TYPE 2.

CONTRACTOR MUST

18" DEPTH AND MINIMUM OF 6" CLEARANCE FROM EXISTING PIPE.
CONTRACTOR MUST MAINTAIN A MINIMUM
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