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1          Cover                    

82-90      Mainline Plan

558-744    Earthwork Cross-Sections

821-844    ATMS Plans

10-33      Typical Sections         

102-108    Mainline Profile

771-798    Signing and Marking Plans

799-820    Signal Plans

552-557    Drainage Cross-Sections

745-770    Utility Plans

868-924W   Bridge Plans

1-01

7-01

           GA. STD. 1120 - FLARED END SECTIONS FOR PIPES (6-06)

           GA. STD. 1034D - CATCH BASINS (FOR USE WITH 6" OR 8" CURB AND GUTTER IN SAGS AND LOW POINTS) (8-82)

988        GA. STD. 1011A - BRICK MANHOLES (10-81)

           GA. STD. 1033G - CATCH BASINS (FOR USE WITH 6" MOUNTABLE CURB) (12-85)

                        INDEX     

34-68      Summary Quantities

71-76      Traffic Diagram

77-81      Construction Layout

69         Quantities Required by Amendment

           Construction Staging Plans and Cross-Sections 

           GA. STD. 3054 - END POST AND END POST GUARDRAIL ATTACHMENT DETAILS (9-02)

           GA. STD. 3626 - ONE PIPE ALUMINUM HANDRAILING FOR BRIDGES (10-85)

           GA. STD. 3901 - BAR BENDING DETAILS  (8/69)

990        GA. STD. 1019A - DROP INLETS (8-99)

              (3 SHEETS) (1-05)

           GA. STD. 1122 - SAFETY END SECTIONS (FOR SIDE DRAIN PIPE OR STORM DRAIN PIPE PARALLEL TO MAINLINE) 

           GA. STD. 1125 - INLET HEADWALL - OUTLET HEADWALL (10-99)

              EXISTING PAVEMENT) (8-99)

           GA. STD. 1401 - PAVEMENT PATCHING DETAILS (STORM DRAIN OR UTILITY INSTALLATIONS BY OPEN CUT ACROSS

           GA. STD. 4000W - GUARDRAIL WARRANT GUIDES (9-07)

5-01 TO 5-24

13-01 TO 13-09

14-01 TO 14-11

15-01 TO 15-07

16-01 TO 16-20

17-01 TO 17-09

22-01 TO 22-16

23-01 TO 23-187

24-00 TO 24-24

26-01 TO 26-28

27-00 TO 27-21

28-00 TO 28-23

32-01 TO 32-20

10-01 TO 10-06

11-01 TO 11-05

6-01 TO 6-35

35-01 TO 35-80

44-00 TO 44-40

2-01 TO 2-02

 DRAWING NO.  

           GA. STD. 9013 - CONCRETE SPILLWAYS (TYPICAL USE: ALONG ROADWAY AT END OF CURB) (2-81)

           GA. STD. 9031S - MEDIAN DROP INLET (PRECAST OR BUILT IN PLACE) AND CONCRETE APRON (4-96)

           GA. STD. 9100 - TRAFFIC CONTROL GENERAL NOTES, STANDARD LEGEND, & MISC. DETAILS (3-06)

           GA. STD. 4011A - POST AND OFFSET BLOCKS FOR "W" AND "T" BEAM GUARDRAIL (12-01)

           GA. STD. 4012D - GUARDRAIL ANCHORAGE TYPE 1 (7-02)

           GA. STD. 4040 - GUARDRAIL ANCHORAGE TYPE 12 (4-06)

           GA. STD. 4052 - GUARDRAIL LOCATION DETAILS FOR UNDIVIDED HIGHWAYS AND ROADS (10-97)

           GA. STD. 4270 - "T" BEAM GUARDRAIL (11-99)

           GA. STD. 4280 - GUARDRAIL LOCATION ON ROADS WITH CURB AND GUTTER OR CURBS (10-99)

           GA. STD. 4360 - RELECTORIZED GUARDRAIL WASHERS AND ANCHORAGE NOSE STRIPING (4-06)

           GA. STD. 9032B - CONCRETE CURB AND GUTTER, CONCRETE CURBS, CONCRETE MEDIANS (1-11)

           GA. STD. 9037 - TYPICAL FILL DETAIL AT END OF BRIDGE (9-99)

           GA. STD. 4010 - "W" BEAM GUARDRAIL (5-99)

           GA. STD. 4051 - GUARDRAIL LOCATION DETAILS FOR MULTI-LANE DIVIDED HIGHWAYS (10-97)

           GA. STD. 4961 - DETAILS OF PRECAST TEMPORARY BARRIER (9-06)

           GA. STD. 4948C - CONCRETE SIDE BARRIER TYPES 6, 6-A, 6-B, AND 6-C (1-00)

           GA. STD. 4960 - CONCRETE BARRIER - TEMPORARY (END TREATMENT OPTIONS) (5-07)

           GA. STD. 9017C - CATCH BASIN (PRECAST OR BUILT-IN-PLACE ADJACENT TO APPROACH SLAB) (6-85)

           GA. STD. 9031L1 - RETAINING WALL TYPICAL SECTIONS, RAISING HEADWALL AND TYPICAL PIPE PLUG (6-98)

           GA. STD. 9031T - ISOMETRIC VIEWS OF SIDEROAD OR DRIVE FLARE DETAIL AT BRIDGE ENDS (8-95)

           GA. STD. 9106 - TRAFFIC CONTROL DETAIL FOR LANE CLOSURE ON SIX-LANE DIVIDED HIGHWAY (9-07)

           GA. STD. 9102 - TRAFFIC CONTROL DETAIL FOR LANE CLOSURE ON TWO-LANE HIGHWAY (3-06)

           GA. STD. 9107 - TRAFFIC CONTROL DETAIL FOR LANE CLOSURE ON MULTI-LANE UNDIVIDED HIGHWAY (3-06)

           GA. STD. 9003 - FEDERAL AID AND STATE PROJECT MARKERS; RIGHTOF WAY MARKERS; COUNTY LINE MARKER (4-06)

              BOX CULVERT CAPPING EXISTING DROP INLET (6-98)

              GRATE, CONCRETE SPRING BOX, CONCRETE STEPS, CATCH BASIN OR DROP INLET CONNECTION TO CONCRETE

           GA. STD. 9031L2 - DETAILS OF: CATCH BASIN MODIFIED FOR DOUBLE GRATE, DROP INLET MODIFIED FOR DOUBLE

              RETAINING WALL PIPE HANDRAIL FOR CONCRETE STEPS (10-88)

           GA. STD. 9031R - PLACING ROOF DRAIN PIPE UNDER SIDEWALK - RAMP TYPE BARRICADE - PIPE HANDRAIL FOR 

              ALIGNMENT (7-85)

           GA. STD. 9031U -JUNCTION BOXES (PRECAST OR BUILT-IN-PLACE), PIPE COLLARS, PIPE ELBOW AND PIPE CURVED 

925-945A   Special Construction Details

22-17 TO 22-22

946-987    Utility Relocation Plans

           GA. STD. 9031N - CHAIN-LINK WIRE FENCE (8-85)

           GA. STD. 2317 - DETAILS FOR EXTENDING CONCRETE BOX CULVERTS (1-66)

              FILL UP TO 20 FEET (2 SHEETS) (11-01)

           GA. STD. 2323 - REINFORCED CONCRETE BOX CULVERTS SINGLE 7’ X 4’ TO SINGLE 9’ X 10’ FOR DEPTHS OF 

              AND 45 SKEWS (4 SHEETS) (11-01)

           GA. STD. 2330 - REINFORCED CONCRETE BOX CULVERTS SINGLE 10’ X 4’ TO TRIPLE 10’ X 12’ FOR 75, 60, 

             TRIPLE 10’ X 12’ FOR 75, 60, AND 45 SKEWS (11-01)

           GA. STD. 2331 - REINFORCED CONCRETE BOX CULVERT WINGWALLS AND PARAPETS QUANTITIES SINGLE 3’ X 2’ TO 

           GA. STD. 4012C - GUARDRAIL CONNECTION AT BRIDGE END OR CONCRETE BARRIER END (3-05)

           GA. STD. 4055 - GUARDRAIL LOCATION AT FIXED OBJECTS IN THE MEDIAN (7-98)

             CULVERT JOINT DETAIL (2 SHEETS) (06-98)

           GA. STD. 2332 - CONCRETE BOX CULVERT APRONS, BAFFLES AND INLET BEVELING DETAIL AND ADJACENT BOX

           GA. STD. 2530P - PRECAST BOX CULVERT BARRELS 4’ X 3’ THRU 10’ X 10’  SINGLE AND MULTIPLE LINES (6-85)

           GA. STD. 4022A - LOCATION OF GUARDRAIL IN MEDIANS - LOCATION OF GUARDRAIL AT TURNOUTS  (3-03)

           GA. STD. 5001M - DROP INLET TYPES M-1 AND M-2 ADJACENT TO CONCRETE BARRIER (2 SHEETS) (6-10)

STAGE 1

STAGE 2

STAGE 3

STAGE 4

19A-01 TO 19A-159

19B-01 TO 19B-71

19C-01 TO 19C-112

19D-01 TO 19D-65

4-01 TO 4-05

20-01

                GEORGIA STANDARDS

2-3        Index                    

109-128    Crossroad Profile

138-296

297-367

368-479

4-4B       Revision Summary

5-9        General Notes            

91-101     CrossRoad Plan

129-137    Driveway Profile

480-534

535        Construction Staging Details

536-551    Drainage Profiles

29-01 TO 29-04

30-01 TO 30-11

845-848    Landscaping plans

849-859    Mitigation Plans

           GA. STD. 4948B - CONCRETE SIDE BARRIER TYPES 2, 2-A, 2-B, AND 2-C (1-07)

           GA. STD. 9017R - REINFORCED CONCRETE APPROACH SLAB WITH ASPHALT INLAY (9-02)

           GA. STD. 9039 - PERMANENT TIMBER TYPE BARRICADE (3-06)

989        GA. STD. 1011AP - PRECAST REINFORCED CONCRETE MANHOLES (6-75)

991        GA. STD. 1019AP - PRECAST DROP INLETS (8-99)

           GA. STD. 1033DP - PRECAST CATCH BASINS (FOR USE WITH 6" OR 8" HT. CURB AND GUTTER) (9-82)

           GA. STD. 1033GP - PRECAST CATCH BASINS (FOR USE WITH 6" MOUNTABLE CURB) (12-85)

               POINTS) (9-82)

           GA. STD. 1034DP - PRECAST CATCH BASINS (FOR USE WITH 6" OR 8" CURB AND GUTTER IN SAGS AND LOW

860-867L   Retaining Wall Plans

992-994    GA. STD. 1030D - CONCRETE AND METAL PIPE CULVERTS (3 SHEETS) (9-01)

995        GA. STD. 1033D - CATCH BASINS (FOR USE WITH 6" OR 8" HT. CURB AND GUTTER) (8-82)

996

997

998

999

1000

1001

1005

1006

1007

1002-1004

1014

1017

1018

1019

1020

1021

1022

1023

1024

1025

1026

1027

1028

1029

1030

1031

1032

1033

1034

1035

1040

1041

1042

1043

1044

1045

1046

1047

1048

1049

1050

1051

1052

1053

1054

1055

1008-1009

1015-1016

1038-1039

1010-1013

1036

1037

1056

1057

1039A      GA. STD. 5046H - JOINT DETAILS FOR PORTLAND CEMENT CONCRETE PAVING (4-00)

38-01 TO 38-09

3-01 TO 3-03 

70-70B     Quantities Required on Construction 8-01 TO 8-03
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