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SUMMARY OF QUANTITIES

SIGNS - TYPE 2 MATL (0.l0), REFL SHEETING, TP 9

CODE SIZE QUAN. SQ.FT.
INSTALLATION NO. 6
BUFORD DRIVE (S.R. 20/124) D-SPEC. *I5 60" x 18’ | 7.50
AT D-SPEC. #3 96" x 18" | 12.00
S.R. 3l6 WESTBOUND RAMPS D-SPEC. *I4 96" x 18" | 12.00
INSTALLATION NO.7
BUFORD DRIVE (S.R. 20/124) D-SPEC. #5 00" x 18" I 7.50
AT D-SPEC. *6 90" x 18" | .25
S.R. 3l6 EASTBOUND RAMPS D-SPEC. *7 90" x 18" | .25
INSTALLATION NO. 8 D-SPEC. *I5 60" x 18" 2 15.00
BUFORD DRIVE (S.R. 20/124) D-SPEC. #I8 120" x 18" 2 30.00
AT
HURRICANE SHOALS ROAD
SUB-TOTAL *#| 106.50
SUB-TOTAL #2 245.25
TOTAL 35175

1) ALL LETTERS SHALL BE 8° U.C. & L.C. SERIES *D*.
2} BORDER SHALL BE %*".

GENERAL NOTES FOR OVERHEAD STREET NAME S/GNS

RADIUS SHALL BE 1%".

3)  SIGN PANELS SHALL BE FABRICATED OF ONE CONTINUOUS UNSPLICED PIECE OF ALUMINUM.

ALL ARROWS SHALL BE 6" TALL & 9" LONG.

4) ALL SIGNS SHALL BE WHITE TYPE 9 REFLECTORIZED LEGEND AND BORDER ON STANDARD INTERSTATE

51

GREEN TYPE 9 REFLECTORIZED BACKGROUND.,

FOR MOUNTING ON SIGNAL SPAN WI/RE:

USE (1) ONE PELCO SP-5262-L (L<LENGTH OF S5I1GN MINUS 6 [NCHES) OR EQUIVALENT, S/GN HANGER PER

SIGN OR PER PAIR OF BACK-TO-BACK MOUNTED SiGNS.

HANGER SHALL CONSIST OF A CONTINUOUS

ANGLE BRACKET, RUNNING THE LENGTH OF THE SIGN, WITH TWO (2) ADJUSTABLE SPAN WIRE ATTACHMENTS.

HANGER SHALL BE CONSTRUCTED OF ALUMINUM WITH STAINLESS STEEL FASTENERS.

AFTER ATTACHING TQ

SPAN WIRE, HANGER AND S/GN SHALL BE CHECKED WITH A SPIRIT LEVEL AND ADJUSTED SO THAT SIGN
S LEVEL. ATTACH BACK~-TO-BACK SIGNS TO OPPOSITE SIDES OF SIGN BRACKET SO THAT NO AREA OF SIGN
SURFACE 1S COVERED. RIVET SIGN BLADES TOGETHER ALONG BOTTOM EDGE.
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