OPERATOR: DATE/TIME: PLOTDRV: COLORTABLE: STATE PROJECT NUMBER SHEET NO.| TOTAL SHEETS
FILE NAME: FILEPATH: WORKSPACE: GA STPO0~-0004—00(166) 270 467
6'x6" STEEL TUBE CAP WITH PEAK TOP ;
6"x6" x 1/4" WALL STEEL STRUCTURAL TUBE -
PAINT TNEMIC PRIME COAT AND TWO TNEMIC
PAINT FINISH COATS. COLOR: BLACK
TYPE 3 OBJECT MARKER OM3L OR .
OM3R; 6"W x 18"H; ALTERNATING BLACK
AND RETROFLECTIVE YELLOW 3" - . . Y
= STRIPES AT A 45 DEGREE ANGLE CLEAR ZONE: Line Table: Alignments Curve Table: Alignments
————FINISH GRADE ALL VEGETATION MUST BE REMOVED WITHIN Uine # | Length | Direction Start Point End Point Curve # | Radius | Length | Chord Direction | Start Point End Point
2 :‘-i"““ CONCRETE SLAB, (TYP.) ’ =) E?TXEETS%\E; (?sf;" T OF THE TRAIL AND 2'ON L1 | 10.34 | N7 52’ 52.94"W | (2223436.63,1387250.88) | (2223435.22,1387261.13) C1 - | 90.00 | 3275 | N18' 18" 22.84"W (2223435.22,1‘387261.13) (2223424.99,1387292.05)
% A ———— 12" DIA. CONC. FOOTING, (TYP)) p o L2 25.05 N28' 43" 52.74"W | (2223424.99,1387282.05) | (2223412.94,1387314.01) c2 90.00 | 46.58 | N13* 54’ 18.87"W (2223412.94.13873?4-01‘) (2223401.88,1387358.72)
h BOLLARD AND FOOTING TO EXTEND I TRAIL L3 | 125,01 NO* 55" 15.00"E | (2223401.88,1387358.72) | (2223403.88,1387483.72) c3 90.00 | 20.61 | N5* 42’ 05.12"W | (2223417.53,1387785.55) | (2223415.49,1387806.02)
- MINIMUM 24" TO FROST DEPTH LEVEL A ] J— L4 | 20.00 | NO" 55' 14.44°E | (2223403.88,1387483.72) | (2223404.21,1387603.72) C4 | 1370.00 | 46.86 | NO* 07' 12.13"W | (2223424.75,1388423.14) | (2223424.65,1388470.00)
izl 6" COMPACTED #57 STONE ' ’ 15 | 20.00 | NI* 08 01.76"E | (2223404.21,1367503.72) | (2223404.58,1367523.71) cs | 150.00 | 5.57 | NO* 02' 10.48"W | (2223422.74,1388569.34) | (2223422.74,1388574.91)
2 COMPACTED SUBGRADE, (TYP.) e M REFER TO PLANS o N —1 . ' ' ‘
' 2 ' FOR WIDTH 2 ’ L8 20.01 | N2* 53’ 37.96"E | (2223404.58,1387523.71) | (2223405.59,1387543.70) Ccé 300.00 | 70.25 | N7* 44’ 09.20"E | (2223431.95,1389088.74) | (2223441.39,1389158.19)
| - T 7| 2000 | N8 19’ 12.27°E | (2223405.59,1387543.70) | (2223408.48,1387563.49) c7 | 200.00 | 83.42 | N2' 29' 43.73"E | (2223447.40,1389181.53) | (2223451,01,1389264.26)
m FIXED BOLLARD /\ TRAIL CLEAR ZONE 18 | 2011 | N14* 24 08.48"F | (2223408.48,1387563.49) | (2223413.49,1387582.97) C8 | 130.00 | 25.72 | N4' 42' 34.90"W | (2223428.22,1389401.08) | (2223426.12,1389426.67)
29008 =0 291(1308 S : L9 20.00 | N19°" 01 44.44"FE | (2223413.49,1387582.97) | (2223420.01,1387601.88) Cs 90.00 | 17.35 | N6* 28" 52.32"t | (2223426.96,1389477.28) | (2223428.92,1389494.50)
U Lo | 20.04 | N15° 21 20.00"E | (2223420.01,1387601.88) | (2223425.31,1387621.20) C10 | 90.00 | 17.51 | N6* 25° 57.04"E | (2223435.22,1389524.15) | (2223437.18,1389541.52)
L1 | 9.96 | N10* 36' 09.61"E | (2223425.31,1387621.20) | (2223427.15,1387630.99) ‘
SUPPLIERS: '
L1z | 20.05 | N9* 03" 52.77"E | (2223427.15,1387630.99) | (2223430.30,1387650.79)
NETServices, LLC
N { SUPPORT P OLE (Washington State) L13 20.00 | ‘N2' 26' 58.43"E | (2223430.30,1387650.79) | (2223431.16,1387670.77)
g6 STEEL TUBE CAP WITH PEAK TOP K 1 SPACING VARIES, REFER TO SHOP DRAWINGS [] P 888-365-6387 _ L14 | 20,04 | N1 06" 05.68"W | (2223431.16,1387670.77) | (2223430.77,1387690.81)
X «  een ,
6"X6" x 1/4" WALL STEEL STRUCTURAL TUBE- W_WW.net Ser‘ﬁce‘s.us L15 20.00 | N5° 30" 54.88"W (2223430.77,1387690.81) (2223428.35,1 38771 0.7?)
PAINT TNEMIC PRIME COAT AND TWO TNEMIC o § | (Gi:?éfrg:?ge Netting, Inc. L16 | 20.00 | N5 30' 54.88"W | (2223428.85,1387710.71) | (2223426.93,1387730.62)
PAINT FINISH COATS. COLOR: BLACK o= - — - :
TYPE 3 OBJECT MARKER OM3L OR OM3R: <>( E % P 866-038-4448 L17 20.00 | N5° 30’ 54.88"W (2223426.93,138773(?.62) (2223425.01,1387750,53)
6"W x 18"H; ALTERNATING BLACK AND = u% [ www.golfrangenetting.com L18 | 20412 | N11* 53' 19.14"W | (2223425.01,1387750.53) | (2223420.86,1387770.22)
- ‘i Q. , : -
i ii;R&%gggfxsg&LOW:* STRIPES AT % e o U.S. Netting 119 | 15.69 | N12' 15" 45.75"W | (2223420.86,1387770.22) | (2223417.53,1387785.55)
o 1/2" DIA STEEL NO-THREAD @ §:Eg§6§/§)1,2973 L20 | 617.19 | NO* 51" 35.51"E (2223415.49,1387806.02) (2223424.75,1388423.14)
L-BOLT WITH PAD LOCK www.usnetting.com L21 | 99.36 | Ni* 05’ 59.76"W | (2223424.65,1388470.00) | (2223422.74,1388569.34)
@l %giﬁgR%%DSELAB . > T 122 | 513.92| NI* 01 38.80"F | (2223422.74,1388574.91) | (2223431.95,1389088.74)
e T HEAVY DUTY, 1" MESH. BLACK HIGH DENSITY R :
STEEL PIPE SLEEVE, (TYP)) POLYETHYLENE, (OR APPROVED EQUAL), INSTALL 123 | 24.00 | N14° 26' 30.60"E | (2223441.39,13891 ?8.19)' (2223447.40,1389181.53)
19" DIA. CONC. FOOT‘NG, (TYP.) NOTES: PER MANUFACTURER'S SPECIFICATIONS. 124 138.70 | Ng* 27 12,14"'W (2223451.01,1389264.28) | (2223428.22,1389401.08)
6" COMPACTED #57 STONE 1. Pole diameter, height, spacing, embedment, etc. shall be determined by a structural engineer. L25 | 50.62 | NO* 57' 26.07°E | (2223426.12,1389426.67) | (2223426.96,1389477.28)
COMPACTED SUBGRADE, (TYP.) ) i%ﬂs"and windload must be considered in structural design. - 126 | 30.32 | N12° 00' 18.58"E | (2223428.92,1389494.50) | (2223435.22,1389524.15)
. A ball trajectory study is recommended to ensure accurate pole and netting heights —
in order to provide adequate protection, L27 | 75.60 | NO' 51’ 35.51°E | (2223437.18,1389541.52) | (2223438.32,1389617.11)
3. Contractor to submit shop drawings for structural review prior to installation of netting.
4. Golf Netting to be paid for under pay item number 643-8405
77\ REMOVEABLE BOLLARD - (s GOLFNETTING
29-008 3/8"=1'-0" 29-008 3/32" = 1-0"
EXISTING STREET NOTES:
— CROSSWALK STRIPING BY OTHERS 1. NO VEHICLES OR HEAVY EQUIPMENT
1'%5' STOP BAR AND TRAIL SIGN /5 PERMITTED ON THE COMPACTED LAYER COURSE
. , 70 UNTIL PERVIOUS CONCRETE HAS BEEN INSTALLED
STOPTEAT, (M) 4'x10' ALTERNATING AND CURED |
TECTABLE WARNI & X | :
'D%URFACE 4 LONgi YELLOW CENTERLINE ' 2. THE EXPANDED SLATE SHALL CONTAIN NO CLAY
WIDTH OF TRAIL SEE STRIPING 2. : LUMPS OR ORGANIC IMPURITIES.
GDOT A4 DETAL 1/404 ‘ ™ f: << —FILL 3:1 TO EDGE OF TRAIL. SOIL AND SEED OR SOD.
3000 P.S.I. COLORED & Z WIDTH VARIES, REFER TO PLAN
CONCRETE WITH «
aﬁ[gllg}h{d gg?gg i g 5" PERVIOUS CONC.
» VLV i : PER SPECIFICATIONS
QUARRY RED OR —_— 7
COMPARABLE, OWNER . ) ' : DEPTH VARIES;
TO APPROVE COLOR ,,L VAREES 2 DIAMOND STRIPING / REFER TO GRADING
- PRIORTO PLAN.
INSTALLATION. REFER REMOUR = (e .
TO DETAIL 3/401 FOR . WOVEN GEOTEXILE F/-\BRIC
DETAILS OF CONCRETE BOLLARD () 6" MIN. DEPTH #57 STONE
SECTION, UNLESS 7. | 0GATION OF ALL BOLLARDS TO BE FIELD WASHED FREE OF DUST AND
OTHERWISE NOTED. === e : FINES COMPACTED VIA
LOCATED WITH PATH REPRESENTATIVE TO LIMIT UNDISTURBED  VIBRATORY PLATE
VEHICULAR ACCESS ONTO TRAIL. TREE ROOTS SUBGRADE COMPACTING MACHINE OR
/ 3\ TRAIL INTERSECTION ROOT BRIDGING DETAIL VIBRATORY ROLLER -
29"008 NTS 3/1 6" - 10‘.0“ N
REVISION DATES STATE OF GEORGIA
. 5873112 — ___ DEPARTMENT OF TRANSPORTATION
834 Inman Viliage ParkWay, Suite 100 OFFICE: TRAFFIC SAFETY & DESIGN
Atlanta, Georgia 30307 CONSTRUCTION
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