PAY LENGTH OF SIGN POST

POST SHALL EXTEND
BELOW GROUND LEVEL

71O

MINIMUM

6" MINIMUM

ARORQOoCsOOGROGAODD

LE-T-3.3-2-2-L-0-1-1-3-1

DIRECTION OF TRAFFIC

TYPE 7, TYPE 8, OR TYPE 9 POST

SIGN POST SELECTION CHART
70 MPH Wind Load Chart+ 15/ GustFactor

STATE

PROJECT NUMBER

SHEET | TOTAL

NO,

SHEETS

GA.

NHS00-0004-00(290)

85

189

\1/ | 4" MAXIVUM_STUB HEIGHT ALLOWED SLIP BASE NOT REQUIREL CROUND MOUNTED BREAKAWAY SIGN SUPPORT REQUIRED
YHY (2" STUB HEIGHT RECOMMENDED TYPE 7 TYPE 9 TYPE 8 TYPE 8 TYPE 8w /TYPE 9Insertx
A Y 1 MINIMUM STUB HEIGHT) 214 ga. 244 4ga | 249/2'12 qa. 24212 ga. 24212 ga. W24 /4" 14 ga.
TR Sign 1 Post 2Post 1 Post 1 Post 2 Post 3Post 1 Post 2Post 3Post
: Centroid SQUARE FOOTAGE SQUARE FOOTAGE
§ STUB POST (COST FOR STUB IS INCLUDED IN LIN FT PRICE FOR POST) 2 150 i 1925 | 000§ 000 | 000 | 9B | AW | MR
(3-0' IN VALLEY & RIDGE AND PIEDMONT REGIONS) 7 11.60 23.20 16.50 25,75 51.50 77.25 2.5 3450 126.75
H (4'-0" IN COASTAL PLAIN REGION) 8 1015 20.30 14.45 22.55 45.10 67.65 37.00 74.00 111.00
g 9.00 18.00 1285 20.00 40.00 60.00 32.85 65.70 98.55
10 810 16.20 17.55 18.00 36.00 54.00 29.56 59.10 £8.65
+ T 7.40 T4.80 1050 16.40 32.80 79.20 26.90 53.80 80.70
. 12 6.80 13.60 9.65 1500 | 30.00 45.00 24.65 49.30 73.95
FRONT VIEW 13 5.5 12.50 8.90 1385 27.70 7.5 52,75 550 68.25
i 5.80 T7.60 805 12.90 25.80 38.70 2115 22.30 53.45
15 500 10.00 6.45 1010 20.20 30.20 16.55 3310 49.65
16 270 9.40 6.05 9.45 18.90 28.35 15.50 37.00 26.50
17 .40 8.80 570 8.90 17.80 26.70 14.60 29.20 43.80
POST | STUB SIZE 18 715 8.0 5.40 5.40 16.80 2520 13.80 57.60 4740
TYPE 7 | 24" x 2V/" 19 395 7.90 510 7.95 15.90 23.85 13.06 26.10 39.15
TYPE 8 | 2¥4" x 293" 20 375 7.50 4.85 7.55 1510 2265 12.40 04.80 37.20
TYPE 9 | 2V/5" x 2V/5"

< |

SECTION A-A

SIGN CENTROID IS DISTANCE FROM GROUND LEVEL TO BC TTOM OF SIGN PLUS HALF THE HEIGHT OF SIGN,

EXAMPLE: 24" X 48'SIGN THATIS 7FEETFROM GROUND "0 BOTTOM OF SIGN. ADD HALF OF 48" (24"OR 2F 1) PLUS 7FT. = 9 CENTROID.

SIGN PLATE SHALL NOT EXCEED 48" IN WIDTH ON A SINGLE. POST.

« TYPE 9 INSERT SHALL BE A CONTINOUS POST INSEXRTED INTO THE TYPE 8 POST WHERE REQUIRED. THE INSERT POST SHALL EXTEND FROM
THE BOTTOM OF THE SLIP BASE UPPER ASSEMBLY TO 4" BELOW THE BOTTOM OF THE SIGN. THE INSERT POST SHALL NOT EXTEND ABOVE
THE BOTTOM OF THE SIGN. PAYMENT FOR THE INSERT POST SHALL BE PER LINEAR FOOT OF TYPE 9 POST.

MEDIUM CORNER BOLT
%6'"-18

GROUND MOUNTED BREAKAWAY SIGN SUPPORT WILL BE MEASURED AND PAID FOR SEPARATELY. THE COST FOR THIS WORK SHALL

INCLUDE THE UPPER AND LOWER ASSEMBLY, STUB POST, CLASS "A" CONCRETE, ALL HARDWARE NECESSARY TO COMPLETE THE
INSTALLATION, AND BE INCLUDED IN THE BID PRICE: SUBMITTED FOR ITEM 636-3010.
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