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EQUIRED PAVEMENT

CSMSL-0006-00 (293)

10 282

4,00’ 12,00’ 10.00’ 42.00' VARIES
(30.00" TO 38.87")
6.50' VARIES VARIES N
PAVED SHLDR. o (15.00' TO 18.00'H (22.00' TO 35.00%) |
o 5 EDGE OF TRAVEL WAY | EDGE OF TRAVEL WAY O
L B "1 Profile Grade o«
— —
%) | 2
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STRIPS .00 2.00 STRIPS
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EXISTING <‘)"//144 \ ’ D S A --‘—---#----’----‘—---'—---4____/:__ N |
GROUND (CUD* A2 / 50 | \ —\
PAVEMENT EDGE SEE ALLOWABLE RANGE SAWCUT JOINT
/ TREATMENT (SEE SAWCUT JOINT ! TABLES ON SHEET 5-005
______ FLL GDOT DETAIL P-T) (g) |
EXISTING
GROUND

TYPICAL SECTION NO.IO

- NORMAL CROWN

STATE ROUTE 16 (WIDENING, MILL & OVERLAY)

SEE TYPICAL SECTION DETAIL

N.T.S.

ON DWG. 5-006 (TYP.) APPLIES TO: STA.21+00.00 TO STA. 25+50.00
|
VARIES N 10.00’ N 12,00’ - 12.00" N 10.00" VARIES 32.00' TO 35.00' _2.00’
(42.00' TO 44.00") i
I
|
|
| Profile Grade
I
. |/ 2.00%
6.00% 2.00% |
- = Z IA:L = = —
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PAVEMENT EDGE | SEE SHEET 5-005 FOR

EXISTING
GROUND

TREATMENT (SEE  (A)
GDOT DETAIL P-T)

TYPICAL SECTION NO.II- NORMAL CROWN

CURB/GUTTER &

CR 217

(PINE ROAD) & OLD PINE ROAD

(NEW LOCATION)

SIDEWALK LOCATION.

N.T.S.
APPLIES TO: STA.I+00.00 TO STA. 3+70.00
STA. 50+00.00 TO STA.52+00.00 (OLD PINE ROAD - SEE CURB & GUTTER LOCATIONS ON PLAN)
|
2'.00 VARIES 10.00" 12.00" - 24.00' - 12.00" 10.00" VARIES
(42.00" TO 61.00" i (20.00' TO 65.00")
2.50" |
I
I
I
| Profile Grade
------ I
EXISTING . |
GROUND D _2:00%,_ SLOPE = RATE OF S.E. !/ ol
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AFH\\,\) TYPICAL SECTION NO.I2 - SUPERELEVATED CDOT DETAIL P-T) GROUND
...... ' CR 217 (PINE ROAD) (NEW LOCATION) % % MAXIMUM 8% BREAKOVER
EXISTING
GROUND N.T.S.

RECYCLED ASPH CONC 12.5mm SUPERPAVE, GP 2 ONLY, INCL BITUM MATL & H LIME, POLYMER MODIFIED, 165 LB/SY
RECYCLED ASPH CONC I9mm SUPERPAVE, GP IOR GP 2, INCL BITUM MATL & H LIME, 220 LB/SY

RECYCLED ASPH CONC 25mm SUPERPAVE, GP I0R GP 2, INCL BITUM MATL & H LIME, 440 LB/SY
RECYCLED ASPH CONC 25mm SUPERPAVE, GP I0R GP 2, INCL BITUM MATL & H LIME, 660 LB/SY

6" - GRADED AGGREGATE BASE
12" - GRADED AGGREGATE BASE

RECYCLED ASPH CONC LEVELING, INCL BITUM MATL & H LIME, AS REQ'D

MILL ASPH CONC PVMT, VARIABLE DEPTH

8" x 30" CONC. CURB & GUTTER, GA STD. 9032 B, TYPE 2

4" - CONCRETE SIDEWALK

APPLIES TO:

STA.

3+70.00 TO STA. 8+00.00

l

PAVEMENT EDGE
TREATMENT (SEE
GDOT DETAIL P-T)

EXISTING
GROUND

EXISTING
GROUND

W EXISTING

PAZN GROUND
@pﬁ
4z
(F/LL) ______
EXISTING
GROUND
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