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MAINLINE CURB/GUTTER & SIDEWALK DETAIL

(CUT)

(FILL)

2.50’

APPLIES TO:

2:1 MAX

CLASS "B" CONCRETE

SURFACE COURSE

WIDTH

EXCAV.

AREA

0.0 < WIDTHS < 5.0

6" MIN.

CLASS "B" CONCRETE BASE OR PAVEMENT WIDENING

 

 

 

  

N.T.S.

ITEM CODE 500-9999 - CU. YDS.

NOTE:

IN EXCAVATED AREAS BETWEEN THE EXISTING PAVEMENT AND NEW CURB AND GUTTER

THAT ARE 5’-0" OR LESS IN WIDTH, CLASS "B" CONCRETE SHALL BE PLACED IN LIEU OF THE

BASE AND PAVEMENT SPECIFIED BY THE TYPICAL SECTION. PAYMENT WILL BE MADE

UNDER "CLASS B CONCRETE BASE AND PAVEMENT WIDENING".

 

IN EXCAVATED AREAS GREATER THAN 5’-0" IN WIDTH, THE CONTRACTOR SHALL PLACE

BASE AND PAVING AS SPECIFIED ON THE TYPICAL SECTION.

 

SEE PLANS FOR DETAILS OF CURB AND GUTTER CONSTRUCTION.

 

N.T.S.

N.T.S.

GABEXISTING

GAB
EXISTING

MIN.
CENTERED

ON JOINT

FOOT THIS LAYER

EXISTING PAVEMENT IS TO BE RESURFACED WITH

TYPICAL SECTION DETAIL TO BE USED WHEN

EXISTING PAVEMENT IS TO BE RESURFACED WITH

TYPICAL SECTION DETAIL TO BE USED WHEN

SURFACE MIX
ASPHALTIC CONCRETE 19 mm SUPERPAVE

ASPHALTIC CONCRETE 25 mm SUPERPAVE

SURFACE MIX
ASPHALTIC CONCRETE 19 mm SUPERPAVE

ASPHALTIC CONCRETE, 25 mm SUPERPAVE

TWO INCHES OR MORE OF ASPHALTIC CONCRETE

PAVEMENT REINFORCEMENT FABRIC 18" WIDE, CENTERED ON JOINT

STAGGER VERTICAL JOINT ONE

LESS THAN TWO INCHES OF ASPHALTIC CONCRETE

PAVEMENT REINFORCEMENT FABRIC 18" WIDE

1’ - 0"

MILL EXISTING LANE ONE FOOT WIDE
TO DEPTH OF ADJOINING LAYER TO
BE PLACED.  COST OF MILLING FOR
THIS WORK TO BE INCLUDED IN THE
UNIT PRICE BID FOR PAVEMENT
REINFORCING FABRIC.

I

2.00’ 5.00’ SIDEWALK

2.00% (MAX.)

2.00%

PAVEMENT REINFORCEMENT FABRIC

 TYPICAL SECTION DETAIL 

U.S. 29 STA. 114+32.00, RT. TO U.S. 29 STA. 120+50.00, RT.
RAMP STA. 120+50.00, RT. TO S.R. 16 STA. 23+07.16, RT.
NEWNAN BYPASS EXT. STA.14+50.00, LT. TO U.S. 29 STA. 124+89.29, LT.
PINE RD. STA. 1+50.00, RT. TO PINE RD. STA. 3+81.73, RT.
PINE RD. STA. 5+00.00, LT. TO PINE RD. STA. 7+72.00, LT.

30’ MIN. R

DIRT DRIVES PAVED DRIVES COUNTY ROADS

EDGE OF PAVEMENT

NOTE:
PAVE DRIVES TO R/W OR TO TIE-IN POINT
WHICHEVER IS FARTHEST
 
 

 PAVEMENT DRIVEWAY DETAIL 
N.T.S.
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REQUIRED  PAVEMENT
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RECYCLED ASPH CONC LEVELING, INCL BITUM MATL & H LIME,  AS REQ’D

MILL ASPH CONC PVMT, VARIABLE DEPTH

8" x 30" CONC. CURB & GUTTER, GA STD. 9032 B, TYPE 2

4" - CONCRETE SIDEWALK

RECYCLED ASPH CONC 12.5mm SUPERPAVE, GP 2 ONLY, INCL BITUM MATL & H LIME, POLYMER MODIFIED, 165 LB/SY

RECYCLED ASPH CONC 19mm SUPERPAVE, GP 1 OR GP 2, INCL BITUM MATL & H LIME, 220 LB/SY

RECYCLED ASPH CONC 25mm SUPERPAVE, GP 1 OR GP 2, INCL BITUM MATL & H LIME, 440 LB/SY

RECYCLED ASPH CONC 25mm SUPERPAVE, GP 1 OR GP 2, INCL BITUM MATL & H LIME, 660 LB/SY

6" - GRADED AGGREGATE BASE

12" - GRADED AGGREGATE BASE

A

B

C

E

TEMPORARY PAVEMENT DETAIL 
N.T.S.
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