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END POST

FENCE TURNED INTO SLOPE

FABRIC TYPE C END

POST
I } FLOW
=y -

c"(MIN) FROM GROUND LINE
AT END POST TO LOWEST

ELEVATION OF FABRIC TOFP.

END POST

GROUND ;é T
LINE <
ALIGNMENT & LENGTHS MAY VARY

AS DIRECTED BY THE ENGINEER.

* DIAGONAL SUPPORT POST REQUIRED
WHEN USING WOOD FPOSTS.

=

~ Jh=1

Ity
.
-

TOP OF FABRIC

A DITCH

///
P
v ||

* DIAGONAL SUPPORT POST REQUIRED

pITCH GRADE

WHEN USING WOOD POSTS.

PLAN SECTION A-A

FABRIC CHECK DAM

DITCH WITH SIDE SLOPES 6:10R GREATER AND DEPTHS OVER 36°

STATE | PROJECT numBer | hcET| JOTAL
GA. 278 | 282

TYPICAL FABRIC CHECK DAM SFACING

GRADE OF DITCH | MINIMUM
SPACING

(FEET)

LESS THAN 1% 100" +

%, TO 2% 1007 +

27 TO 3% 507 +

3% TO 4% 50 +

47 TO 5% 25 +

47 TO <8% 25" +

END POST

FENCE TURNED INTO SLOPE

FABRIC TYPE C GROUND

END POST

6"(MIN) FROM GROUND LINE
AT END POST TO LOWEST
END ELEVATION OF FABRIC TOP.

* DIAGONAL SUPPORT POST REQUIRED
WHEN USING "ALTERNATE" TYPE C
PRODUCTS WHICH USE WOOD POSTS.

ANGLE VARIES TO ACHIEVE
THE &"(MIN) FROM GROUND
LINE AT END POST TO
LOWEST ELEVATION OF
FABRIC TOP.

PLAN

FABRIC CHECK DAM
DITCH WITH SIDE SLOPES FLATTER THAN 6: (ALL MEDIANS) OR DEPTHS LESS THAN 36"

LINE
8 VAR
SARES | ToP OF FABRIC
NS FLOW DITCH
: g FLOW - BOTTOM
\\}ﬁ// F DITCH GRADE
, DITCH GRADE "
O\ g — A=
. s
GROUND R - | /ﬁ -
LINE BOTTOM OF FABRIC

SECTION B-B

NOTE:

. THE MAXIMUM DRAINAGE AREA FOR FABRIC CHECK DAMS
SHALL BE IACRE.

2. TEMPORARY SILT FENCE SHALL NOT BE PLACED WITHIN
STATE WATERS.

=| DEPARTMENT OF TRANSPORTATION
= STATE OF GEORGIA
CONSTRUCTION DETAILS
_ TEMPORARY SILT FENCE
: FABRIC CHECK DAM
NO SCALE JANUARY Z0ll
_ NUMBER
“ D-24D
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