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ALL STANDARD HIGHWAY S IGNS SHALL BE FABRICATED AND ERECTED IN

NATIVE RESTORATION AND RIPARIAN SEEDING _ " ACCORDANCE WITH THE DETAILS SHOWN IN THE PLANS, THE MANUAL ON UN IFORM
(FOP STREMI BUFFER ENCROACHMENT) SUMMARY OF QUANTITIES - STANDARD SIGNS gi?’iiéﬁlEﬁ?E[RgtEgﬁg%EE%IOEE?FENE/EEI;;EE,IAﬁNERgCES%Eﬁg?m SPEC IF ICAT IONS,
TEW 0. 7007 E00 SIGNS SQUARE TUBE POSTS . SIGN ERECTION STATIONS ARE APPROX IMATE AND MAY BE ADJUSTED TO MEET

FIELD CONDITIONS WHERE NECESSARY, BUT SHALL BE WITHIN THE L IMITAT IONS
SET FORTH IN THE MANUAL ON UNIFORM TRAFF IC CONTROL DEV ICES, CURRENT

LOCATION & SIDE

75+30 70 77495 LT (TYPE 3 REFLECTVE SHEETING) |(TYPE 9 REFLECTNVE SHEETING) EDITION. NO SIGN LOCATION SHALL BE CHANGED BY THE CONTRACTOR OR BY
75¢30 70 77+25 RT STATION TYPE | MATERIAL TYPE | MATERIAL TYPE 7 mEFEFEgJEE;EmeEEBEg%HHOUT PRIOR APPROVAL FROM THE OFFICE QF
ggg:gg ;g ggg:gg ;L?; SIZE QUMTITY SQUARE SIZE QUANTITY SQUARE | LENGTH QUMTITY LQ?VTGAT\% . ALL STANDARD HIGHWAY SIGNS SHALL BE ERECTED AT A WEIGHT OF 7 FEET ABOVE
703+75 70 704+20 LT (/N) FEET (IN) FEET (FT) (ET) THE NORMAL EDGE OF PAVEMENT TO THE BOTTOM OF THE SIGN OR ASSEMBLY.
707+65 T0O 708+2% RT SR 117 . HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS ON INTERSTATE HIGHWAYS
SHALL BE 32 FEET FROM THE NORMAL EDGE OF PAVEMENT TO THE NEARER EDGE OF
422+00. 00 RT 36X 36 13.5 3.5 THE SIGN(S), UNLESS SPECIFIED OTHERWISE IN THE PLANS. HORIZONTAL

CLEARANCE FOR STANDARD HIGHWAY SIGNS ON RAMPS SHALL BE 2 FEET FROM THE
NORMAL EDGE OF PAVED SHOULDER, OR EDGE OF GRADED SHOULDER WHEN PRESENT.

424+00. 00 RT /3 /3

HOR IZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS ON ALL OTHER ROADWAYS

SHALL BE 6 FEET FROM THE EDGE OF THE PAVED SHOULDER OR 12 FEET FROM THE
705+10. 50 RT . /3 /3 NORMAL EDGE OF PAVEMENT TO THE NEARER EDGE OF THE SIGN(S), WHICHEVER IS GREATER.
THE HORIZONTAL CLEARANCE IN NON-MOUNTABLE CURB SECT IONS SHALL BE AT LEAST

2 FEET FROM THE CURB FACE TO THE NEARER EDGE OF THE SIGNS(S).

705+15.50 RT : 1.5 1.5

HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS MOUNTED BEHIND GUARD
705+20. 50 RT RAIL SHALL BE 6 FEET FROM THE FACE OF THE GUAR DRAIL TO THE NEARER
: . /3 13 EDGE OF THE SIGN(S).

704+75.00 I T /3 /3 . SINGLE PLATE, HORIZONTAL RECTANGULAR SIGNS OVER 48 INCHES IN WIDTH
: SHALL BE MOUNTED ON TWO POSTS WITH 2 EACH 2 INCH x !, INCH x (WIDTH OF

S IGN) ALUMINUM OR GALVANIZED STEEL STRAPS. THE STRAPS SHALL BE FLUSH
424+37.00 LT 3 3 WITH THE BACK OF THE SIGN WITH ONE EACH ACROSS THE TOP AND BOTTOM OF
. / / THE SIGN. THE CENTERL INE OF EACH POST SHALL BE INSET 1/6TH OF THE S IGN

WIDTH FROM THE EDGE OF THE SIGN. SIGN PLATE BOLT HOLES SHALL BE 3 INCH
DIAMETER, DRILLED OR PUNCHED, AS SHOWN ON THE SIGN PLATE DETAILS.

EACH 42 0OR 48 INCH WIDE x 18 OR 24 INCH HIGH SIGN REQUIRES ONE
2 INCH x '/ INCH x (WIDTH OF SIGN) ALUMINUM OR GALVANIZED STEEL STRAP
LOCATED IN THE CENTER OF THE SIGN AND FLUSH WITH THE BACK OF THE SIGN.

STRIPING QUANTITES
PIPELINER QUANTITES 7. SIGN ASSEMBL IES SHALL BE MOUNTED ON ALUMINUM OR GALVANIZED STEEL STRAP

FRAMES. FOR DETAILS AND STRAP SPECIF ICATIONS REFER TO SIGN ASSEMBLY-
TYP ICAL FRAMING DETAILS.

TOTAL 20

ITEM NO. | TEMS
e [TEMS QUANTITY QUANT ITY 8. TYPE III (HIGH INTENSITY) REFLECTIVE SHEETING SHALL BE USED FOR
ALL STANDARD HIGHWAY SIGNS REGUIRING REFLECTORIZED BACKGROUNDS EXCEPT
— 653-2501 | THERMOPLASTIC SOLID TRAF STRIPE. 5 IN, WHITE 29, 12 AS SPECIF [ED BELOW OR SPECIFIED OTHERWISE IN THE PLANS. EITHER CLASS 1
56/-1030 | PIPE RENOVATION WITH EXPANDABLE PIPELINER, 30 INCH 25 OR ELASS 5 ADHES IVE BAGKING IS PERMISS IBLE.
56/-/036 |PIPE RENOVATION WITH EXPANDABLE PIPELINER, 36 INCH 50 653-2502 | THERMOPLASTIC SOLID TRAF STRIPE, 5 IN, YELLOW 43. 68
653-4502 | THERMOPLASTIC SKIP TRAF STRIPE. 5 IN. YELLOW 14. 56 9. TYPE IX (VERY HIGH INTENSITY) REFLECTIVE SHEETING SHALL BE USED FOR ALL

e +co04 | THERWOPLASTIC TRAF STRIPING., WHITE 200 RED SERIES SIGNS (R1-1, R1-2, R1-3A, R1-4A, R5-1, R5-14).

653-6006 | THERMOPLASTIC TRAF STRIPING, YELLOW 100 10. TYPE IX (VERY HIGH INTENSITY) FLUORESCENT YELLOW GREEN REFLECT IVE SHEET ING
655-0/20 | THERMOPLASTIC PYMT MARKING, ARROW. TP 2 3 CHE S5.1) SIoNS. & IGYCLE CROSSING (Wi 1) SIGNS. AND PEDESTRIAN tROSeING
653 /704  THERMOPLAST/C SOLID TRAF STRIFE, 24 [N, WHITE 27 (WLl-2 AND WllA-2) SIGNS. SIGNS WITHIN THE SAME ASSEMBLY AS THE SCHOOL ZONE

S IGNS SPECIF ICALLY LISTED ABOVE AND ALL REGULATORY SIGNS PLACED AS PART OF

THE SCHOOL ZONE SIGNING SHALL HAVE TYPE IX (VERY HIGH INTENSITY) REFLECT IVE

/NDENTAT/ON EDGE L/NE RUMBLE STF‘)/PS SHEET ING BACKGROUNDS OF THE AFPFROPRIATE COLOR.

[ TEMS
11. TYPE IX (VERY HIGH INTENSITY) FLUQRESCENT YELLOW REFLECTIVE SHEET ING
(456-2020) UNIT\QUANTTY SHALL BE USED FOR ALL WARNING SIGNS.

INDENTATION EDGE LINE RUMBLE STRIPS - GROUND-IN-PLACE (CONTINUOUS) GLM 29. 12
12. A Y/ INCH MINIMUM AIR SFACE SHALL BE REQUIRED BETWEEN ALL SIGN PLATES

FROM THE EASTERN CITY LIMITS OF THE CITY OF EASTHAN ALONG SR 117 TO THE WITHIN AN ASSEMBLY.
INTERSECTION OF SR 29/US 441

13. WHERE SIGNS WITHIN AN ASSEMBLY EXTEND BELOW THE STANDARD MOUNT ING HOLES
ON THE POST(S), ADDITIONAL % INCH DIAMETER HOLE(S), DRILLED OR
PUNCHED, SHALL BE REQUIRED TO PROPERLY MOUNT THE ASSEMBLY.

RIGHT OF WAY MARKERS REQUIRED 1TEM *(634-1200)
QUANTITY UNIT

14. INTERSTATE SHIELDS SHALL CONTAIN THE WORD GEORGIA. ALL INTERSTATE,
U. 5., AND GEORGIA SHIELDS REQUIRING ALT, BUS, CONN, LOOP, 0OR SPUR SHALL
USE 4 INCH SERIES "D' LETTERS. REFER TO THE MANUAL ON UNIFORM TRAFF IC
CONTROL DEVICES, CURRENT EDITION, FOR DETAILS.

63 EA

15. FOR DETAILS QF SPECIAL DESIGN HIGHWAY SIGNS, SEE DETAILS OF
MISCELLANEOUS S IGNS.

l6. REFER TO FLAN SHEETS FOR LOCATION OF THE DISTRICT ENGINEERS OFFICE TO BE
SHOWN ON ALL RB%2-1 (LIMITED ACCESS) SIGNS IN THIS PROJECT , IF ANY.

17. CONTRACTOR WILL, AS REQUESTED BY THE DISTRICT TRAFF IC OPERAT IONS
ENG INEER, BE REQUIRED TO REMOVE ANY EXISTING SIGNS THAT ARE DUPL ICATED
OR ARE CONTRARY TO THESE SIGN PLANS.

REVISION DATES STATE OF GEORGIA
GEORGIA DEPARTMENT OF TRANSPORTAT /ON
OFFICE:DISTRICT 2 - DES/IGN
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