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ESPCP GENERAL NOTES: SILT FENCE INSTALLATIONS WITH J-HOOKS AND SPURS OTHER CONTROLS | ' | |
The escape of sediment from the site shall be prevented by the Installation of erosion and sediment Silt fence should never be run continuously.The siit fence should turn back into the fill or slope ;/‘767‘ Confggcf O’; 3”7/ If 0;/0‘/('/1 This '/—"_ SP Cf and ensure Gn‘; ) demo;?sfr are CC/?”;/?/’G”CG with applicable
control measures and practices prior fo, or concurrent with, land-disturbing activities. fo create small pockets that trap siit and force stormwater to flow through the silt fence.This are anasor 10cai waste disposar, sanitary sewer or Seplic system reguiarions.
. technique 1s called using J hooks (or spurs). The J hooks shall be utifized on all silt fences e s , ,
Erosion and sedimeniafion control measures will be mainiained at all times. If full Implementafion of the that are located around the perimeter of the project and along the toe of embankments or Th'e .COHTFGCTOI’ shall control dust frpm 07/76 site in accordance with Section 16/ of fhe current
approved plan does nof provide for effective confrol, additional erosion and sedimentation control slopes. The J hooks shall be spaced in accordance with GDOT Construction Detall D-24C. edition of the Department's Specifications.
measures shall be implemented 1o confrol or freaf the sediment source. The maximum J hook spacing Is reached when the fop of the J hook Is af the same elevation SEDIMENT STORAGE
PLAN ALTERATIONS as the boffom of the Immediately upgradient J hook. J Hooks shall be paid for as silf fence The sife has a fotal disturbed area of 599 acres. The following table summarizes the required
Ifems per linear foot. All costs and other incidental ifems are Included in the cost of Instailing and available sediment storage for every ouffall on this project.The Confractor shall provide
The Erosion, Sedimentation,and Pollution Control Plan (ESPCP)is provided by the Department. it and maintaining the silt fence. and mainfain the sforage volumes for the BMPs specified in this table.
addresses the staged construction of the project on the basis of common construction methods and
techniques.If the Confractor elects to alter the staged construction from that shown in the plans or WASTE DISPOSAL
utllize construction fechniques that render this plan Ineffective,the Contractor shail revise the . S & | /I Fence Along Fllls
plans In accordance fo Special Frovision /6] of the contract. Where attainable, locate waste collection areas,dumpsters,trash cans and portable toilets af least — |g a S5 | % bl Totol
. . . . 50 feef away from streets, gutfers,watercourses and storm drains.Secondary confainment shall be | = = S g g™, 3 “’g Storage sedlment
Thg Confractor, fhe Certif fed DeSIgn Prof essional,and The W{:‘ QS shall caref ully evaluate This plan ’ provided around liquid waste collection areas fo minimize the likelihood of contaminated o © SS {3_ 3 hg 2 volume slorage
prior fo commencing /and-d/sfurlgmg activities. A major modification or deletion .of structural BMFP’s discharges.T he Contractor shall comply with applicable state and local waste storage and S 3 ISE 4}3) O | 3T S | length |per in ft| Totgs |Provided
with a fydraulic component requires a formal revision of the ESPCP and the signature of a disposal regulations and obtain all necessary permits.Solid materials,including building materials, 5 S5 |88 § §§ of fence Volume| yd3
GSWCC fevel-Il-certified design professional. Addifional BMP's may be added per shall not be discharged to Waters of the State,unless authorized by a Section 404 Permit. DENOTES SHEET FLOW
Speclal Provision 161 - Confrol of Soll Erosion and Sedimentation. SITE #/ 266 | 066 | 12462 154.66
TEMPORARY MULCHING INSPECTIONS / STA.55:00 TO 5700 RT _ 065 | 022 | 4355|7053 | 0.34 |57.98 | 57.98
. . . . . STA57:00 TQO 59:00 RT 080 0J9 20042 | 0.34 |68.04
EPD General Permit GAR 100002 states that "Any disfurbed area left exposed for a period greafer Al Inspections ?f?"// ?e documenfqd on H.,)e approp riate Department inspection forms. See 2 STA.53+40 TO 57°00 LT 078 05 | 5226 (19888 | 034 |6762| 6762
than 14 days shall be stabilized with muich or temporary seeding.” However,the Department St fo?'a;d g Specir "Tcm;iof (or SPT‘?C’ al rP r O‘.’f’,‘s’ on) T/ 67T h%”d orher " rall conf? 1 the 3 ) * 51 oo | z8s 2906 | 2908
typica”y requires disturbed areas 1o be stabilized every 7 days. The construction documents, %O/;. ac p O7E;‘L;’m6‘.n 57\‘. 0 (/('/857‘_[36? /Onb eg?/demen S. S€ [NSPpeCtions shail continue unii STA57+00 70 59+00 LT . . . 8546 | 0.34 . g
special provisions,or specifications may require muiching more often than 7 days. orice or - rermindarion 16 supmiried. SITE *#2 339 | o098 | 2210 262,66
VEGETATION AND PLANTING SCHEDULE Fallure to perform Inspections as required by the contract documents and the NPDES 4| STA72:50 TO 7469 RT 114 027 | 7638 | 2ipt4 | 0.34 |72/3 | 7243
4// g‘emporary Gnd‘ permaneqf vegefgﬁve practices l'nc{uding p/cmf species, planting daz‘gq, seeding,fertilizing, ?—if(’][;‘;f,g hgé%;ﬁéué%jn g;% Sﬁgisggﬁfm?fcggffﬁjgf‘,iff,-’,f,’;ea,‘?g"gé’r?for”;{”}n';h,fegﬁﬁgﬁ@”gﬁaﬁfrewﬁ : STA7469 10 77200 RT 040 | 025 | 268 | 19666 |0.39 |6686 | 6686
Iiming,and mulching for this project can be found in section rO0 of the current edition of the In non-refundable deductions as specifled In the contract documents 6 STAT74:69 TO 77:00 LT 092 | 0.22| 6164 | 1858 | 034 |6l.74 | 6174
Dep/arfmenf’.g Sfafdard Specifications (or special provisions) and other applicaable contract documents, ' 71 sTA72:50 TO 7469 1T 084 | 024 | 5628 | 18246 | 034 6193 | 61.93
or landscaping plans. By agreement with Georgla EFPD,the Depatment’s Construction Project Engineer will SITE *3 292 | 092 | 12462 2250
be responsible for the seven day Inspections required for new BMP [nstaliations. — - - - -
NON-STORM WATER DISCHARGES STA.257+00 TO 25956 RT 106 0.27 20629 | 0.34 |70./4
y f v oo etirad I Port 1A of the NPDES. P ] be tdenfiFed ot STREAM BUFFER ENCROACHMENT 8 | STA259:56 TO 26200 RT 088 | 0.2/ “25:946 19718 |0.34 (6704 | 67.04
on-storm wafer discharges defined in Part IIIAZ o ermit will be identified affer ) . . 9| STA 25956 TO 262:00 LT 042 | 022 J4 | 19625 | 0.34 |6673 | 6673
construction has commenced. T hese discharges shall be subject fo the same requirements as Stream Burrer Sarei mpact qd by 1his pr 0/ ec. ) , 0| STA257-00 TO 25956 LT 056 | 022| 3752 | 260671034 |s863 | 8863
storm water discharges required by the Georgia Erosion and Sedimentation Control Act,the T'he confractor is not authorized fo enfer info siream buffers,except as described in fhe ' : : : : :
NPDES Permit,the Clean Water Act,the Manual for Erosion and Sediment Control in Georgia, fable below: SITE *4 462 | 074 | mez 12991
Department Standards,and other confract documents. %Tn% N Locatlon of Buffered Streams ond State Wafers %rean} CT{dpe %,;;;;d 532 f;;,)rce 1l sTA 30800 TO 31014 RT 093 | 020 | 6231 | 20900| 034 | 7/06 7106
arm/Co xx
DE-WATERING ACTIMITIES AND PUMPING ACTIMITIES ?ggf%)of Allgnment Begin Sta (Lt or RT) | Ending Sta (Lt or Riy| Water)= (Yes/No) | Required? - STA 31044 TO 3/2+00 RT ;4; o7 166.86 | 0.34 |5673
, ) ) TA 304 TQ 3i2* T . \ . .
Any pumped discharge from an excavation or disturbed area shall be routed through an >TA 310 0 J/20 L — OJr | 4691 | 7508 | 059 |5885 | 5885
appropriately sized sediment basin,siit filter bag,or shall be treated equivalently with sultable CUM CREEK SR I 56380 5r-42.22 WARM YES NO STA.308-00 TO 3/0-14 LT~ | 153 | 0.20 /7355 0.34 |58.99
BMP’s. The contfractor shall ensure the post BMP Treated discharge Is sheet flowing.Fallure fo SITE *5 409 | o7 | 181.57 228.59
cregte sheef flow will obligate the contractor to perform water quallty sampling of pumped SR 1|7 744072 75+03.94 WARM YES NO -
discharges. T he contractor shall prepare sampiing plans In accordance with the current GUM CREEK STA.422+00 TO 424-09 RT 143 | 0J9 21256 | 0.34 |72.27
GARIOO002 NPDES permit ufllizing by a Certified Deslgn Professional.No separate payment B3| STA424:09 TO 426+00 RT 067 | 020 | 4824 | 18160 | 0.34 |6l.74 | 6l74
will be made Tor water quallly sampling of pump discharges. GUM CREEK >R I o132l 2600000 WARM 7ES No M| STA424:09 TO 42600 (T | 092| o7 | 6164 | 18260 | 034 |6208 | 6208
| STA422:00 TO 42409 LT 107 0.20 \ 30810 | 0.34 |l04.77 | 10477
PETROLEUM STORAGE,SPILLS AND LEAKS SR 7 3099052 3107123 WARM vEs % heo
These plans expressly delegate the responsibility of on-site hazardous material manamgement fo oA CREEK 2ATE % 19| 06z 7906 oo8
the Confractor. T he Confracfor shall at a minimum provide an action plan and keep the necessary SR II7 423:29.60 424715/ WARM YES NO >TA.530-00 7O 53-29 RT 073 | 0I5 15365 | 054 |52.24
materials on site for the capture,clean up,and disposal of any petroleum product,or other BAY CREEK 6| STA53129 TO 533+80 RT 046 | 0J6 | 3082| 14986 | 0.34 |5095| 5095
hazardous material,leaks or spills associated with the servicing,refueling or operation of any . } 0.33 | 02,3
equipment utilized at the site. A copy of the action plan shall be submitted to the Project GUM SWAHP SR 117 53064.9) 532-21.3/ WARM YES No rl STA53r29 70 53580 LT cell | 229071059 177.90 | 77.50
Englneer and maintalned on the project site. All personnel operating or servicing equipment CREEK B| STA530-00 TO 53129 LT 039 o/0 | 2643 | 82| 034 |3802| 3802
shall be famlliar with the acfion plan.The Confractor shall not park,refeul,or maintain UM SHANP SR /7 554157 555-7//2 WARM YES NO SITE *7 278 | 054 | 12194 16572
equipment within stream buffers.
CREEK B| STA552:50 TO 554:39 RT 038 | 012 2546 | 15508 | 0.34 |5273 | 5273
If the Contractor elects to store pefroleum products on site the Contractor shall prepare an REEDY CREEK SR Ilr 705+38.06 706+07.80 WARM YES YES STA.53"29 TO 533*80 RT™ | 096 | 0/4 16762 | 0.34 |56.99
ESPCP addendum that addresses the additional BMPs needed for onsife STOnge and S,Df// BRANCH 2 STA.53+29 TO 533:80 LT 44.89 60.26
prevention for pefroleum products.This plan shall be prepared by a Certified Design : — : : . 067 | 0J5 : [77.23 | 0.34 |60.26 -
Professional as required by GARIOO002 for Inclusion with these plans.The Contractor's Consfruction activities shall consist of the constfruction of the extension of culverts 2| STA552:50 TO 554:39 LT 077 | 043 | 5159 | /5509|034 |5273 | 5273
attention Is specifically directed to Standard Speciflcation 107-Legal Regulations and and p/fe?,;ﬁ}// work shall be done in accordance with the GDOT  Standard Specifications, SITE *8 397 | 077 | 4489 12558
il / 't ' current edition.
Responsibiiity to the public for additional requirements. STA70350 TO 70563 RT™ | 157 | 047 2186 | 034 7203
Unless nofed otherwise, utlilty companies will be submitting the required permits/variances In . . 180.4
SITE STABILIZATION AND BMP MAINTENANCE MEASURES con Junction with the Impacts caused by thelr acfivities. If utliity Impacts are covered by the 22| STA70563 70 707-50 RT 1 050 | 0.7 | 5350 | /6046 10.34 161.56 | 61.36
, s , ., Department’s stream buffer variance,thls shall be noted In the buffer-varlance-required column. |8| STA70563 TQ 707-50 LT OJ7 | 07 | 1139 | 18887 | 0.34 6422 | 64.22
. | See the Deparfment's Standard Specifications (or Special Provisions) 161,163,165, 700,710, STA70350 TO 70563 (T | 173 | 028 30153 | 034 |0252
. | and other contract documents for stabilizafion and mainfenance measures. *Warm water sfreams have a 25-foof minimum buffer as measured from the wrested vegetation. TOTAL 26.34 5' 99 | /009,02 7'7 4 ) 206'6 34 /4555
2 Cold Water streams have a 50-foot buffer as measured from the wrested vegetation. ' : 02 | 807745 '
: The sediment storage volume listed above is provided by the
xx [ ocatlons are agpproximate,a detalled location of stream buffers and authorized work areas silf fence /' baled sfraw fo be Installed df the foe of fill slopes
: are shown on the Individual BMP sheets. and the stone rip rap check dams.
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