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BIEN2 ASPHALTIC CONCRETE 95 mm SUPERPAYEMIX.(135LBS/50.YD)
by ASPHALTIC CONCRETE 19mm SUPERPAVE MIX.(220 LBS./S0.YD)

REQUIRED PAVEMENT

RECYCLED ASPH CONC 9.5MM SUPERPAVE,TYPE 1I,GP 2 ONLY INCL BITUM MATL & H LIME (135 LB/SY)
RECYCLED ASPH CONC 19 MM SUPERPAVE,GP I0R GP Z,INCL BITUM MATL & H LIME (220 LB/SY)
RECYCLED ASPH CONC 25 MM SUPERPAVE,GP I0R GP Z,INCL BITUM MATL & H LIME (660 LB/5SY)

GR AGGR BASE CRS,I2 INCH,INCL MATL

RECYCLED ASPH CONC LEVELING.INCL BITUM MATL & H LIME (AS DIRECTED BY ENGINEER)

ANY PENETRATIONS THRU THE SHOULDER PAVMENT CREATED
DURING THE INSTALLATION OF THE GUARDRAIL POST MUST BE
BACKFILLED, COMPACTED AND SEALED.

WiSIPlole)

SHOULDER DETAIL FOR GUARDRAIL

N.T.S.
SEE PLAN FOR LOCATION

TYPICAL SECTION DETAIL TO BE USED WHEN
EXISTING PAVEMENT IS TO BE RESURFACED WITH

TWO INCHES OR MORE OF ASPHALTIC CONCRETE
PAVEMENT REINFORCEMENT FABRIC 18" WIDE.CENTERED ON JOINT
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