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CROWN CAP END TREATMENT DIMENSIONS FOR ARCHED END TREATMENT DIMENSIONS FOR CIRCULAR METAL
. METAL PIPE AND CIRCULAR CONCRETE PIPES
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OF FIRST SAFETY BAR IN-ACCORDANCE WITH GDOT STANDARD SPECIFICATIONS SECTION 645,

4. CONNECTIONS OF GALVANIZED STEEL END TREATMENTS TO CORRUGATED
ALUMINUM OR ALUMINIZED STEEL PIPE MUST UTILIZED A POLYMER COATED
"\ GALVANIZED STEEL BAND MEETING THE REQUIREMENTS OF AASHTO M 256 84.

- 5. ADAPTER SLEEVE IS TO BE CONSTRUCTED OF GALVANIZED STEEL
CONFORMING TO THE REQUIREMENTS OF AASHTO M 218, MINIMUM
12 GAGE (.109") MATERIAL.

6. BOTTOM SAFETY BAR SHALL HAVE A MAXIMUM CLEARANCE OF
2" WHEN MEASURED FROM THE BOTTOM OF THE INSTALLED BAR
TO INSIDE CREST OF PIPE CORRUGATION.,
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/ CONNECTING BAND (I2* WIDE)
WITH A MINIMUM (2) BOLT CONNECTION.
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¥4* GALVANIZED CHANNEL

WOULD BE LESS THAN 30 FT., CONTINUED S.D. PIPE WITH
AN INTERMEDIATE INLET OR OTHER ALTERANTE MAY BE
SPECIFIED INSTEAD. o

ANNULAR GALVANIZED STEEL
CONNECTING BAND (12* WIDE)
WITH A MINIMUM (2) BOLT CONNECTION.,

ALTERNATE VIEW

A PROTECTIVE CAP IS CONTOURED TO THE
MITER CUT ON CORRUGATED METAL PIPE,

_/ BEARING SURFACE SHALL REMAIN CONSTANT . . ...

3" (LD.) SCHEDULED 40 PIPE-/ PROTECTIVE CAP OVER MITER CUT T T v ,
WITH MINIMUM 2 oz./ft2. ON CORRUGATED METAL PIPE I
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