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L IGHTING LEGEND

HIGH MAST UNIT WITH 4 - 1000 WATT TYPE V FIXTURES
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2”

-°- HIGH MAST UNIT WITH 3 - 1000 WATT TYPE V FIXTURES

480 VAC, | PH. SERVICE POINT

ELECTRICAL JUNCTION BOX, CONCRETE, GROUND MOUNTED

WALL MOUNTED LUMINAIRE
|B0W HPS, 480V, BLACK WITH DOUBLE FUSING.

ELECTRICAL JUNCTION BOX, GALVANIZED STEEL, SIZE AS NOTED

PVC CONDUIT WITH 2%#2 AND |#2 GND
PYC CONDUIT WITH 2%4 AND |#4 GND
PYC CONDUIT WITH 2#8 AND |#8& GND
PVC CONDUIT WITH 2#2, 2#4 AND |#2 GND

PYC CONDUIT WITH 2#2 AND [#2 GND

PULLED IN 4” HDPE CONDUIT, INSTALLED IN TRENCH

2”
IN

2”

PYC CONDUIT WITH 2#2, 2#4 AND |#2 GND PULLED
4" HDPE CONDUIT, INSTALLED IN TRENCH

PYC CONDUIT WITH 4#2, 4%4 AND 2#2 GND

PYC CONDUIT WITH 4#4, 4#(0, 2#2 GND PULLED
4" HDPE CONDUIT, DIRECTIONALLY BORED

RGS CONDUIT WITH 2#10 AND [#]0 GND

GENERAL NOTES

ALL LUMINAIRES SHALL BE HIGH PRESSURE SODIUM AND OPERATE
AT 480 VOLTS UNLESS OTHERWISE NOTED. ALL BALLASTS SHALL
BE REGULATOR TYPE.

CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UTILITIES BEFORE
INSTALLATION., ANY DAMAGE TO EXISTING UTILITIES SHALL BE
REPAIRED BY THE CONTRACTOR AT NO ADDITIONAL COST,

CONTRACTOR SHALL BE AWARE OF OVERHEAD POWER LINES AND LOCATE
LIGHT TOWERS IN ACCORDANCE WITH NESC AND GEORGIA FPOWER STANDARDS.

CONTACT RICK LONG WITH GEORGIA POWER FOR SERVICE POINT
LOCATION; RDLONG@SOUTHERNCO.COM; (812) 837-3822

REFRACTORS SHALL BE PRESSED PRISMATIC BOROSILICATE GLASS.

RIGID CONDUIT, INSTALLED ON STRUCTURES SHALL BE SUPPORTED
AT LEAST EVERY TEN FEET AND WITHIN THREE FEET OF JUNCTION
BOXES, LUMINAIRES, ETC.

CONDUIT ACCESSORIES SUCH AS EXPANSION JOINTS, PULL BOXES,
CONDULETS, ELBOWS. FLEXIBLE CONDUIT, ETC. SHALL BE
INCLUDED IN THE PRICE BID FOR CONDUIT.

JUNCTION BOXES UNDERNEATH BRIDGES SHALL BE STAINLESS STEEL
WEATHERPROOF TYPE IN ACCORDANCE WITH THE NATIONAL
ELECTRICAL CODE. WELDED CONSTRUCTION IS ACCEPTABLE.

ALL UNDERPASS AND WALLPACK TYPE LUMINAIRES SHALL CONTAIN
TWO FUSES INSIDE THE LUMINAIRE TO [SOLATE THE LUMINAIRE
FROM THE SUPPLY VOLTAGE. THESE SHALL BE EITHER PROVIDED AS
PART OF THE FIXTURE OR PROVIDED BY CONTRACTOR,

THE CONTRACTOR SHALL PROVIDE THE SERVICE POLE,

SERVICE RISER, WEATHERHEAD, WEATHERFROOF ENCLOSURES, CIRCUIT
BREAKERS, LIGHTING ARRESTER, AND THE NECESSARY WIRING FOR
CONNECTING TO THE POWER SDURCE.

THE LUMINAIRE MANUFACTURER(S) SHALL FURNISH A ONE YEAR
WRITTEN WARRANTY FOR PARTS AND DEFECTIVE WORKMANSHIP ON
THE LUMINAIRES.

HIGH MAST LUMINAIRES SHALL BE GE HMAAOQISS5AIFSCS, HOLOPHANE
HMSC-CI0HP-48-C9 OR ENGINEER APPROVED EQUAL. UNDERPASS
LUMINAIRES SHALL BE HOLOPHANE W415AHPOOSX, PHILIPS 323-150-LX-L
DR GDOT APPROVED EQUAL. ALL NON-LISTED LUMINAIRES ARE SUBJECT TD
PHOTOMETRIC AFPROVAL.

. EXISTING CABLE AND CONDUIT SHALL BE ABANDONED IN PLACE.

CONSULTING ENGINEERS

500 CHASTAIN CENTER BLVD.
OLKERT o=
KENNESAW, GEORGIA 30144
(7701919-9528
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