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REQUIRED PAVEMENT

GP | OR 2, INCL BITUM - 440 LBS/SY
GR AGGR BASE CRS, [INCL MATL - [2°
CONC CURB & GUTTER, 8 IN x 30 IN, TP 2 - GDOT STD 9032-B

MINIMUM SHOULDER SLOPE TO BE 2X.

(A RECYCLED ASPH CONC, 12.5 MM SUPERPAVE,
GP 2 ONLY, "INCL BITUM = 220 LBS/SY
RECYCLED ASPH CONC LEVELING, INCL BITUM
MATL & H LIME < 75 L[BS/SY
(©) SINGLE SURFACE TRTMT, STN SIZE 7, GP | OR 2
RECYCLED ASPH CONC LEVELING, INCL BITUM
RECYCLED  ASPH CONC. 19 M SUPERPAVE THE ALGEBRAIC DIFFERENCE IN TRAVEL LANE AND
E% RECTCLED , ASNE, CONGy 9 MY SYLERLAVE. TURN LANE SLOPES SHOULD NOT EXCEED 4.
RECYCLED ASPH CONC, 25 MM SUPERPAVE, X X SHOULDER TO SLOPE AT NORMAL RATE, HOWEVER,
GP | OR 2, INCL BITUM - 330 LBS/SY THE ALGEBRAIC DIFFERENCE IN PAVING SLOPE AND

NOTE :

I. SUPERELEVATION, TURN LANES, FULL DEPTH, AND LEVELING APPLY TO OPPOSITE HAND SECTIONS. SEE
CONSTRUCTION PLAN SHEETS FOR LOCAT/ONS AND DIRECTION OF SUPERELEVATION
AND LOCATIONS AND DIMENSIONS OF TURN LANES.

2. FOR SUPERELEVATION RATE AND LOCATIONS, SEE ROADWAY PLANS
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