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ALLOWABLE RANGES TABLE |
24°-0" -0 24'-0"
FOR THIS PROJECT, CROSS SLOPES THAT ARE ADJUSTED - >l 4470 >l -
TO "BEST FIT" EXISTING PAVEMENT SLOPES ARE SUBJECT
TO THE FOLLOWING LIMITS: 3 12'-0" P 12°-0" | 227 -0" 1 220" | 127-0" Dy 12°-0" -
A. NORMAL CROWN Travel Lane Travel Lane Travel Lane Travel Lane
SECTION WITH GRADES SECTION WITH GRADES
0.5% OR GREATER LESS THAN 0. 5%
0.0150 FT/FT - MINIMUM | 0.0156 FT/FT - MINIMUM
0.0208 FT/FT - DESIRABLE | 0.0208 FT/FT - DESIRABLE
0.0250 FT/FT - MAXIMUM | 0.0300 FT/FT - MAXIMUM
B. SUPERELEVATION RATE
S.E. RATE SHOWN ON PLANS OR SE RATE EXISTING
IN FIELD, WHICHEVER 1S GREATER.
C. SUPERELEVATION TRANSITION LENGTH
(LENGTH FROM FLAT POINT TO FULL SE)
RATE OF  CORRESPONDING DIFFERENCE IN
CHANGE GRADE BETWEEN PIVOT POINT . .
AND EDGE OF PAVEMENT Profile Grade Profile Grade
MINIMUM 1:150 0.67%
DESIRABLE 1:200 0. 50%
MAX IMUM 1:300 0. 33% - £ /1 1 —
Z e o e e
LENGTH SHALL BE SET TO_AVOID CREATING A FLAT GUTTER CROSS SLOPE VARI ——— > 7=~ 7 = — CROSS SLOPE VARIES
GRADE ON LOW SIDE AND TO AVOID FLAT CROSS SLOPES AT — 7 A — A 777 > —
OR NEAR THE LOW POINT OF VERTICAL CURVES. [ /o /S —
D.POSITIONING OF SUPERELEVATION TRANSITION LENGTH | 2 eemmmmm oS TS TTTIETTTT T T T T T T e e e _______
ON SIMPLE CURVES | e mmmm === T T T CwADUMN rDANN T T T T T e e ]
50% OF TRANSITION INSIDE CURVE - MAXIMUM TYPICAL SECTION _NO.4 - NORMAL CROWN
33% OF TRANSITION INSIDE CURVE - DESIRABLE NEWNAN _BYPASS OVERLAY THROUGH TURKEY CREEK RD INTERSECTION
207 OF TRANSITION INSIDE CURVE - MINIMUM NTS.
NOTE ; ggov;ZEwgf}g%S?l}%k BE AT THE SAME RATE APPLIES TQ:; STAI89:6670 TO STA.I90-50.00
E. SMOOTHING OF BREAKS IN EDGE PROFILE AT BEGIN AND
END OF TRANSITION SHALL BE ACCOMPLISHED BY VERTICAL
CURVE WITH A MINIMUM LENGTH (IN FEET) EQUAL TO THE
SPEED DESIGN (IN MPH). Q
VARIES
10°-0" 0°-0" 70 12°-0" +'- 24'-0" VARIES 0°-0" TO +/- 28°-0" 22'-0" WIDTH VARIES (29.83 T0O 36.07)
RIGHT TURN LANE
Profile Grade Profile Grade
Ry 0°-0" 70 16°-0", VARIES « «
6°-6 GORE AREA 07-0" 0 120" S 218 S
LEFT TURN LANE Q3 S 2
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SAWCUT JOINT |° T
PAVEMENT EDGE FROM EXIST EOP TYPICAL SECTION NO5 - NORMAL CROWN
TREATMENT (SEE ® WIDENING AND OVERLAY OF EXISTING NEWNAN BYPASS
GDOT DETAIL P-7) USE REINFORCING WIS
FABRIC STRIPS ol e
APPLIES TQ: STAI905000 TO STA 193:6200 LT
STA.1905000 TO STA 192°99.22 RT
12°-0" 10°-0" WIDTH VARIES WIDTH VARIES 107 -0" 127-0" 4-0°
12°-0" TO 42-0" 12°-0" T0 38"-10"
6-6" 6'-6"
WIDTH VARIES WIDTH VARIES
13°-6" TO 18°-0" * 13°-6" TO 18'-0" *
Q INCLUDES PAVED INCLUDES PAVED <
S SHOULDERS SHOULDERS S
W W
. Profile Grade .
~ ~
REQUIRED ~PAVEMENT " "
(@ RECYCLED ASPH CONC I25mm SUPERPAVE,GP 2 ONLY.INCL BITUM MATL & H LIME.I65 LB/SY = . _ =
RECYCLED ASPH CONC 19mm SUPERPAVE.GP |OR GP 2.INCL BITUM MATL & H LIME.220 LB/SY _ 2. 004 W 2. 002 E— S— 2. 007 W 2. 00y
© RECYCLED ASPH CONC 25mm SUPERPAVE.GP 10R GP 2.INCL BITUM MATL & H LIME,440 LB/SY | _6.00% —— N S i —————— £. 00%_
(© RECYCLED ASPH CONC 25mm SUPERPAVE,GP 10R GP 2.INCL BITUM MATL & H LIME,660 LB/SY 4 N L * NEXISTING PAVEMENT ) RS £/ L [ V] 777 T Va, P W oo
® 6'- GRADED AGGREGATE BASE . ,’///, AN \N_’, ! o/ 2\ EXISTING
() 8 - GRADED AGGREGATE BASE TEXTSTING / Memm bl adm -=d=\"" Sl D —— GROUND
© 12 - GRADED AGGREGATE BASE GROUND SANCUT JOINT 12 BXA PAVEMENT EDGE

GPLN

(®) RECYCLED ASPH CONC LEVELING.INCL BITUM MATL & H LIME,(APPLICABLE WHERE GRADE DIFFERENCES EXCEED I 1/2)
(O MILL ASPH CONC PVMT,VARIABLE DEPTH
@ CONC CURB & GUTTER.8 X 30.TP 7
(®) CONC CURB & GUTTER.8 X 24'.TP 2

PAVEMENT EDGE
TREATMENT (SEE
GDOT DETAIL P-7)

FROM EXIST CENTERLINE

USE REINFORCING
FABRIC STRIPS

TYPICAL SECTION NO.6 - NORMAL CROWN

PROPOSED SR 16 (WIDENING,MILL,INLAY & OVERLAY)

SAWCUT JOINT 12’
FROM EXIST CENTERLINE

TREATMENT (SEE
GDOT DETAIL P-7)

USE REINFORCING

NTS.

APPLIES T0O; STA.25'5000 TO STA45:91.20

FABRIC STRIPS

270 Peachtree St. NW, Suite 1500 « Atlanta, GA 30303-1283
Main: (678) 954-5000 - www.chacompanies.com
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