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TYPICAL SECTION DETAIL TO BE USED WHEN
EXISTING PAVEMENT IS TO BE RESURFACED WITH
TWO INCHES OR MORE OF ASPHALTIC CONCRETE ROADWAY ‘s
PAVEMENT RE INFORCEMENT FABRIC 18 WIDE, CENTERED ON JOINT SHOULDER GRADED FOR NON FLARE TYPE 12 ANCHORAGE
SURFACE MIX -t o
5“,‘?25‘? ';f,%'fﬁ,’:ﬂ‘éo' NT ONE ASPHAL TIC CONCRETE 19 mm SUPERPAV, ‘S™5"6" TYPICAL ROADWAY STANDARD SHOULDER
/-ASPHALTIC CONCRETE 25 mm EsuPeRPAVE SHOULDER GRADED FOR GUARDRAL
SURFACING UNDER GUARDRAIL
— o O o 0 .+ © P . e,
EXISTING 50 20" S6aB. " of oo ¥ 2
______ 2508 5£°°00~ RSN TO FACE OF GUARDRAIL 26 40" PAVED
3d MAXIMUM SHOULDER
S LA
REDUCED SHOULDER
TYPICAL SECTION DETAIL TO BE USED WHEN TYPE 12 ANCHORAGE
EXISTING PAVEMENT IS TO BE RESURFACED WITH 0166 20
LESS THAN TWO INCHES OF ASPHALTIC CONCRETE - — -8 e ol
PAVSEUA;?EI'._NZ REINFORCEMENT FABRIC 18" WIDE ‘ |
ASPHALTIC CONCRETE 19 mm SUPERPAVE SHOULDER PAVEMENT — (4 ~~.. L
ASPHALTIC CONCRETE, 25 mm SUPERPAVE 5 - = —————
E |
<~ EXISTING )/ OEAB'O .o o - oQ- ol
0 o ° °
—————— 2000062 CUARDRAL POST 5 ASPHALTIC CURB PER SECTION 436 SHALL BE
TO BE SEN.ED AT ASPHMT SURFACE REQUIRED WHERE SPECIFIED. TYPICAL USE RUMBLE STRIP
MILL EXISTING LANE ONE FOOT WIDE IS FOR EROSION PREVENTION OF HIGH FILL
10 DEPTH OF ADJQINING LAYER T0 SLOPES WHERE SPILLWAYS ARE REOUIRED.
TACED. COST OF'WiiTING FOR THIS WORK
To o 1ACLUnED 1y TuE Ui T enice 51 FoR 6-6" PAVED SHOULDER WITH 16" MILLED RUMBLE STRIPS
SPECIAL SHOULDER DETAIL FOR GUARDRAIL AT ROADWAY NT.S.
NTS.
APPLIES TQ; SEE PLANS FOR LOCATION
PAVEMENT REINFORCEMENT FABRI gﬁ”jg',‘,‘-j?
TYPICA TI10N TAl
N.T.S NOTE:
-l THE_CONTRACTOR IS DIRECTED TO GDOT STD 4000W FOR

GUARDRAIL LOCATIONS ON FILL SLOPES.

ASPHALTIC DRVES: RESIDENTIAL - RECYCLED ASPH CONC 125 MM SUPERPAVE,GP 2 ONLY,INCL BITUM MATL & H LIME,I65 LB/SY
GR AGGR BASED CRS,6 INCH,INCL MATL

COMMERCIAL - RECYCLED ASPH CONC 125 MM SUPERPAVE.GP 2 ONLY,INCL BITUM MATL & H LIME,I65 LB/SY
RECYCLED ASPH CONC 19 MM SUPERPAVE,GP 2 ONLY,INCL BITUM MATL & H LIME.220 LB/SY

TEMP.ORANGE BARRIER FENCE: GR AGGR BASED CRS,6 INCH,INCL MATL

10 B, LACED Aot Foce courers Dwes: SRR SN

l,_-_qgg'ol_{lg”gg %&F’;_LSCFIQEW” H. EARTH DRVES: RECYCLED ASPH CONC 125 MM SUPERPAVE.GP 2 ONLY.INCL BITUM MATL & H LIME.I65 LB/SY
GR AGGR BASE CRS.6 INCH,INCL MATL

COMPLETION OF THE PROJECT. PA/E TO R/W - AGGR.SURFACE CRS.OUTSIDE OF R/W TO TIE -IN POINT

rw  |rrroar! R R/W OR TIE-N | THROAT! R7W OR TIE-IN

EDGE OF PAVEMENT

EDGE OF PAVEMENT

FACE OF CUT ROCK SLOPE

CUT ROCK SLOPE IS PER
GEOTECHNICAL INVESTIGATION

DIRT DRIVES ASPHALT AND CONCRETE DRINVES COUNTY ROADS

RECOMMENDAT IONS
ROCK: LOCAT ION PAVEMENT DRNEWAY DETAIL
AND DEPTH VARIES NTS.
(SEE EARTHWORK CROSS
| NEWNAN BYPASS SECTIONS FOR APPROXIMATE
{ ‘ BORING LOCATIONS)
‘l:\\"“\/)“‘T w\d{\d) T~ ' _—
RS AL
MATERIAL REQUIRED TO LEVEL THE \E”BA”"”E”T FOR THE PURPOSES T~ <~ N MR
SUBGRADE IN PREPARATION FOR THE OF ESTABLISHING GRASS: [/ 4
CONSTRUCTION OF THE ROAD BED SHALL BE 20°T0 24'IN DEPTH (TYP), . .
TYPE 1l BACKFILL MATERIAL. CLASS Il MATERIAL ALLOWED | 2o 20" | |
TEEP ROCK CUT TYPICA TION DETAI *| 0’6" 0’6" ’$
0 ’_ 6 " 0 ‘ _ 6 ]
‘ VARIABLE ' VARIABLE ‘
_TEMPORARY PAVEMENT DETAIL 5%y L o
TS, ~;-..,-.-.._ - \
REQUIRED ~PA/EMENT
(@ RECYCLED ASPH CONC I25mm SUPERPAVE,GP 2 ONLY.INCL BITUM MATL & H LIME.I65 LB/SY §-0 STANDARD RAISED MEDIAN
RECYCLED ASPH CONC I9mm SUPERPAVE.GP |OR GP 2,INCL BITUM MATL & H LIME.220 LB/SY NTS.
REQUIRED  PAVEMENT (© RECYCLED ASPH CONC 25mm SUPERPAVE.GP I0R GP 2.INCL BITUM MATL & H LIME.440 LB/SY APPLIES TQ: STA.I0068.02 TO STA.I04:-46.00
(® RECYCLED ASPH CONC 125mm SURGRAAEGIELR LY INSNEBEMmMATPERINMERIGE0RBESY 2,INCL BITUM MATL & H LIME.660 LB/SY STA.106*55.96 TO STA.108+60./5
RECYCLED ASPH CONC 19mm SUPEGDASE.GRADPD GEGRHNAEBIBMSEMATL & H LIME,220 LB/SY STA.I09:7076 TO STA.112:20.00
(© RECYCLED ASPH CONC 25mm SUPERP&/EGHAIR RISHEONTIE BEASE MATL & H LIME 440 LB/SY STA.125*5000 TO STA.128:04.02
© RECYCLED ASPH CONC 25mm SUPEBP#E.GRADED REGRENALHIBUMEMATL & H LIME.660 LB/SY STA.128:81.02 TO STA.13I+35.02
® 6 - GRADED AGGREGATE BASE  (R) RECYCLED ASPH CONC LEVELING,INCL BITUM MATL & H LIME,(APPLICABLE WHERE GRADE DIFFERENCES EXCEED I 1/2°) STA.153-46.0/ TO ST A.155*50.05
(® & - GRADED AGGREGATE BASE (1) MILL ASPH CONC PVMT,VARIABLE DEPTH STA.156+35.00 TO STA.158:35.00
© 12 - GRADED AGGREGATE BASE CONC CURB & GUTTER.E X 30.TP 7

(®) RECYCLED ASPH CONC LEVELING.INGY BEN(MCYABL & ¢UTITHR, 85¢ REE'PP 2
(O MILL ASPH CONC PVMT,VARIABLE DEPTH
(@) CONC CURB & GUTTER.8 X 24.TP 7
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