COUNTY PROJECT NUMBER SHEET NO. TOTAL SHEETS
COWETA CSMSL-0007-00(956) 86 106
moPCR CENERAL NOTES: MAINTENANCE AND STABILIZATION MEASURES
(T:IEI)E‘TE%?_AI;’AEA%Z Rsl_:ESDmAEETPEF;%h% CTEHSE PslggRs%LLo RBECSE(%EEEE\JDT E\;NTTHTHEL AHSTSELTAUTQN (?FAE%(\)AST% AND SEDIMENT SEE SPECIAL PROVISION 161 AND 700 AND OTHER CONTRACT DOCUMENTS FOR MAINTENANCE AND STABILIZATION EROSION, SEDIMENTATION & POLLUTION CONTROL PLAN CHECKLIST EROSION, SEDIMENTATION & POLLUTION CONTROL PLAN CHECKLIST
; ; ' MEASURES. INFRASTRUCTURE CONSTRUCTION PROJECTS INFRASTRUCTURE CONSTRUCTION PROJECTS
EROSION CONTROL MEASURES WILL BE MAINTAINED AT ALL TIMES. IF FULL IMPLEMENTATION OF THE APPROVED PLAN SWCD: WEST GEORGIA PLAN PAGE # | INCLUDED Y/N TO BE SHOWN ON ES&PC PLAN
DOES NOT PROVIDE FOR EFFECTIVE EROSION CONTROL, ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL WASTE DISPOSAL PROJECT NAME: INEWNAN PARK AND RIDE LOT ADDRESS:  |HOLLZ PARKWAY 25. BMPS FOR CONCRETE WASHDOWN OF TOOLS, CONCRETE MIXER CHUTES, HOPPERS AND
BE IMPLEMENTED TO CONTROL OR TREAT THE SEDIMENT SOURCE. 51-01 XYES CINO THE REAR OF THE VEHICLES. WASHOUT OF THE DRUM AT THE CONSTRUCTION SITE IS
WHERE ATTAINABLE, LOCATE WASTE COLLECTION AREAS, DUMPSTERS, TRASH CANS AND PORTABLE TOILETS AT LEAST 50 CITY/COUNTY: | COWETA COUNTY DATE ON PLANS: | 04-22-2009 PROHIBITED.
PLAN ALTERATIONS FEET AWAY FROM STREETS, GUTTERS, WATERCOURSES AND STORM DRAINS. SECONDARY CONTAINMENT SHALL BE PLAN PAGE # |INCLUDED YN TO BE SHOWN ON ES&PC PLAN 51-01 XYES ONO [26. PROVIDE BMPS FOR THE REMEDIATION OF ALL PETROLEUM SPILLS AND LEAKS.
PROVIDED ARGUND LIQUID WASTE COLLECTION AREAS TO MINIMIZE THE LIKELIHOOD OF CONTAMINATELD DISCHARGES. THE T THE APPLICABLE EROSION, SEDIMENTATION, AND POLLUTION CONTROL PLAN CHECKLIST 27. LOCATION OF BEST MANAGEMENT PRACTICES THAT ARE CONSISTENT WITH AND NO LESS
THE EROSION  SEDIMENTATION AND POLLUTION CONTROL PLAN (ESPCP) IS PROVIDED BY THE DEPARTMENT. IT ADDRESSES CONTRACTOR SHALL COMPLY WITH APPLICASLE STATE AND LOCAL WASTE STORAGE AND DISPOSAL REGULATIONS AND " ESTABLISHED BY THE COMMISSION AS OF JANUARY 1 OF THE YEAR IN WHICH THE 54-01 — 54-04|RYES CINO |  STRINGENT THAN THE MANUAL FOR EROSION AND SEDIMENT CONTROL IN GEORGIA. USE
THE STAGED CONSTRUCTION OF THE PROJECT BASED ON COMMON CONSTRUCTION METHODS AND TECHNIQUES. IF THE OBTAIN ALL NECESSARY PERMITS. SOLID MATERIALS, INCLUDING BUILDING MATERIALS, SHALL NOT BE DISCHARGED TO 51-01 XYES [INO LAND—DISTURBING ACTIVITY WAS PERMITTED. (THE COMPLETED CHECKLIST MUST BE UNIFORM CODING SYMBOLS FROM THE MANUAL CHAPTER 6. WITH LEGEND '
CONTRACTOR ELECTS TO ALTER THE STAGE CONSTRUCTION FROM THAT SHOWN IN THE PLANS OR UTILIZE CONSTRUCTION WATERS OF THE STATE, UNLESS AUTHORIZED BY A SECTION 404 PERMIT. - - ( ’ ’ '
TECHNIQUES THAT RENDER THIS PLAN INEFFECTIVE, THE CONTRACTOR SHALL REVISE THE PLANS IN ACCORDANCE TO SUBMITTED WITH THE ES&PC PLAN OR THE PLAN WLL NOT BE REVIEWED) 51-01  |XYES CINO |28 DESCRIPTION OF THE NATURE OF CONSTRUCTION ACTIVITY.
SPECIAL PROVISION 161 OF THE CONTRACT. INSPECTIONS 2. LEVEL Il CERTIFICATION NUMBER ISSUED BY THE COMMISSION, SIGNATURE, AND SEAL OF 29. A DESCRIPTION OF APPROPRIATE CONTROLS AND MEASURES THAT WILL BE IMPLEMENTED
COVER XYES CINO THE CERTIFIED DESIGN PROFESSIONAL. (SIGNATURE, SEAL AND LEVEL Il NUMBER MUST AT THE CONSTRUCTION SITE INCLUDING: (1) INITIAL SEDIMENT STORAGE REQUIREMENTS
THE CONTRACTOR, THE CERTIFIED DESIGN PROFESSIONAL AND THE WECS SHALL CAREFULLY EVALUATE THIS PLAN PRIOR ALL INSPECTIONS SHALL BE DOCUMENTED ON THE APPROPRIATE DEPARTMENT INSPECTION FORMS. SEE SPECIAL PROVISION BE ON EACH SHEET PERTAINING TO ES&CP PLAN OR THE PLAN WILL NOT BE REVIEWED) o101 bIYES  TINO AND PERIMETER CONTROL BMPS, (2) INTERMEDIATE GRADING AND DRAINAGE BMPS,
TO COMMENCING LAND DISTURBING ACTIVITIES. A MAJOR MODIFICATION OR DELETION OF STRUCTURAL BMP’S WITH A 167 AND OTHER CONTRACT DOCUMENTS FOR INSPECTION REQUIREMENTS. THESE INSPECTIONS SHALL CONTINUE UNTIL THE COVER — 51-02 |MYES CNo P THE NAME AND PHONE NUMBER OF 24-HOUR LOCAL CONTACT RESPONSIBLE FOR EROSION, AND (3) FINAL BMPS.
LEVEL—II-CERTIFIED DESIGN PROFESSIONAL. ADDITIONAL BMP’'S MAY BE ADDED PER SPECIAL PROVISION 161 — CONTROL :
OF SOLL EROSION AND SEDIMENTATION. FALURE TO PERFORM INSPECTIONS AS REQUIRED BY THE CONTRACT DOCUMENTS AND THE NPDES PERMIT SHALL RESULT COVER XYES CINO [4. PROVIDE NAME, ADDRESS, AND PHONE NUMBER OF PRIMARY PERMITTEE. S 2YES OING WHICH DISTURB SOILS FOR THE MAJOR PORTIONS OF THE SITE (i.e., INITIAL PERIMETER
AND SEDIMENT STORAGE BMPS, CLEARING AND GRUBBING ACTIVITIES, EXCAVATION
IN THE CESSATION OF ALL CONSTRUCTION ACTIVITIES WITH THE EXCEPTION OF TRAFFIC CONTROL AND EROSION CONTROL. 54-01 — 54—04|XYES [ONO [5. NOTE TOTAL AND DISTURBED ACREAGE OF THE PROJECT OR PHASE UNDER CONSTRUCTION.
ACTIVITIES, UTILITY ACTIVITIES, TEMPORARY AND FINAL STABILIZATION).
TEMPORARY MULCHING CONTINUED FAILURE TO PERFORM INSPECTIONS SHALL RESULT IN NON—REFUNDABLE DEDUCTIONS AS SPECIFIED IN THE 6. PROVIDE LAND LOT AND DISTRICT NUMBERS FOR SITE LOCATION. DESCRIBE CRITICAL
COVER XYES ONO [~ : 31. DESCRIPTION OF THE PRACTICES THAT WILL BE USED TO REDUCE THE POLLUTANTS IN
CONTRACT DOCUMENTS. AREAS AND ANY ADDITIONAL MEASURES THAT WILL BE UTILIZED FOR THESE AREAS. 51-01 RYES ONO |7 ““370RM WATER DISCHARGES
EPD GENERAL PERMIT GAR 100002 STATES THAT "ANY DISTURBED AREA LEFT EXPOSED FOR A PERIOD GREATER THAN 14 , 7_PROVIDE VICINITY MAP SHOWING SITE'S RELATION TO SURROUNDING AREAS. INCLUDE '
" BY AGREEMENT WITH GEORGIA EPD, THE DEPARTMENT'S CONSTRUCTION PROJECT ENGINEER WILL BE RESPONSIBLE FOR THE COVER XYES TINO 52. DESCRIPTION OF THE MEASURES THAT WILL BE INSTALLED DURING THE CONSTRUCTION
DAYS SHALL BE STABILIZED WITH MULCH OR TEMPORARY SEEDING.” — HOWEVER, THE DEPARTMENT TYPICALLY REQUIRES DESIGNATION OF SPECIFIC PHASE, IF NECESSARY. 51_01 SYES CINO SROCESS TO CONTROL POLLUTANTS IN STORM WATER THAT WILL OCCUR AFTER
DISTURBED AREAS TO BE STABILIZED EVERY 7 DAYS. THE CONSTRUCTION DOCUMENTS, SPECIAL PROVISIONS, OR SEVEN DAY INSPECTIONS REQUIRED FOR NEW BMP INSTALLATIONS.
L CIFIATIONS, MAY REGUIRE MULCHING NORE GFTEN THAN 2 AYS ) ) ALL KYES CINO [8. GRAPHIC SCALE AND NORTH ARROW. CONSTRUCTION OPERATIONS HAVE BEEN COMPLETED.
' NON_STORM WATER DlSCHARGES 0. EXISTING AND PROPOSED CONTOUR LINES WITH CONTOUR LINES DRAWN AT AN INTERVAL 33. DESIGN PROFESSIONAL'S CERTIFICATION STATEMENT AND SIGNATURE THAT THE SITE WAS
VEGETATION AND PLANTING SCHEDULE N ACCORDANCE WITH THE FOLLOWING: COVER XYES CINO VISITED PRIOR TO DEVELOPMENT OF THE ES&PC PLAN AS STATED ON PAGE 15 OF THE
PERMIT.
NON—STORM WATER DISCHARGES DEFINED IN PART II.A.2 OF THE NPDES PERMIT WILL BE IDENTIFIED AFTER CONSTRUCTION ,
ALL TEMPORARY AND PERMANENT VEGETATIVE PRACTICES INCLUDING PLANT SPECIES, PLANTING DATES, SEEDING HAS COMMENCED. THESE DISCHARGES SHALL BE SUBJECT TO THE SAME REQUIREMENTS AS STORM WATER DISCHARGES CYES RINO EXISTING CONTOURS: | USGS 17:200° TOPOGRAPHICAL SHEETS 54 DESIGN PROFESSIONAL'S CERTIFICATION STATEMENT AND SIGNATURE THAT THE
FERTILIZER, LIME AND MULCHING RATES FOR THIS PROJECT CAN BE FOUND IN SECTION 700 OF THE CURRENT EDITION OF REQUIRED BY THE GEORGIA EROSION AND SEDIMENTATION CONTROL ACT, THE NPDES PERMIT, THE CLEAN WATER ACT, THE PROPOSED CONTOURS: 11" - 400 CENTERLINE PROFILE COVER  |R®YES [OINO PERMITIEE'S ES&PC PLAN PROVIDES FOR AN APPROPRIATE AND COMPREHENSIVE
THE DEPARTMENT'S SPECIFICATIONS AND OTHER APPLICABLE CONTRACT DOCUMENTS, SPECIAL PROVISIONS, OR MANUAL FOR EROSION AND SEDIMENT CONTROL IN GEORGIA, DEPARTMENT STANDARDS, AND CONTRACT DOCUMENTS. 1 EX%;TE%OSFBQAERSMéND SAMPLING TO MEET PERMIT REQUIREMENTS AS STATED ON
LANDSCAPING PLANS. :
DE—WATERING ACTIVITIES AND USE OF PUMPS 53-01 KYES [CINO [10. DELINEATION AND ACREAGE OF CONTRIBUTING DRAINAGE BASINS ON THE PROJECT SITE. o aves o |5 CERTIFICATION STATEMENT AND SIGNATURE OF THE PERWITTEE OR THE DULY AUTHORIZED
SEQUENCE OF MAJOR ACTIMTIES N/ Oves mNo |- DEUNEATION OF ON-SITE WETLANDS AND ALL STATE WATERS LOCATED ON AND WITHIN REPRESENTATIVE AS STATED IN SECTION V.G.2.d. OF THE STATE GENERAL PERMIT.
ANY PUMPED DISCHARGE FROM AN EXCAVATION OR DISTURBED AREA SHALL BE ROUTED THROUGH AN APPROPRIATELY 200 FEET OF THE PROJECT SITE. 5301 |=yes Ono |36 AN ESTIMATE OF THE RUNOFF COEFFICIENT OR PEAK DISCHARGE FLOW OF THE SITE PRIOR
THE CONTRACTOR IS RESPONSIBLE FOR DEVELOPING THE CONSTRUCTION SCHEDULE FOR THE PROJECT. THE CONSTRUCTION SIZED SEDIMENT BASIN, SILT FILTER BAG OR SHALL BE TREATED EQUIVALENTLY WITH SUITABLE BMP’S. THE CONTRACTOR i OYES RING 12. DELA'B‘JEﬁg'E%NT ?g ;'}iT’éPW%EA%EAﬁ8‘£S$TA8§|T?gN‘AFB%LFUFNE%ETSESS%EBDUEFYERTSHE L0CAL TO AND AFTER CONSTRUCTION ACTIVITIES ARE COMPLETED.
SCHEDULE FOR THIS PROJECT SHALL BE SUBMITTED WITH THE NOI. A COPY OF THE CONSTRUCTION SCHEDULE SHALL BE SHALL ENSURE THE POST BMP TREATED DISCHARGE IS SHEET FLOWING. FAILURE TO CREATE SHEET FLOW WILL OBLIGATE / ISSUING. AUTHORITY.  CLEARLY NOTE AND DELINEATE ALL AREAS OF IMPACT 37. INDICATION THAT NON—EXEMPT ACTIVITIES SHALL NOT BE CONDUCTED WITHIN THE 25 OR
MAINTAINED AT THE PROJECT SITE. THE CONTRACTOR TO PERFORM WATER QUALITY SAMPLING OF THEIR PUMPED DISCHARGES. THE CONTRACTOR SHALL : : N/A OYES XINO 50—FOOT UNDISTURBED STREAM BUFFERS AS MEASURED FROM THE POINT OF WRESTED
PREPARE SAMPLING PLANS IN ACCORDANCE WITH THE CURRENT GAR100002 NPDES PERMIT UTILIZING BY A CERTIFIED 55-01 RYES [ONO |19 DELINEATE ALL SAMPLING LOCATIONS, PERENNIAL AND INTERMITTENT STREAMS AND OTHER VEGETATION WITHOUT FIRST ACQUIRING THE NECESSARY VARIANCES AND PERMITS.
STAGE 1 DESIGN PROFESSIONAL. NO SEPARATE PAYMENT WILL BE MADE FOR WATER QUALITY SAMPLING OF PUMP DISCHARGES. WATER BODIES INTO WHICH STORM WATER IS DISCHARGED. 38. INDICATION THAT THE DESIGN PROFESSIONAL WHO PREPARED THE ES&PC PLAN IS TO
4. STORM—DRAIN PIPE AND WEIR VELOCITIES WITH APPROPRIATE OUTLET PROTECTION TO 51-01 XYES CINO INSPECT THE INSTALLATION OF THE INITIAL SEDIMENT STORAGE REQUIREMENTS AND
PRIOR TO CLEARING AND GRUBBING IN STAGE 1 OF THE PROJECT THE CONTRACTOR SHALL PLACE TYPE C SILT FENCE OTHER CONTROLS 51-02 XYES CINO ACCOMMODATE DISCHARGES WITHOUT EROSION. IDENTIFY /DELINEATE ALL STORM WATER PERIMETER CONTROL BMPS WITHIN 7 DAYS AFTER INSTALLATION.
WITH A MUCH BERM AROUND THE SITE WHERE DEPICTED ON PLANS AND PLACE THE NECESSARY CONSTRUCTION EXIT. DISCHARGE POINTS. oo s oG 39. INDICATION THAT AMENDMENTS/REVISIONS TO THE ES&PC PLAN WHICH HAVE A
ONCE EROSION AND SEDIMENT CONTROL MEASURES ARE IN PLACE, THE CLEARING AND GRUBBING MAY COMMENCE. 51-01 KYES [CINO [15. SOIL SERIES FOR THE PROJECT AND THEIR DELINEATION. - SIGNIFICANT EFFECT ON BMPS WITH A HYDRAULIC COMPONENT MUST BE CERTIFIED BY
MULCH SHOULD BE USED TO STABILIZE ANY AREAS LEFT DISTURBED FOR MORE THAN 7 DAYS. A TEMPORARY SEDIMENT TA:E/%ORNTLFE)/?:(/:ATLOFJVASSHT/ELLDéch)Ei\C/ TSH/lilITE/ASFE)$PS?V?EDR EC,)\IRS USREEPT/T(,:q DSSSET?AN?E%T&T?&@ HANCE TR APPLEABLE STATE 16. IDENTIFY THE PROJECT RECEIVING WATERS AND DESCRIBE ALL ADJACENT AREAS INCLUDING THE DESIGN_PROFESSIONAL.
BASIN SHALL BE CONSTRUCTED. TEMPORARY SEEDING AND DUST CONTROL SHOULD ALSO BE PROVIDED FOR ANY ' : 51-01 XYES ONO | 40. INDICATION THAT WASTE MATERIALS SHALL NOT BE DISCHARGED TO WATERS OF THE
DISTURBED. AREAS STREAMS, LAKES, RESIDENTIAL AREAS, WETLANDS, ETC. WHICH MAY BE AFFECTED. 51-01 XYES ONO STATE. EXCEPT AS AUTHORIZED BY A SECTION 404 PERMIT
: THE CONTRACTOR SHALL CONTROL DUST FROM THE SITE IN ACCORDANCE WITH SECTION 161 OF THE CURRENT EDITION OF 17. ANY CONSTRUCTION ACTIVITY WHICH DISCHARGES STORM WATER INTO AN IMPAIRED T DOCUNENTATION THAT THE ES&PC PLAN 1S 1N COMPLIANCE WA WASTE DISPOSAL
THE DEPARTMENT'S SPECIFICATIONS. STREAM SEGMENT, OR WITHIN 1 LINEAR MILE UPSTREAM OF AND WITHIN THE SAME ’ ’
STAGE 2 & 3 51-01 XYES CINO SANITARY SEWER, OR SEPTIC TANK REGULATIONS DURING AND AFTER CONSTRUCTION
N/A RYES CINO WATERSHED AS, ANY PORTION OF AN BIOTA IMPAIRED STREAM SEGMENT MUST COMPLY ACTIVITIES HAVE BEEN COMPLETED
STAGE 2 & 3 OF THE PROJECT, THE CONTRACTOR SHALL CONSTRUCT TYPE C SILT FENCE WITH MULCH BERM WHERE STREAM BUFFER ENCROACHMENT %TEH BF;AAPRST T”||4A$ V\?[LTSIE LFJ)SEESMIT‘C RlNTﬁLOUSDEE ATF':EEASCOON;PLTEHTEEDSlﬁ_ZF’Fmgﬁ SlSL(':SHTA';gEA% o Vs Lo |#2- PROVIDE COMPLETE REQUIREMENTS OF INSPECTIONS AND RECORD KEEPING BY THE
DEPICTED ON PLANS, BUILD NECESSARY CONSTRUCTION EXITS, BUILD THE SD3 AND MAT ALL SLOPES GREATER THAN 3:1 THE IMPAIRED, STREAM SEQUENT PRIMARY PERMITTEE.
ALL INLETS SHALL BE PROTECTED BY Sd2-Ss UNTIL PAVEMENT BASE HAS BEEN CONSTRUCTED. ONCE PAVEMENT BASE STREAM BUFFERS ARE IMPACTED BY THIS PROJECT. ' 5 PROVIDE COMPLETE REQUIREMENTS OF SAMPLING FREQUENCY AND REPORTING OF
IS IN PLACE, THE OVEREXCAVATED Sd2-Ss TYPE INLET SEDIMENT TRAPS SHALL BE REPLACED WITH Sd2-Bg TYPE INLET 18. IF nggﬂfh/Ll lsthc);LMEEMNETNT(fDTElmFTEL[/)%:NF%FEMSE%M/EggvgﬁTBELgsFTlNsﬁ;thEgNigz ;:IEOIl?MPTélRED 51-01 RYES ONO ™ ""Ci ol NG RESULTS
SEDIMENT TRAPS. THE CONTRACTOR SHALL PROVIDE TEMPORARY GRASSING AND DUST CONTROL AS NECESSARY. MULCH ‘
SHOULD BE USED TO STABILIZE ANY AREAS LEFT DISTURBED FOR MORE THAN 7 DAYS. THE CONTRACTOR IS TO INSTALL DISCHARGES INTO, OR WITHIN ONE LINEAR MILE UPSTREAM OF AND WITHIN THE N/A DYES &INO SUBMITTAL OF NOI, THE ES&PC PLAN MUST ADDRESS ANY SITE-SPECIFIC CONDITIONS 51-01 =YEs COno |4 PROVIDE COMPLETE DETAILS FOR RETENTION OF RECORDS AS PER PART IV.F. OF THE
THE ST—A1 OUTLET PROTECTION RIP RAP APRON. SAME WATERSHED AS, ANY PORTION OF A BIOTA IMPAIRED STREAM SEGMENT OR REQUIREMENTS INCLUDED IN THE TMDL IMPLEMENTATION PLAN. PERMIT.
_ _ o000 45. DESCRIPTION OF ANALYTICAL METHODS TO BE USED TO COLLECT AND ANALYZE THE
STAGE 4 THIS PROJECT DOES NOT FALL WITHIN THE WATERSHED ON AN IMPAIRED STREAM SEGMENT THAT HAS BEEN LISTED FOR 55-01  |RYES CONO |1, preiiEA T O B DRAINAGE AND OFF=SITE WATERSHEDS USING USG5 172000 1m0 RYES DINO SAMPLES FROM EACH LOCATION.
CRITERIA VIOLATED, "BIO F” (IMPAIRED FISH COMMUNITY) AND/OR "BIO M” (IMPAIRED MACRO INVERTEBRATE COMMUNITY), S1_01 SYES CINO 6. APPENDIX B RATIONALE FOR OUTFALL SAMPLING POINTS WHERE APPLICABLE
STAGE 4 OF THE PROJECT, THE CONTRACTOR SHALL MAINTAIN TYPE C SILT FENCE WHERE DEPICTED ON PLANS, MATS WITHIN CATEGORY 4A, 4B OR 5, AND THE POTENTIAL CAUSE IS EITHER "NP" (NONPOINT SOURCE) OR "UR” (URBAN COER  [RYES OO [ N o o Ty WHO REGUESTED e Revisions > MADE 1O THE FLAN : : :
ON ALL SLOPES GREATER THAN 3:1. THE CONTRACTOR SHALL REMOVE ALL RETROFITS FOLLOWING THE COMPLETION OF RUNOFF). : 47. CLEARLY NOTE STATEMENT IN BOLD LETTERS- "THE ESCAPE OF SEDIMENT FROM THE SITE
ALL CONSTRUCTION. Sd2-Bg TYPE INLET SEDIMENT TRAPS SHALL BE REMOVED AS AREAS ARE PAVED. THE CONTRACTOR 54-01 — 54-04 |XYES 0ONO [21. THE LIMITS OF DISTURBANCE FOR EACH PHASE OF CONSTRUCTION. 51-01 KYES  CINO SHALL BE PREVENTED BY THE INSTALLATION OF EROSION AND SEDIMENT CONTROL
SHALL PERMANENTLY GRASS THE SITE WITH SOD IMMEDIATELY FOLLOWING FINALIZATION OF GRADING. MULCH SHOULD BE READY MIX CHUTE WASH=DOWN 72, PROVIDE A MINIMUM OF 67 CUBIC YARDS OF SEDIMENT STORAGE PER ACRE DRAINED MEASURES"AND PRACTICES PRIOR TO, OR CONCURRENT WITH, LAND DISTURBING
USED TO STABILIZE ANY AREAS LEFT DISTURBED FOR MORE THAN 7 DAYS. USING A TEMPORARY SEDIMENT BASIN, RETROFITTED DETENTION POND, AND/OR ACTIVITIES.
EXCAVATED INLET SEDIMENT TRAPS FOR EACH COMMON DRAINAGE LOCATION. SEDIMENT 48. CLEARLY NOTE MAINTENANCE STATEMENT IN BOLD LETTERS— "EROSION CONTROL
THE WASHING OF READY—MIX CONCRETE DRUMS AND DUMP TRUCK BODIES USED IN THE DELIVERY OF PORTLAND CEMENT
PETROLEUM STORAGE, SPILLS AND LEAKS SESPONSBILITY To THE PUBLIC. ONLY THE DISCHARGE “CHUTE” UTILIZED N PORTLAND. CEMENT CONCRETE DELIVERY. MAY 54-01 — 54-04 |[RYES OINO ACTIVITIES UNTIL FINAL STABILIZATION OF THE SITE HAS BEEN ACHIEVED. A WRITTEN 51-01 XYES CINO APPROVED PLAN DOES NOT PROVIDE FOR EFFECTIVE EROSION CONTROL, ADDITIONAL
’ RATIONALE EXPLAINING THE DECISION TO USE EQUIVALENT CONTROLS WHEN A SEDIMENT EROSION AND SEDIMENT CONTROL MEASURES SHALL BE IMPLEMENTED TO CONTROL OR
THE PLANS PROVIDED HEREIN DO NOT ANTICIPATE THE STORAGE OF PETROLEUM PRODUCTS ONSITE. THE CONTRACTOR SEFF;'ENRSSEDATEEA% gg?g;%%fff&%%g% gsilNC%NNTgAO%T%TDESHC/)AFLLTIEEC%/:JEL AW/E"YT &%{SLJBRSFSSSG[EE\Q@T%R , BASIN IS NOT ATTAINABLE MUST BE INCLUDED IN THE PLAN FOR EACH COMMON TREAT THE SEDIMENT SOURCE.”
SHALL AT A MINIMUM PROVIDE AN ACTION PLAN AND KEEP THE NECESSARY MATERIALS ON SITE FOR THE CAPTURE AND ’ , ' DRAINAGE LOCATION IN WHICH A SEDIMENT BASIN IS NOT PROVIDED. WORKSHEETS 49. CLEARLY NOTE THE STATEMENT IN BOLD LETTERS— "ANY DISTURBED AREA LEFT EXPOSED
DISPOSAL OF ANY PETROLEUM PRODUCT LEAKS OR SPILLS ASSOCIATED WITH THE SERVICING, REFUELING OR OPERATION WASH/PIT AREA. THE PIT SHALL BE LARGE ENOUGH TO STORE ALL WASH-DOWN WATER WITHOUT OVERTOPPING THE PIT. FROM THE MANUAL MUST BE INCLUDED FOR STRUCTURAL BMPS AND ALL 5101 RYES CINO FOR A PERIOD GREATER THAN 14 DAYS SHALL BE STABILIZED WITH MULCH OR
OF ANY EQUIPMENT UTILIZED IN THE WORK. A COPY OF THE ACTION PLAN SHALL BE SUBMITTED TO THE PROJECT IMMEDIATELY AFTER THE WASH-DOWN OPERATIONS ARE COMPLETED AND AFTER THE WASH-DOWN WATER HAS SOAKED CALCULATIONS USED BY THE DESIGN PROFESSIONAL TO OBTAIN THE REQUIRED TEMPORARY SEEDING.”
ENGINEER AND MAINTAINED ON THE PROJECT SITE. ALL PERSONNEL OPERATING OR SERVICING EQUIPMENT SHALL BE IgFTOT HT;ESUGFQF%RO(;JUNND[NEEAEIETA SSHS/?ALCL)OET%EEFDIL(L)EJDT lhkLﬁENR%/ITHEE V<V3§§>|_L|JNDDO V/?EOFYLEASQ%SE;EBERQBEBOL%DM/&C?HEHER(EDBE\QTION SEDIMENT STORAGE WHEN USING EQUIVALENT CONTROLS. 5701 — 57_06|=YES TNo 50, PROVIDE DETAILED DRAWINGS FOR ALL STRUCTURAL PRACTICES. SPECIFICATIONS MUST,
FAMILIAR WITH THIS PLAN. THE CONTRACTOR SHALL NOT PARK, REFUEL, OR MAINTAIN EQUIPMENT WITHIN STREAM ENGINEER ‘ 23. USE OF ALTERNATIVE BMPS WHOSE PERFORMANCE HAS BEEN DOCUMENTED TO BE D-20 — S-7 AT A MINIMUM, MEET THE GUIDELINES SET FORTH IN THE MANUAL FOR EROSION AND
BUFFERS. ‘ EQUIVALENT TO OR SUPERIOR TO CONVENTIONAL BMPS AS CERTIFIED BY A DESIGN SEDIMENT CONTROL IN_GEORGIA.
F THE CONTRACTOR ELECTS TO STORE PETROLEUM PRODUCTS ON SITE. THE CONTRACTOR SHALL PREPARE AN ESPCP WASH—DOWN PLANS DESCRIBE PROCEDURES THAT PREVENT WASH DOWN WATER FROM ENTERING STREAMS AND RIVERS. OYES KNO PROFESSIONAL (UNLESS DISAPPROVED BY EPD OR THE GEORGIA SOIL AND WATER 51. PROVIDE VEGETATIVE PLAN, NOTING ALL TEMPORARY AND PERMANENT VEGETATIVE
ADDENDUM THAT ADDRESSES THE ADDITIONAL BMPS NEEDED FOR ONSITE STORAGE AND SPILL PREVENTION FOR NEVER DISPOSE OF WASH—-DOWN WATER DOWN A STORM DRAIN. ESTABLISH A WASH-DOWN WATER PIT LOCATION THAT CONSERVATION COMMISSION). PLEASE REFER TO THE ALTERNATIVE BMP GUIDANCE 51-01 RYES  CINO ;FL%J/EEEI%IESQRATE%LUD\EE(?EE/%E\?E E’II:/:II:IIT@I-(I;ALDLATBEES’SI/-}NEDSEEEII)I-"I’\(IJG’FggR/IE’_LZREgIE)RI&ATI-I:E’ ﬁug
PETROLEUM PRODUCTS. THIS PLAN SHALL BE PREPARED BY A CERTIFIED DESIGN PROFESSIONAL AS REQUIRED BY INCLUDES THE FOLLOWING: (1) THE PIT IS LOCATED AWAY FROM A STORM DRAIN, STREAM OR RIVER, (2) THE PIT IS DOCUMENT FOUND AT WWW.GASWCC.ORG. - OF YEAR THAT SEEDING WILL TAKE PLAGE AND FOR THE ADPROPRIATE REGION GF
GAR100002 FOR INCLUSION WITH THESE PLANS. THE CONTRACTOR’S ATTENTION IS SPECIFICALLY DIRECTED TO STANDARD ACCESSIBLE TO THE VEHICLE BEING USED FOR WASH—DOWN, (3) THE PIT HAS ENOUGH VOLUME FOR WASH—DOWN WATER, 54-01 — 54-04 |®YES CNO |24 BEST MANAGEMENT PRACTICES TO MINIMIZE OFF—SITE VEHICLE TRACKING OF SEDIMENTS CEORGIA
SPECIFICATION 107-LEGAL REGULATIONS AND RESPONSIBILITY TO THE PUBLIC FOR ADDITIONAL REQUIREMENTS. AND (4) MAKE SURE YOU HAVE PERMISSION TO USE THE AREA FOR WASH—DOWN. ON SOME SITES, YOU MAY NOT HAVE AND THE GENERATION OF DUST. ‘

SOIL SERIES INFORMATION
THE FOLLOWING IS A SUMMARY OF THE SOILS THAT ARE EXPECTED TO BE FOUND ON THE PROJECT SITE:

— ALTAVISTA FINE SANDY LOAM (AkB)
— CECIL SANDY LOAM (CeD)
— RIVERVIEW-CHEWACLA (RK)

DUE TO THE SIZE AND SCOPE OF THIS PROJECT AND THE NATURE OF SOIL SERIES MAPS, IT IS NOT REASONABLY
POSSIBLE TO IDENTIFY THE PRECISE LOCATIONS OF THE ABOVE REFERENCE SOILS ON THE PLANS. THE NRCS SOIL SURVEY
AND SOIL SERIES MAPS FOR THE PROJECT AREA ARE ALSO AVAILABLE ONLINE AT

HTTP: / /WEBSOILSURVEY.NRCS.USDA.GOV/.
POST—CONSTRUCTION BMP’S

ALL PERMANENT, POST—CONSTRUCTION BMP’'S ARE SHOWN IN THE CONSTRUCTION PLANS AND IN THE ESPCP PLAN. THE
POST—CONSTRUCTION BMP’S FOR THIS PROJECT CONSIST OF PERMANENT VEGETATION, RIP-RAP AT PIPE OUTLETS FOR

VELOCITY DISSIPATION AND OUTLET STABILIZATION, AND VEGETATED SWALES/DITCHES. THE POST—CONSTRUCTION BMP'S

WILL PROVIDE PERMANENT STABILIZATION OF THE SITE AND PREVENT ACCELERATED TRANSPORTATION OF SEDIMENT AND
POLLUTANTS INTO RECEIVING WATERS.

SILT FENCE INSTALLATIONS WITH J—HOOKS AND SPURS

SILT FENCE SHOULD NEVER BE RUN CONTINUQUSLY. THE SILT FENCE SHOULD TURN BACK INTO THE FILL OR SLOPE TO
CREATE SMALL POCKETS THAT TRAP SILT AND FORCE STORMWATER TO FLOW THROUGH THE SILT FENCE. THIS TECHNIQUE,
OR CONFIGURATION, IS COMMONLY REFERRED TO AS J-HOOKS OR SPURS. THE J-HOOKS SHALL BE UTILIZED ON ALL SILT
FENCES THAT ARE LOCATED AROUND THE PERIMETER OF THE PROJECT AND ALONG THE TOE OF EMBANKMENTS OR
SLOPES. THE J-HOOKS SHALL BE SPACED IN ACCORDANCE WITH THE TYPICAL LOCATION DETAILS FOR SILT FENCES/BALED
STRAW. SPACING FOR J—HOOKS SHALL NOT BE LESS THAN 50 FEET EXCEPT AS NOTED. SILT FENCES THAT ARE NEAR
THE OUTLET OF CULVERTS, CROSS DRAINS, AND STORM DRAINS SHALL HAVE A MINIMUM OF THREE (3) J-HOOKS ON
BOTH SIDES OF THE STRUCTURE AT SPACING NOT TO EXCEED 30 FEET. J-HOOKS SHALL BE PAID FOR AS SILT FENCE
ITEMS PER FOOT. ALL COSTS AND OTHER INCIDENTAL ITEMS ARE INCLUDED IN COST OF INSTALLING AND MAINTAINING THE
SILT FENCE.

PERMISSION OR ACCESS TO A LOCATION WHICH ALLOWS FOR A WASH-DOWN PIT. IN THOSE CASES, THE CONTRACTOR
MAY HAVE TO WASH-DOWN INTO A WHEELBARROW OR OTHER CONTAINER AND CARRY THE CONTAINER FOR TRANSPORT
TO A PROPER DISPOSAL SITE. FOR ADDITIONAL INFORMATION, REFER TO THE GEORGIA SMALL BUSINESS ENVIRONMENTAL
ASSISTANCE PROGRAM'S "A GUIDE FOR READY MIX CHUTE/HOPPER WASH-DOWN".

MONITORING GENERAL NOTES:

REPRESENTATIVE SAMPLING MAY BE UTILIZED ON THIS PROJECT. THE CHARACTERISTICS OF THE INDIVIDUAL WATERSHEDS
ALONG THE PROJECT CORRIDOR HAVE BEEN CAREFULLY EVALUATED AND COMPARED ON THE BASIS OF DRAINAGE
CHARACTERISTICS, WATERSHED SIZE, LAND DISTURBANCE AND EARTH WORK. AFTER EVALUATION OF THESE ITEMS AS
PRESENTED IN THE PROJECTS DRAINAGE AREA MAPS, HYDROLOGY AND HYDRAULIC STUDIES, CONSTRUCTION PLANS AND
EROSION SEDIMENTATION AND POLLUTION CONTROL PLANS, IT HAS BEEN DETERMINED THAT THE INCREASE IN TURBIDITY
AT THE SPECIFIED LOCATIONS WILL BE REPRESENTATIVE OF THE INCREASE IN TURBIDITY FOR ALL WATERS LEAVING THE
SITE. APPROVED PRIMARY AND ALTERNATE REPRESENTATIVE MONITORING SITES ARE IDENTIFIED IN THE TABLE:

RETENTION OF RECORDS

THE DEPARTMENT WILL RETAIN RECORDS IN ACCORDANCE WITH PART I.V.F OF THE GENERAL PERMIT GAR 100002.

SEDIMENT STORAGE

THE FOLLOWING TABLE SUMMARIZES THE REQUIRED AND AVAILABLE SEDIMENT STORAGE FOR EVERY OUTFALL ON THIS PROJECT. THE
CONTRACTOR SHALL PROVIDE AND MAINTAIN THE STORAGE VOLUMES FOR THE BMPS SPECIFIED IN THIS TABLE.

O
= | PRIMARY APPLICABLE | SAMPLING TYPE WARM | APPENDIX B NTU [ALLOWABLE NTU SEDIVENT BASINS | . CHECK DAM 1\ o oepMENT TRAP
Sl (R LOCATION (STA.  |NAME OF RECEIVING|CONSTRUCTION | (QUTFALL OR | DRAINAGE |TOTAL SITE| OR COLD | VALUE (OUTFALL | INCREASE (FOR LOCATION OUTFALL | TAL _ DISTURBED]  REQUIRED TOTAL STORAGE 4.50 YD3 EACH
== DRAINAGE AREA| AREA |SEDIMENT STORAGE | VOLUME PROVIDED
= 0| ALTERNATE AND SIDE) WATER STAGE FOR RECEIVING AREA AREA WATER MONITORING RECEIVING DESCRIPTION ID (ACRES) (ACRES) | VOLUME (YD"3) (Y0"3) TOTAL | # OF | TOTAL | # OF TOTAL
= SITE MONITORING WATER) STREAM ONLY) WATER) # POND | o UME | DEVICES | VOLUME | DEVICES | VOLUME
PRIMARY HOLLZ PARKWAY  |UNAMED TRIBUTARY RECEIVING CREEK CULVERT EXIT D3 8.65 8.65 580.00 1030.00 1 1030
1. : ALL 0.000 SQ. MI.| 0.00 AC | WARM 75 : : : :
UPSTREAM 14;23627%%:{\2%“ WHITE OAK CREEK WATER UNDER GRAVEL DRIVE ST_AT 55 ) 15342 760,90 5 750.90 24—HOUR EMERGENCY CONTACT
PRIMARY UNAMED TRIBUTARY RECEIVING CENTER OF CREEK WEST OF
2. ) ALL 0.014 SQ. M. | 8.63 AC | WARM 75 ST-B1 1.76 1.76 117.92 166.00 2 166.00
DOWNSTREAM [15+65.01, 1083.74’ LT| WHITE OAK CREEK WATER PROPOSED CONSTRUCTION .
ST—CI 1.29 1.29 86.43 98.70 1 98.70 NAME:
THE PRIMARY SITE SPECIFIED SHOULD BE USED AS THE INITIAL SAMPLING LOCATION. THE ALTERNATE SAMPLING SITES
MAY BE USED IF ADDITIONAL SAMPLING IS REQUIRED AND,/OR IF THE PRARY SAMPLING SITE IS NO LONGER LOCATED IN ORDER TO PREVENT RUNOFF FROM BYPASSING INLET SEDIMENT TRAPS, A TEMPORARY BERM SHALL BE INSTALLED ON THE DOWNSTREAM  py1 .

WITHIN THE ACTIVE PHASE OF CONSTRUCTION.

MONITORING SAMPLING METHODS & PROCEDURES

SEE SPECIAL PROVISION 167 AND OTHER CONTRACT DOCUMENTS FOR MONITORING SAMPLING METHODS AND PROCEDURES.

SIDE OF ALL INLET SEDIMENT TRAPS THAT ARE NOT LOCATED IN A LOW POINT OR AN EXCAVATED SUMP. TEMPORARY BERMS, WHEN

NECESSARY, SHALL BE A MINIMUM OF 18" HIGH AND CONSTRUCTED IN A MANNER THAT ENSURES STORMWATER DOES NOT BYPASS THE

INLET. THE CONTRACTOR MAY SUBMIT ALTERNATE TEMPORARY CONTAINMENT BERM DESIGNS TO THE PROJECT ENGINEER FOR APPROVAL. ADDRESS:

400 Northpark Town Center
1000 Abernathy Road N.E., Suite 900

Atlanta, Georgia 30328

Tel: (678) 808-8800, Fax: (678) 808-8400
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