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UTILITY OWNERS

AGL NETWORKS L. P.
JOSH NELSON
404 584 4268

AT&T BELLSOUTH
DAV ID WAGONER
770 433 3722

AGL RESOURCES, INC
WAYNE JACAS
404 584 4318

CITY OF ATLANTA
DOUG SMITH
404 982 1446

COMCAST
DAN DOBR/INSKA
770 559 6884

FIBERLIGHT, LLC
DELL MILLER
678 347 9271

FULTON COUNTY
DEPARTMENT OF PUBLIC WORKS
ABUL HOWLADER 404 612 7537

GEORGIA POWER COMPANY
NETWORK UNDERGROUND
CARLOS DE BONET

404 506 4426

GEORGI/A POWER COMPANY
DISTRIBUTI0ON
MIKE WATKINS 770 216 1433

LEVEL 3 COMMUNICATION
TOM DROLET
678 534 2478

CITY OF SANDY SPRINGS
CHRIS WATERS
770 206 2534

TIME WARNET TELECOM INC
JIM PARSONS
678 526 3767

VERIZON BUSINESS
DENNIS RAINEY
478 471 1042

X0 COMMUNICAT/ONS
BARRY LONG
673 43/ 5358

Know what's helow
Call before you dig

06-NOV-2009 08:/9 TIME$2E|008415GN0O/ Y:\Roadways\AT740002\008415\Dgn\Q084/5GNOI. dgn STATE PROJECT NUMBER SHEET NO. TOTAL SHEETS
JParks 8825Fu i l. pen GA CSNHS-0008-00(4/5) 5 472
e PRIOR 1O GLEARIND AND LONSTRULTION AGTIVETES COMMEILING, THE ALL DRIVEWAYS THAT ARE TO BE RECONSTRUCTED SHALL BE PAVED BACK TQ THE R/W FROTCT N CH>-0000-00e19 COTm: FLLTON PO 000083
CONTRACTOR SHALL PLACE THE ORANGE CONSTRUCTION/SAFETY BARRIER BEYOND THE R/W, ALL RECONSTRUCTED DRIVES SHALL BE REPLACED IN KIND, I.E. ASPHALT FOR Pipe Culvert Material Alternates
FENCE IN AREAS NOTED IN THE PLANS AS ENVIRONMENTALLY SENSITIVE ASPHALT, CONCRETE FOR CONCRETE, AND G.A.B. FOR GRAVEL OR EARTH, EXCEPT AS NOTED ON THE For PiedmontBlue Ridge Reagion
AREAS (ESA) TO ENSURE THAT THE ESA 1S NOT ADVERSELY IMPACTED PLANS.  THE DEPTH OF MATERIALS SHALL BE AS FOLLOWS: T eoemenoees | L
AL UM INUM PLASTIC
DURING PROJECT CONSTRUCTI ON. ASPHALT DRI VEWAYS: RESIDENTI AL: 12.5 MM SUPERPAVE, 165 LBS/SY g | ATTONE T
19MM SUPERPAVE, 220LBS/SY TYPE OF PIPE ¢
G.A.B., 6 IN. DEPTH AL ATION | | | gy |comtrou | Emie | TCilaun | cuonoe
2. THI'S PROJECT REQUIRES A NOTICE OF INTENT (NOI). P B ' T | by | NG, | e | so |y | coucaro
QN ' | g | e | Bt
i~ 3. THE CONTRACTOR SHALL FIND, AT NO ADDITIONAL COST TO THE FOMMERLLAL: 19 MM SUPERPAVE. 220 LBS/SY | NIESTATEAND | X
\ DEPARTMENT, ENVIRONMENTALLY APPROVED BORROW AND DI SPOSAL G.A.B., 8 IN. DEPTH wrERSTATEMNONON | Y | X X X | x | x
3 SITES TO DISPOSE OF THE EXISTING BRIDGE AND CONSTRUCTION DEBRIS. CONCRETE ORI VEWAYS: RESI DENTIAL: 6' CONCRETE VALLEY GUTTER TT Torem y | x [ x | x Y | x | x
D COMMERCI AL: 8" CONCRETE VALLEY GUTTER 0
\ 4, ALL WHEELCHAIR RAMPS/CURB RADII SHALL BE CONCRETE 8 INCHES IN DEPTH. el sl x| x* X X | x | x
5. ALL EXISTING MARTA BUS STOP SIGNS SHALL BE REMOVED AND RESET. GRAVEL OR EARTH DRIVEWAYS:  ALL TYPES: 12.5 MM SUPERPAVE, 165 LBS/SY p|$|51% [sp0<ror<
Py G.A.B., 6 IN. DEPTH HE s | X X |1 X | X
" ' /
D
N ADT > 15,000
BENCHING DETAIL ALL EXISTING PIPES WITHIN PROJECT LIMITS TO BE REMOVED UNLESS OTHERWISE NOTED. A X
N ADT <250 X X X X X X
L motner it e hoving 4 51096 i
gr’rgn?ﬂ(;tersieeger.g’rhe foundation rrugf be ¥ ADT >250 X X X X
t‘)ggghg(iia;p(l]rlneaih?egﬁc)lnkmenf is belng made. SIDE DRAIN
r%). 2. Tll'le d(iquﬁqmﬁho:s Iha’r(?e):fgre Igygr+“A:his I PERM ANENT SLOPE DRAIN X X X X X X X
T et it e Coar
Sacc:sswilve |ayers e"B‘y.p"l C'FC”. and u”D“c:er%r 1—he(:1e ) Sﬁﬁgﬁ?ﬁﬂ X X X X X X
placed. Before layer "E¥ is placed., the second
Teyars a8 again pldeed. 15 15 15 antioipated X This type pipe can be used if the addition of Type "B” Coating
that the vertical part of the step will exceed (AASHTO M-=190, Half Bituminous Coated with Paved Invert)
4 feet if a 8 feet horizontal cut is made. . .y g
. fhe? the ﬂcfual cut sfogi :hgn Ihel\lrer’.rica-:_h is utilized.
J 4 FT WX horizontal distance fo vary. o NOTES: _ o
3. The process of benching is considered incidental 1. Allowable materials are indicated by an "X".
Sortov Inthe constrting oF he. stbankment 2. Structural reauirements of storm  drain pioe will be i d
n e ! . . ructural requirements Or storrm rain pipe wi e In accoraance
323,,2&“3,?1’{'32“,',,05'2“2?’;'222,1?39?”"”“” o with Georgia Standard 1030-D or 1030-P, whichever is applicable,
\ and the standard specifications.
STEP 3—  \ \
\ 3. Graded aggregate backfill shall be used in cross drain applications
for all plastic pipes (AASHTO M-294, HDPE pipe, AASHTO M-304,
STEP 2— F ASTM F-949, PVC pipe).
\ S See attached approved pipe chart.
C
STEP 1 > B 4. Contractor shall provide additional storm water capacity calculations if a
T A \0 SCALE pipe material other than concrete is selected for use on this project.
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TRANSPORTATION CONSULTANTS

3595 ENGINEERING DRIVE
NORCROSS, GEORGIA 30092
(770) 263-9118

REVISION DATES

STATE OF GEORGI/A

DEPARTMENT OF TRANSPORTAT/ON

OFF ICE:

INNOVATIVE PROGRAM DELIVERY

GENERAL NOTES

DRAWING No.
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