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REQUIRED PAVEMENT
ASPHALTIC CONC. 2.5 mm, GROUP 2, WITH POLYMERS, 165*/SY

RELEASED FOR CONSTRUCTION 11/04/09

1/5/2009 GPLN
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“ NB LANES

\ _Frofile Grade
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¢ SR 400/US 19

56’

PAVED SHOULDER

12’

7S-21
TANGENT SECT/ON

APPLIES: STA 1230+ TO [124]1+45. 52
NORTHBOUND SR 400/US 19
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TS-21A
STA 1233+50 7O 1239+25

CONC SIDEWALK, 4 IN

ORO@EOOEE®E®

/2”

CONC MEDIAN PAVING, 4 IN
GRADED AGGREGATE BASE, 6"
9" PLAIN PC CONC PAVEMENT CL 3

ASPHALTIC CONCRETE 25 mm SUPERPAVE, 330*/SY

ASPHALTIC CONCRETE 19 mm SUPERPAVE, 220*/SY
ASPHALTIC CONCRETE 25 mm SUPERPAVE, 880#*/SY
GRADED AGGREGATE BASE,
ASPHALTIC CONCRETE MILLING OR LEVELING AS REQD

CONCRETE CURB & GUTTER 8"x 30" GA STD. 9032 B. TYPE 2
CONCRETE CURB & GUTTER 8"x 30" GA STD. 9032 B.TYPE 7

<>‘ASPHALT/C CONCRETE 2.5 mm SMA (165 LB/SY)
() ASPHALTIC CONCRETE 25 mm SUPERPAVE 660 LB/SY

<:)GRADED AGGREGATE BASE,

/OII

- () ASPHALTIC CONCRETE 2.5 mm SUPERPAVE (165 LB/SY)

ALL SLOPES 2:1 OR GREATER REQUIRE GUARDRAIL.

&® ALGEBRAIC DIFFERENCE IN PAVING AND SHOULDER
SLOPES NOT TO EXCEED 8%.

@S SHOULDER TO SLOPE AT NORMAL RATE OR SUPERELEVATION

RATE,

O MILLED RUMBLE STRIPS
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TANGENT SECT/ON

APPLIES:STA [1220+48. 41 TO 1230+

NORTHBOUND SR 400/US 19

18’ 2'

10’

¢ SR 400/US 19

APPLIES: STA 1219+11.94 TO [230+/6. 12
SOUTHBOUND SR 400/US 19

" PAVED SHOULDER

-

APPLIES :

SR 400/US 19

71S$S-23
TANGENT SECT/ON

STA 120/+50 TO [1204+16.r72

SOUTHBOUND SR 400/US 19

SB LANES

Proflle Grade |k

¢ SR 400/US 19

VARIES 2.63’
TO 11.98'
12° 56 VARIES 9.37' ///’
AUXILIARY LANE | - 35712, 10 _T00.02 | /. 56 _
4}7 SR 400/US 19 PAVED SHOULDER
SB LANES  AUXILIARY LANE_ SR 400/US 19 _
TYPE W B - SB LANES B}
. Proflle Grade GUARDRAIL <[;
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7S-24
TANGENT SECT/ON

6% 2t
. |:| )

e X T I~

77, — — —F 7,

7S$S-25
TANGENT SECT/ON

APPLIES: STA [1230+16. 12 TO [1235+03. 45
SOUTHBOUND SR 400/US 19

rn
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Proflle Grade

\

VAR ABLE
SLOPE CONTROLS
SLOPE FILL cur
4.1/ 0-6. 0" 0-6.0"
2: 6.0°+X| 6.0+

X REQ’D GUARDRAIL

THE
LPA
GROUP
TRANSPORTATION CONSULTANTS

3595 ENGINEERING DRIVE
NORCROSS, GEORGIA 30092
(770) 263-9118

REVISION DATES

STATE OF GEORG/A
DEPARTMENT OF TRANSPORTAT/ON

OFF ICE: INNOVATIVE PROGRAM DELIVERY

SR400/7UST9 AUXILIARY LANES

TYPICAL SECT/ONS
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