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DETAILS OF NAV. LIGHTING AND FENDER SYSTEM
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90^-00’00"

360^ GREEN CENTER CHANNEL

LIGHT, TYPE A, TYP.

SEE DETAIL ‘A"
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180^ RED 

CHANNEL MARGIN

LIGHT, TYPE B, TYP.

SEE DETAIL ‘A"
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NOTES:

DETAIL ‘A"

JCT. BOX EMBEDDED 

IN TRAFFIC BARRIER

SECTION A-A

JCT. BOX EMBEDDED 

IN TRAFFIC BARRIER

1 " CONDUIT

A
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100’-0" EXISTING CHANNEL

1.  TOP OF LUMINAIRE SHALL BE AT SAME

  LEVEL AS BOTTOM OF BEAM.

2. THE NAVIGATIONAL LIGHTS SHALL BE

  USCG APPROVED AND INSTALLED AS 

  DIRECTED IN 33 CFR 118.65.

3. ALL RIGID CONDUITS EMBEDDED IN

  CONCRETE SHALL HAVE A MINIMUM

  OF 3" COVER.

1 " CONDUIT ACROSS  SLAB

TO OPPOSITE JUNCTION BOX

(REQ’D AT ONE LOCATION ONLY)

2" CONDUIT

2" SCHED. 40 PVC

CONDUIT TO NEXT

JUNCTION BOX

�" RGS CONDUIT STUB

OUT WITH CORD AND 

CABLE FITTING (BUSHING)

FLEXIBLE SO CORD 12/3 WITH

SLACK FOR RAISING FIXTURE

TO ELEVATED POSITION

JCT. BOX EMBEDDED 

IN TRAFFIC BARRIER

SECURE LIGHT SYSTEM ASSEMBLY

PER SYSTEM MANUFACTURER’S

INSTRUCTIONS AND REQUIREMENTS.

ALL HARDWARE (BOLTS, SCREWS,

NUTS, ETC.) SHALL BE STAINLESS 

STEEL.

ELEVATION

POWER RISER DIAGRAM

8" X 8" X 8" LONG

PRESTRESSED

CONCRETE POLE

LIGHTNING ARRESTER.

EDCO # EMC-240B

OR EQUALS

PHOTOCELL.  120 VOLT RATED AT 1800W. 

WIRE BRANCH CIRCUIT SERVING BRIDGE

NAVIGATION LIGHTS THROUGH UNIT FOR 

CONTROL.

#6 SERVICE GROUND

�" X 10’ LONG DRIVEN

COPPER CLAD GROUND

ROD

FIN. GRADE

30" MIN.

GENERAL NOTES

NOTE:

SCALE: NONE

A

2 #8, 1  #8 GRND, 2" CONDUIT

TO BRIDGE NAVIGATION

LIGHTS

PLAN

24" MIN.

COORDINATE SERVICE AND METERING 

WITH GEORGIA POWER COMPANY.

POWER COMPANY CONTACT:

MR. RICHARD LONG @ TELE. NO.

(912) 897-3822

WATERPROOF JUNCTION BOX

(BEHIND METER ENCLOSURE)

TO SERVE PHOTOCELL.
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120/240V, 1l, 3W SERVICE

100 AMP.

COMBINATION METER/DISTRIBUTION

PANEL WITH ONE-IP/20A/120V BRANCH

CIRCUIT BREAKER. MIDWEST-RI01CB2

OR EQUALS IN NEMA 3R ENCLOSURE.

VERIFY THAT UNIT IS IN COMPLIANCE

WITH GEORGIA POWER CO. ‘BLUE"

BOOK REQUIREMENTS.

UNIT SHALL HAVE UL LABEL STATING;

‘SUITABLE FOR USE AS SEVICE EQUIPMENT."

GEORGIA POWER CO. POLE

ADJACENT TO SERVICE

EQUIPMENT

SCHED. 40 PVC CONDUIT

RUN IN BARRIER WALL.

SEE LIGHTING PLANS WITH

CONDUIT ROUTING FOR SIZES.

LIFT CHAIN FOR

LIGHT MAINTENANCE

AWB

AWBANZ

BSB

SEE LIGHTING PLANS FOR

ROUTING

1.  THE ELECTRICAL INSTALLATION SHALL BE IN COMPLIANCE WITH

  THE LATEST EDITION OF THE N.E.C., STATE AND LOCAL CODES

  OF AUTHORITIES HAVING JURISDICTION.

2. ALL WIRING SHALL BE COPPER CONDUCTORS WITH 600 VOLT

  TYPE THHN-THWN INSULATION UNLESS OTHERWISE NOTED.

3. ALL CONDUIT SHALL BE SCHEDULE 40 PVC UNLESS OTHERWISE

  NOTED.

4. PROVIDE CONDUIT EXPANSION COUPLINGS AT ALL LOCATIONS

  WHERE CONDUIT PASSES THROUGH EXPANSION JOINTS.

5. PROVIDE EQUIPMENT GROUND IN ALL CIRCUITS.

6. SEE LIGHTING PLANS, DRAWING 25-01  & 25-02 FOR TIE TO GA

  POWER FACILITIES AND ADDITIONAL ROUTING INFORMATION.

NAVIGATION LIGHT IN 

SERVICE POSITION

FLEXIBLE SO CORD AS

RECOMMENDED BY THE

ASSEMBLY MANUFACTURER.

2�" EMPTY CONDUIT

BY CONTRACTOR

SERVICE LATERAL CONDUCTORS

BY GEORGIA POWER CO.

STUB UP AT POLE FOR

EXTENSION BY GEORGIA

POWER CO.

40’-0" CL. 40’-0" CL.

75’-0", TYP.

CLEARANCE

GAUGE

CLEARANCE

GAUGE

GEORGIA

BRIDGE SHEET
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DEPARTMENT OF TRANSPORTATION
PRECONSTRUCTION DIVISION-OFFICE OF BRIDGE DESIGN

DESIGNED

DRAWN DESIGN GROUP

CHECKED REVIEWED

APPROVED PVL

TRANSPORTATION CONSULTANTS

THE LPA GROUP INCORPORATEDTHE

LPA

GROUP
3595 ENGINEERING DRIVE

NORCROSS, GEORGIA  30092

(770) 263-9118

252 346

CHATHAM COUNTY

10/8/2 8:07:0 Y:\Roa

DRAWING NO.

CSSTP-0008-00(651)

CSSTP-0008-00(651)

SR 204 SPUR (DIAMOND CAUSEWAY)

OVER SKIDAWAY NARROWS

BRIDGE NO. 1 

WMD/WEI

OCTOBER 2010
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