
4:14:1

STA 937+00.00 TO STA 993+29.80

A

B

C

D

F

10’ 

SHLDR.

PAVED

STA 929+50.00 TO STA 937+00.00

22’

LANE   

MANAGED 

PM PM

10’ 

SHLDR.

PAVED

SHLDR.

PAVED

M.E. M.E.

A

I PAVEMENT   

EXIST. ASPH. 

6%
2% 6% MAX6%

PAVED

SHLDR.

12’ 

GENERAL PURPOSE LANES

6%

B

C

E

F

AH

48’

A

I PAVEMENT   

EXIST. ASPH. B

C

E

F

A

M.E.

PROPOSED GUARDRAIL

M.E. M.E.M.E. M.E.
6% 6%

6% MAX

VARIES

2’ TO 4’

SHLDR.

PAVED

PAVED

SHLDR.

12’ 

GENERAL PURPOSE LANES

48’

LANE   

MANAGED 

PM PM

SHLDR.

PAVED

SHLDR.

PAVED

3’ TO 4’ 

VARIES

2’ TO 3’ 

VARIES

MAX.

6.0%

2.0%2.0%

22’ 

SHLDR.

PAVED

REVISION DATES

          

          

          

          

          

          

          

          

          

          

          

          

          

          

          

          

          

          

          

          

          

DRAWING No.

DEPARTMENT OF TRANSPORTATION
STATE OF GEORGIA

2/20/2013

USER:p0034732

7:49:31 AM

H:\646601 I-75 HOV\PLOT FILES\gplotborder.tbl

H:\646601 I-75 HOV\11 I-75 PACKAGE 2\99 DESIGN\0009156_05.dgn SHEET NO.PROJECT NUMBER

$
R
E
F
0
1
$

$
R
E
F
0
2
$

$
R
E
F
0
3
$

$
R
E
F
0
4
$

$
R
E
F
0
5
$

TOTAL SHEETS

                             

TYPICAL SECTIONS

                           

                           

                                                

7:49:31 AM

$
R
E
F
0
6
$

$
R
E
F
0
7
$

$
R
E
F
0
8
$

$
R
E
F
0
9
$

$
R
E
F
1
0
$

$
R
E
F
1
1
$

$
R
E
F
1
2
$

$
R
E
F
1
3
$

$
R
E
F
1
4
$

$
R
E
F
1
5
$

GPLN

STATE

GA

3/1/2007
I-75 MANAGED LANES

CNHS00-0009-00(156) & CNHS00-0009-00(157)

OFFICE: INNOVATIVE PROGRAM DELIVERY

FOR DESIGN-BUILD

COSTING PLANS

B

C

E

F

A

H

A

I PAVEMENT   

EXIST. ASPH. 
B

C

E

F

A

A

B

C

D

F

B

C

E

F

A

SHLDR.

PAVED
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RECYCLED ASPH CONC 19 MM SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H LIME (220 LBS/SY)

RECYCLED ASPH CONC 25 MM SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H LIME (550 LBS/SY)

RECYCLED ASPH CONC 25 MM SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H LIME (1320 LBS/SY)

INDENTATION RUMBLE STRIPS - GROUND-IN-PLACE (CONTINUOUS)

GR AGGR BASE CRS, 12 INCH, INCL MATL

LC I-75 
LB I-75 SB

8’ TO 24’ 

VARIES

4’ TO 7’ 

VARIES

LB I-75 SB LC I-75 

4’ TO 10’ 

VARIES

  5-010   

TYPICAL SECTION 17

TYPICAL SECTION 18

   GUARDRAIL ON SHEET NO. 5-18

1. SEE TYPICAL SHOULDER DETAIL FOR

AMAM

AMAM

NORCROSS, GA 30092

3577 PARKWAY LANE, SUITE 100

8.0%

AND SHOULDER SLOPE NOT TO EXCEED 

ALGEBRAIC DIFFERENCE IN PAVING 

NOTES:

ASPH CONC 12.5 MM PEM, GP 2 ONLY, INCL POLYMER-MODIFIED BITUM MATL & H LIME (135 LBS/SY)

ASPH CONC 12.5 MM SMA, GP 2 ONLY, INCL POLYMER-MODIFIED BITUM MATL & H LIME (220 LBS/SY)

NOT TO SCALE

SLOPE CONTROL FILL & CUT

SLOPE

4:1 0’-10’

**2:1

 FILL SECTION 6 FT AND OVER 
**GUARDRAIL IS REQUIRED ON 

OVER 10’

HEIGHT FROM SHLDR. PT.

REQUIRED PAVEMENT

TREATMENT

FOR PAVEMENT EDGE

SEE GA DETAIL P-7

TREATMENT.

FOR PAVEMENT EDGE

SEE GA DETAIL P-7

NOISE WALL
 

NO GAP CONSTRUCTION

REQUIRED FLASHING FOR

TYPE 7-RS SIDE

BARRIER

SHLDR.

PAVED

12’ TO 14’

VARIES 4’-0"

1’-6"

48’

GENERAL PURPOSE LANES

SHLDR.

PAVED

48’

GENERAL PURPOSE LANES

12’

2:1

PROJECT PI. NO. 0010126

FUTURE CONSTRUCTION

PAVEMENT 

ASPH.

EXIST.

PROJECT PI. NO. 0010126

FUTURE CONSTRUCTION

MICRO-MILL ASPH CONC PVMT, 1 1/4  IN DEPTH

STA 932+28.61 TO STA 937+10.00

STA 937+00.00 TO STA 993+29.80

B

    STA 929+50.00 TO STA 932+28.61.

NOTE: MILL & OVERLAY LIMITS ARE FROM 

18                 704

COSTIN
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