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UL RS PIPE CULVERT MATERIAL ALTERNATES
A NOTICE OF INTENT IS REQUIRED FOR THIS PROJECT. THE DISTURBED AREA IS 7. THE COST OF SAW CUTTING ASPHALTIC CONCRETE AND/OR CONCRETE SHALL BE I3. LOCATIONS OF EXISTING BURIED UTILITY LINES SHOWN ON THE PLANS ARE BASED FOR COASTAL PLAIN RECION
3.51 ACRES, THE PROJECT INVOLVES INSTALLATION OF SIDEWALKS AND CURB RAWPS, INCLUDED [N THE OVERALL BID PRICE FOR GRADING COMPLETE. UPON BEST AVAILABLE [NFORMATION AND ARE T0 BE CONSIDERED APPROXIWATE
AND STRIPING CROSSWALKS. THEREFORE, NET GAIN [N IMPERVIOUS AREA 1S 0.50 ACRES. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR T VERIFY THE LOCATIONS OF
8. THE GENERAL CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS IN THE FIELD UTILITY LINES [N AND ADJACENT TO THE WORK AREA. THE CONTRACTOR [S RESPONSBILE
DRIVEWAYS SHALL BE CONSTRUCTED USING 6" CONCRETE VALLEY GUTTER AND REPORT ANY DISCREPANCIES BETWEEN PLANS AND ACTUAL CONDITIONS TO THE FOR THE PROTECTION OF ALL EXISTING UTILITY LINES AND APPURTENANCES DURING CORRU-
FNGINEER PRIOR TO STARTING WORK. CONSTRUCT /0N, c GATED
THE GENERAL CONTRACTOR SHALL CONTACT THE PROFER LOCAL AUTHORITIES OR 0 CORFEGATED i En | AL pLasTIe
RESPECTIVE UTILITY COMPANY TO CONFIRM THE LOCATION OF ALL EXISTING UTILITIES 9. ALL POINTS OF CONSTRUCTION INGRESS AND EGRESS SHALL BE PROTECTED AS [4. SAFE, CLEARLY MARKED PEDESTRIAN AND VEHICULAR ACCESS TO ALL ADJACENT AASHTO
BEFORE COMMENC NG WORK. ANY DAWAGE DUE TO FAILURE OF THE GENERAL DIRECTED BY THE ENGINEER TO PREVENT TRACKING OF WUD ONTO PUBLIC PROPERTIES MUST BE MAINTAINED THROUGHOUT THE DEMOLITION AND CONSTRUCTION ! U196
CONTRACTOR T0 CONTACT THE PROPER AUTHORITIES SHALL BE BORNE BY THE WAYS. ANY WUD ON PUBLIC WAYS ORIGINATING FROM THE JOB SITE SHALL BE PROCESS. TYPE OF PIPE C
GENERAL CONTRACTOR. CLEANED IWMEDIATELY BY THE CONTRACTOR, INST ALLAT 10N A copp | CORRPOLY- | POLY ViliL
[5. THE COST OF REMOVAL OF EXISTING 2' WIDE SHOULDER PAVING SHALL BE JNCLUDED IN £ ALOMINUM | LA FoLr- | SyertERC | CALORIDE PO Vi
THE GENERAL CONTRACTOR SHALL COORDINATE ALL ADJUSTHENT OR 10. COORDINATE TEWPORARY RELOCATION OF WAILBOXES AND NEWSPAPER BOXES WITH THE PRICE BID FOR GRADING COMPLETE. r SOMED L e | unconen | ermmiene | Vomen D | pade) | CHLOMOE (VO
ABANDONMENT OF UTILITIES WITH THE RESPECTIVE UTILITY COMPANY. CHANGES TO THE ENGINEER. . N, COMTED | ammum | AASHTO | aaesiro TOULE | o oonmie ED
EXISTING UTILITY SYSTEWS SHALL BE PERFORMED BY THE RESPECTIVE UTILITY e U252 wpod | anento | aery fom
COMPANIES. THE CONTRACTOR SHALL CODRDIWNATE HIS WORK WITH THESE [1. FINISH GRADES: THE CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING THAT ALL reee s | s0g
COMPANIES AND SHALL NOTIFY THEW OF WORK AFFECTING THEIR FACILITIES IN NEW SIDEWALK AREAS ARE GRADED T0 DRAIN, EITHER TO EXISTING OR NEW R
ADVANCE. STRUCTURES. CONTRACTOR SHALL BE RESPONS/BLE FOR ENSURING COWPLIANCE e T >x<
WITH ALL FEDERAL, STATE AND LOCAL ACCESSIBILITY CODES. FRAVEL BTN
ALL BORROW, WASTE AND STOCKPILE SITES FOR THIS PROJECT SHALL BE XTI
ENVIRONMENTALLY APPROVED PRIOR TO CONSTRUCTION ACTIVITIES. ALL COMMON 12. PORTIONS OF THIS PROJECT HAVE BEEN PREPARED USING THE HORIZONTAL GEORG!A e >x< >x< >x< >x<
FILL OR EXCESS WATERIAL DISPOSED QUTSIDE THE PROJECT RIGHT OF WAY SHALL COORDINATE SYSTEM OF 1984 (NAD 1983)/94 WEST ZONE, MND THE WORTH AMERICAN . A s
BE PLACED [N EITHER A PERWITTED SOLID WASTE FACILITY, A PERWITTED INERT VERTICAL DATUM (NAVD) OF [988. ADDITIONAL PORTIONS OF THIS PROJECT HAVE
WASTE LANDFILL OR [N AN ENGINEERED FILL. BEEN PREPARED USING IMAGES PROVIDED BY ATKINSON COUNTY. ! :><: >Xi >x< >x<
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ENVIRONMENTAL RESOURCES

IMPACT TABLE

Resource LocatTan

Comments Including any permit

Project Street Project Street and Merritt Street

Apartments

Date. 12/07/10
Re: Environmental Commitments

— ) Side Construction Activity Permittred Activity Controlling Criteria Special Provision? :
Name/Type Beginning STA Ending STA expiration dates
Environmental Memo from Edwards-Pitman
Along SR 135 at Al SR 135 af [
Resource - J ong ’ Right None None fo KA Design N/A See Below Notes
Stream | Sta 110+73 Sta [1+18 Date: 12/07/10
Re: Environmental Commitments
Environmental Memo from Edwards-Pliman
Along SR 135 at Al SR 135 at
Resource - / ong ¢ Right None None fo KiA Design N/ A See Below Notes
Wetland ? Sta 110+47 Sta [1+65 Dates 12/07/10
Re: Environmental Commitments
Eligible Historic Along S. Vickers Along S. Vickers Sidewalk Consiruction Construction and Memo from Edwards-Pifman
Resource - Street east of Street north of Left Roadway Siriping .T;@/nfeﬁip?e of.ijfpig [i;ffHéé?g?jyg /A See Below Notes
Pineview Apariments Carter Avenue Savannah Avenue WIThIn extsring rigni=or-way vore:
as shown on plans Re: Environmental Commitments
Ellgible Historic | Along SR 135 at | Along SR 135 af | Sidewalk Construction _Cof”m“mof” ‘7/” Memo from Edwards-Fitman
Resource - Sta. 23+69 Sta. 31+96 Right/ Ditch Construction . mF/N Eﬁanfe ’ .5 opee fo KHA Design N/A See Below Notes
SR 135 Ranch Houses LT ond RT LT and RT teff Erosion Confrol within existing right-of-way Dates 12/07/10
as shown on plans Re: Environmental Commitments
E//'g/"b/e Historlc Memo from Edwards-Pltman
Northeast Corner of i
Resource - . Left None None fo KHA Design N/A See Below Nofes
Savannah Avenue and Bostwick Streef Date: 12/07/10
The Matthews House . .
Re: Environmental Commitments
Ellgible Historic Southeast ; Construction and Memo from Edwards-Pliman
outheast Corner o ; ;
Resource - ; : maintenance of slopes fo KHA Design
. . left Sidewalk Construction See Below Notes
Charity Chapel Bostwick Streef ond Peqgy HIlJ- within existing right-of -way Date: 12/07/10 N/
Baptlsi Church Delmar Lane as shown an plans Re: Environmental Commiiments
Eligible Historic Memo from Edwards-Pitman
_ Southeast Corner of i
Resource Right None None fo KHA Design WA See Below Notes

Notes:

I. The confractor shall Install orange fabric fenclng as shown on the construction plans fo ensure fthat the eligible

resources are not adversely impacted during project construction

2. The contractor Shall ensure that no land disturbing activities Including Staging, construction, vehicular use, borrow

or waste activities shall take place outside of the existing right-of-way in the area of the boundaries of fthe eligible
resources which are dellneated on the project construction plan sheefs.

3. Upon completion of project construction, the confractor shall remove the orange fabric fencing that was Installed to ensure

that the eligible resources are not adversely Impacted during project

construction.
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NOTE

I. ALLOWABLE MATERIALS ARE [NDICATED BY AN "X".
2. STRUCTURAL REQUIREMENTS OF STORM DRAIN PIPE WILL BE IN ACCORDANCE WITH GEORGIA STANDARD 1030-D OR 1030-P, WHICHEVER 1S APPLICABLE

AND THE STANDARD SPECIFICATIONS

3. GRADED AGGREGATE BACKF/LL SHALL BE USED [N CROSS DRAIN APPLICATIONS FOR ALL PLASTIC PIPES (AASHTO M-294, HDPE PIPE, AASHTO M-304,

PVC PIPE, ASTM F-949, PVC PIPE)

4. THE CONTRACTOR SHALL PROVIDE ADDITIONAL STORM SEWER CAPACITY CALCULATIONS

If A PIPE MATERIAL OTHER THAN CONCRETE 1S SELECTED

5. PIPE USED UNDER MECHANICALLY STABILIZED EARTH (MSE) WALLS, WITHIN MSE WALL BACKFILL, OR WITHIN FIVE FEET OF AN MSE WALL FACE SHALL

BE CLASS V CONCRETE PIPE

6.  PROJECT SPECIFIC pH AND RESISTIVITY VALUES ARE ENTERED INTO THE RESPECTIVE BOXES ABOVE TO DETERMINE ALLOWABLE PIPE MATEIALS

CROSS DRAIN AND STORM DRAIN PIPE

UNLESS NOTED OTHERWISE [N THE PLANS, THE PIPE SIZES SPECIFIED FOR CROSS DRAIN PIPE AND STORM DRAIN
DESIGN VALUE OF 0.0/2. ALTERNATE PIPE MATERIALS WITH MANNING'S "N" DESIGN VALUE LESS THAN OR EQUAL

THE ALLOWABLE PIPE MATERIAL CHART

THE CONTRACTOR MAY, AT HIS OWN EXPENSE, SUBMIT OTHER DESIGNS CONSIDERING ALTERNATE PIPE MATERIALS WITH MANNING'S "N*

PIPE
T0 0.

/
0

A
0

RE BASED ON A MANNTNG'S "N*
12 MAY BE USED AS NOTED [N

DESIGN VALUES

GREATER THAN 0.012 TO THE PROJECT ENGINEER FOR APPROVAL. THE SUBMITTED DESIGNS SHALL BE STAMPED AND SEALED BY A QUALIFIED PROFESSIONAL

ENGINEER
SIDE DRAIN PIPE AND UNDER DRAIN PIPE

ALTERNATE PIPE MATERIALS MAY BE USED AS NOTED
MANNING 'S "N" VALUE FOR CORRUGATED METAL PIPE. SUBMISSION OF ALTERNATE DESIGNS WITH LESSER FRICTION COEFFICIENTS

EQ

RG

IN THE ALLOWABLE PIPE MATERIALS CHART. SIDE DRAIN PIPE IS NORMALLY DESIGNED USING A
IS NOT REQUIRED
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