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SUMMARY OF QUANTITTITES

I. ALL STANDARD HIGHWAY SIGNS SHALL BE FAVRICATED AND ERECTED IN
ACCORDANCE WITH THE DETAILS SHOWN [N _THE PLANS, THE MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES, CURRENT EDITION, AND THE GEORGIA STANDARD
SPECIFICATIONS, SUPPLEMENTAL SPECIFICATIONS, AND/OR SPECIAL PROVISIONS.

SIGN ASSEMBLIES SHALL BE MOUNTED ON ALUMINUM OR GALVANIZED STEEL STRAP
FRANES.  FOR DETAILS AND STRAP SPECIFICATIONS REFER TO SIGN ASSEMBLY -
TYPICAL FRAMING DETAILS.

8. TYPE [11 (HIGH INTENSITY) REFLECTIVE SHEETING SHALL BE USED FOR
2. SIGN ERECTION STATIONS ARE APPROXINATE AD WAY BE ADJUSTED TO WEET ALL STANDARD HIGHWAY SIGNS REGUIRING REFLECTORIZED BACKGROUNDS EXCEPT
PIELD CONDITIONS WHERE NECESSARY. BUT SHALL BE WITHIN THE LIMITATIONS 1S SPECIFIED BELOW OR SPECIFIED OTHERWISE IN THE PLANS.  EITHER CLASS |
SET FORTH IN THE WARVAL OF UNIFORM TRAFFIC CONTROL DFVICES. CURRENT OR CLASS 2 ADHENSIVE BACKING 1S PERWISSIBLE.
EDITION. N0 SIGN LOCATION SHALL BE CHANGED BY THE CONTRACTOR OR BY THE
BROJECT ENGINEER WITHOUT PRIOR APPROVAL ERON THE OFFICE OF TRAFFIC 9. TYPE IX (VERY HIGH INTENSITY) REFLECTIVE SHEETING SHALL BE USED FOR ALL
OPERAT 1ORS. RED SERIES SIGNS (RI-1. RI-2. RI-3A RI-4A R5-1, R-iA).
3. ALL STANDARD HIGHWAY SIGNS SHALL BE ERECTED AT A HEIGHT OF 7 FEET ABOVE 10. TYPE IX (VERY HIGH INTENSITY) FLUORESCENT YELLOW GREEN REFLECTIVE SHEETING
THE RORWAL EDGE OF PAVEWERT TO THE BOTTOW OF THE SIGN OR ASSEWBLY. SHALL BE USED FOR SCHOOL ZONE (SI-1. $2-1, S3-1. $4-3, AND THE TOP PGRTION
OF THE S5-17 SIGNS. BICYCLE CROSSING TWIT-17 SIGNS. AND PEDFSTRIAN CROSSING
44 HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS ON INTERSTATE HIGHWAYS WIT-2 D WITAZ2) STGRS. SIGNS WITHIN THE SAWE AGSEWBLY AS THE SCHOOL ZONE
SHALL BE 3 FEET FROM THE NORMAL EDGE OF PAVEMENT TO THE NEARER EDGE OF SIGNS SPECIFICALLY 1ISTED ABOVE MND ALL REGULATORY SIGNS PLACED AS PART OF
THE SIGN(S). UNLESS SPECIFIED OTHERWISE INT FE PLANS.  HORIZONTAL THE SCHOGL ZORE SIGNING SHALL HAVE TYPE IX (WIDE ANGLE PRISWATIC) REFLECTIVE
CLEARANCE FOR STANDARD FIIGHWAY SIGNS ON RAWPS SHALL BE 2 FEET FROM THE SHEETING BACKGROUNDS OF THE APPROXIMATE COLOR
HORWAL EDGE OF PAVED SHOULDER. OR EDGE OF GRADED SHOULDER WHEN PRESENT.
[1. TYPE IX (VERY HIGH INTENSITY) FLUORESCENT REFLECTIVE SHEETING SHALL BE USED
48 HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS ON ALL OTHER ROADWAYS FOR ALL WARNING STGHS.
SHALL BE 6 FEET FROM THE EDGE OF THE PAVED SHOULDER OR 12 FEET FROM THE
HORWAL EDGE GF PAVEMENT TO THE NEARER EDGE OF THE SIGN(S). WHICHEVER 1S 12. A% INCH WINIHUM AIR SPACE SHALL BE REQUIRED BETWEEN ALL SIGN PLATES
CREATER.THE HORIZONTAL CLEARANCE TN NON-WOUNTABLE CURB SECTIONS SHALL WIFHIN AN ASSENBLY.
BE AT LEAST 2 FEET FROW THE CURB FACE TO THE NEARER EDGE OF THE SIGN(S).
13, WHERE SIGNS WITHIN AN ASSEMGLY EXTEND BELOW THE STANDARD MOUNTING HOLES
4C HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS WOUNTED BEHIND GUARD ON THE POST(S), ADDITIONAL % INCH DIAWETER HOLE(S). DRILLED OR
RAIL'SHALL BE § FEET FROMTTHE FACE OF THE GUARD RAIL T0 THE NEARER PUNCHED, SHALL B REQUIRED To PROPERLY WOUNT THE ASSEWBLY.
' 14, INTERSTATE SHIELDS SHALL CONTAIN THE WORD GEORGIA. ALL INTERSTATF,
5. SINGLE PLATE, HORIZONTAL RECTAVGULAR SIGNS OVER 48 INCHES IN WIDTH 0.5, AND GEORGIA SHIELDS REGUIRING ALT. BUS. CONV. LOGP. OR SPUR SHALL
SHALL BE WOUNTED ON TWO POSTS WITH 2 EACH 2 INCH X ' INCA X (WIDTH OF USE 4 INCH SERIES *D* LETTERS. REFER T0 THE WANUAL ON UNIFORW TRAFFIC
SIGN] ALUNINUM OR GALVANIZED STEEL STRAPS.” THE STRAPS SHALL BE FLUSH CONTROL DEVICES, CURRENT EDITION. FOR DETAILS.
WITH THE BACK OF THE SIGN WITH ONE EACH ACROSS THE TOP MD BOTTOM OF
THE SIGN. THE CENTERLINE OF EACH POST SHALL BE INSERT 'YTH OF THE SIGN I5. FOR DETAILS OF SPECIAL DESIGN HIGHWAY SIGNS, SEE DETAILS OR
WIDTH FROM THE EDGE OF THE SIGN. SIGN PLATE BOLT HOLES SHALL BE 3/8 ISCELLANEOUS SIGNS.
INCH DIAMETER. DRILLER OR PUNCHED, AS SHOWN ON THE SIGN PLATE DETAILS. 6. REFER TO PLAN SHEETS FOR LOCATION OF THE DISTRICT ENGINEERS OFFICE TO
6. EACH 42 OR 48 INCH WIDE X 18 OR 24 INCH HIGH SIGN REQUIRES ONE 2 INCH X BE SHOWN ON ALL R552-1 (LIMITED ACCESS) SIGNS IN THIS PROJECT, |F ANY.
' TNCH X (WIDTH OF THE SIGN) ALUMINUN OR GALVANIZED STEEL STRAP LOCATED
7. CONTRACTOR WILL, AS REQUESTED BY THE DISTRICT TRAFFIC OPERATIONS
N THE CENTER OF THE SIGN AND FLUSH WITH THE BACK OF THE SIGH. ENGINEER. BE REQUIRED TO REHOVE MY EXISTING SIGNS THAT ARE DUPLICATED
OR ARE CONTRACT T0 THESE SIGH PLANS.
636-1033 636-2070 636-5021
HIGHIAY SIGNS. TP | WATL. HIGHIAY SIGNS. TP 2 WATL. HIGHIAY SIGNS. TP | WATL. HIGHIAY SIGNS. TP 2 WATL. DELINEATOR.
STATION oIt e REFL SHEETING TP 3 REFL SHEETING TP 3 REFL SHEETING TP 9 REFL SHEETING TP 9 GALV STEEL POSTS, TYPE T TP2A
SQUARE SOUARE SQUARE SQUSBEARE | LENGTH TOTAL
SIZE QUANTITY i S17E QUANTITY i sz | aumnniTy A SIZE quanTTy|  SUUSBEARE | - LERGTE QUANTITY o QUANTITY
30+78 (RT) / S/ 36" 1 36 / g 4 / 4
3078 (RT) / W16-9p 24 X 17" / 7
34430 (RT) 7 SI-] %" X 36 / : 5 / G
34430 (RT) ? RREB
34430 (RT) 7 Wi6-7P 24 X 12" I ?
3447 (1]) 3 SI-] 36" X 36 / g 5 / 5
34447 (17) 3 RRFB
3447 (1]) 3 WIG-TP 24 X 17 / ?
3597 (1) 7 SI-] 36" 1 36 / g 4 / 4
3597 (1) y WI6-0P 24 X 17 / 7
ALONG S VICKERS ST 5 SI-] 36" 1 36 / g 4 / 4
4LONG S VICKERS ST 5 WI6-9p 24X 17 / ?
ALONG S VICKERS ST 5 SI-] 36" 1 36 / g 4 / 4
4LONG S VICKERS ST 5 WIg-7P YOEEYT / ?
ALONG S VICKERS ST 7 S/ 36" 1 36 / g 4 / 4
4LONG S VICKERS ST 7 WIG-7P 24X 10 / ?
ALONG S VICKERS ST 5 SI-] 36" X 36" / g 4 / 4
ALONG S VICKERS ST 5 WI6-9p 20X 1o / 7
TOTAl 16 86 5 14
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