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BEHIND FACE OF GUARD RAIL

POLE SHALL BE PLACED A MINIMUM OF 6 FT
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ROADWAY SECTION WITH NON-MOUNTABLE CURB
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NOTE:

FOR SPECIFICATIONS OF STEEL STRAIN POLES BASE PLATE.,

CONCRETE STRAIN POLES AND MISCELLANEOUS HARDWARE

SEE GEORGIA STANDARD SPECIFICATIONS.,

SPECIAL PROVISION.
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FOR STEEL STRAIN POLE FOOTING SEE GECRGIA

SPECIFICATIONS., SECTION 639
NG SPECIAL PROVISION).

RETE STRAIN POLE FOOTING
TRESSED CONCRETE STRAIN

AIL SHEET. (TYP)

ROADWAY SECTION WITHOUT CURB

3595 ENGINEERING DRIVE

NORCROSS, GEORGIA 30092

(770) 263-9118

TRANSPORTATION CONSULTANTS

DESIGN DESIGN FILL SLOPES CUT_SLOPES
SPEED ADT 6:1 OR 5:1 10 31 31 4:1 10 B:1 OR HEAVY HEX NUT o
FLATTER 41 5 1 FLATTER cHeR
UNDER 750 7-10 7-10 T 7-10 7-10 7-10 LOCK WA
4OOQPH 750-1500 10-12 12-14 T 17-12 [g-12 10-12 = /
Less 1500- 6000 12-14 14-16 o 12-14 12-14 12-14 FLAT WASHER .
OVER 6000 14-16 16-18 "~ 14-16 14-16 14-16 BASE PLATE
UNDER 750 | 10-12 12-14 "~ 8-10 8-10 10-12
45-50 758-1500 12-14 16-20 * % 10-12 12-14 14-16 FLAT WASHER
MPH 1500- 6000 16-18 20-26 - 12-14 14-16 16-18 =
OVER 6000 16-20 24-28 o 14-16 16-20 20-22 HEAVY HEX NUT =
UNDER 758 12-14 14-18 * % 8-10 10-12 18-12 ANCHOR BOLT ==
55 750-1500 16-18 20-24 "~ 10-12 14-16 16-18
MPH 1500- 6002 2@-22 24-30 ** 14-16 16-18 2@-22 DETAIL OF ANCHOR BOLT AND HARDWARE
OVER 6000 22-24 26-32 T 16-18 20-22 22-24 5
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