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WIDTH
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AREA

0.0 < WIDTHS < 5.0

6" MIN.

NO SCALE

          Item Code 500-9999 - Cu. Yds.

CLASS "B" CONCRETE BASE OR PAVEMENT WIDENING

In excavated areas greater than 5’-0" in width, the Contractor shall

place base and paving as specified on the typical section.

In excavated areas between the existing paving and new curb and gutter

that are 5’-0" or less in width, Class "B" concrete shall be placed in lieu

of the base and paving specified by the typical section.  Payment will be

made under "Class B Concrete Base and Pavement Widening".

CLASS "B" CONCRETE BASE OR WIDENING DETAIL

See plans for details of curb and gutter construction.

SLOPE CUT FILL

SLOPE  CONTROLS

4:1

2:1 OVER 10’

0-10’

ALL

DISTRICT 7 PRECONSTRUCTION

COMMERCE AVE @ SYCAMORE PL.

     E.PONCE DE LEON AVE @ SYCAMORE PL.
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GAB

EXISTING

GAB

EXISTING

MIN.

CENTERED

ON JOINT

FOOT THIS LAYER

EXISTING PAVEMENT IS TO BE RESURFACED WITH

TYPICAL SECTION DETAIL TO BE USED WHEN

TO DEPTH OF ADJOINING LAYER TO

EXISTING PAVEMENT IS TO BE RESURFACED WITH

TYPICAL SECTION DETAIL TO BE USED WHEN

SURFACE MIX

ASPHALTIC CONCRETE 19 mm SUPERPAVE

ASPHALTIC CONCRETE 25 mm SUPERPAVE

SURFACE MIX

ASPHALTIC CONCRETE 19 mm SUPERPAVE

ASPHALTIC CONCRETE, 25 mm SUPERPAVE

TWO INCHES OR MORE OF ASPHALTIC CONCRETE

PAVEMENT REINFORCEMENT FABRIC 18" WIDE, CENTERED ON JOINT
STAGGER VERTICAL JOINT ONE

LESS THAN TWO INCHES OF ASPHALTIC CONCRETE

PAVEMENT REINFORCEMENT FABRIC 18" WIDE

MILL EXISTING LANE ONE FOOT WIDE

1’ - 0"

BE PLACED.  COST OF MILLING FOR THIS WORK

TO BE INCLUDED IN THE UNIT PRICE BID FOR 

PAVEMENT REINFORCING FABRIC.


