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INSTALL 6’ X 6’ VIDEO DETECTION ZONE (TYP)

260’

INSTALL DIRECTIONAL ANTENNA ON MASTARM

INSTALL DSPEC #10

REQUIRED RIGHT-OF-WAY, 229 SF

INSTALL WHITE THERMOPLASTIC TRAFFIC STRIPING, DETAIL A
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INSTALL CROSSWALK, PER GDOT DETAIL (TYP)

INSTALL 5" DOUBLE YELLOW TRAFFIC STRIPE

INSTALL DSPEC #1

INSTALL CONDUITS, NONMETAL, TYPE 2, PER GDOT DETAIL

INSTALL PULL BOX, TYPE 2

INSTALL 10’ PEDESTAL POLE WITH P6 PED SIGNAL, BUTTON, AND SIGN

INSTALL 2-2" CONDUITS, NONMETAL, TYPE 2

REQUIRED RIGHT-OF-WAY, 44 SF

INSTALL ADA RAMP, TYPE C

INSTALL CONDUITS, NONMETAL, TYPE 2, PER GDOT DETAIL

INSTALL PULL BOX, TYPE 2

INSTALL 10’ PEDESTAL POLE WITH P8 PED SIGNAL, BUTTON, AND SIGN

REMOVE EXISTING SIGNAL POLE

INSTALL 2-2" CONDUITS, NONMETAL, TYPE 2

INSTALL CONDUITS, NONMETAL, TYPE 2, PER GDOT DETAIL

INSTALL PULL BOX, TYPE 3

INSTALL A 332 CABINET WITH A 2070L CONTROLLER

DIRECTIONAL BORE, 5", 56 LF

INSTALL 3-2" CONDUITS, NONMETAL, TYPE 3

DIRECTIONAL BORE, 5", 66 LF

INSTALL 2-2" CONDUITS, NONMETAL, TYPE 3

DIRECTIONAL BORE, 5", 66 LF

INSTALL 3-2" CONDUITS, NONMETAL, TYPE 3

INSTALL STOPBAR, 24" WHITE THERMOPLASTIC (TYP) INSTALL YELLOW THERMOPLASTIC TRAFFIC STRIPING, DETAIL C

PLACE 6’ X 40’ VIDEO DETECTION ZONE (TYP)

INSTALL 6" CONCRETE MEDIAN ISLAND WITH DEPRESSED CENTER

REQUIRED RIGHT-OF-WAY, 59 SF

INSTALL CONDUITS, NONMETAL, TYPE 2, PER GDOT DETAIL

INSTALL 4’ POST WITH P2 AND P8 PED BUTTONS, AND SIGNS

SEE INSET ON SHEET 27-010

INSTALL ADA RAMP, PARTIAL TYPE C

INSTALL 8" CONCRETE LANDING WITH HEADER CURB

REMOVE EXISTING TIMBER SIGNAL POLE

INSTALL LUMINARE, OF LIKE TYPE AND SIZE TO EXISTING, ON STRAIN POLE

INSTALL CONDUITS, NONMETAL, TYPE 2, PER GDOT DETAIL

INSTALL PULL BOX, TYPE 2

INSTALL P2 AND P8 PED SIGNALS ON POLE

INSTALL STRAIN POLE, TYPE IV, WITH 35’/50’ MASTARMS

INSTALL CONDUITS, NONMETAL, TYPE 2, PER GDOT DETAIL

INSTALL PULL BOX, TYPE 2

INSTALL LUMINARE, OF LIKE TYPE AND SIZE TO EXISTING, ON STRAIN POLE

INSTALL STRAIN POLE, TYPE IV, WITH 35’/55’ MASTARMS

INSTALL 5" DOUBLE YELLOW TRAFFIC STRIPE

INSTALL DSPEC #10

260’

5

6

78

INSTALL DSPEC #1

INSTALL CONDUITS, NONMETAL, TYPE 2, PER GDOT DETAIL

INSTALL PULL BOX, TYPE 2

INSTALL 10’ PEDESTAL POLE WITH P2 PED SIGNAL, BUTTON, AND SIGN

REQUIRED RIGHT-OF-WAY, 72 LF

INSTALL CONDUITS, NONMETAL, TYPE 2, PER GDOT DETAIL

INSTALL PULL BOX, TYPE 2

INSTALL 10’ PEDESTAL POLE WITH P4 PED SIGNAL, BUTTON, AND SIGN

INSTALL 2-2" CONDUITS, NONMETAL, TYPE 2

INSTALL CONDUITS, NONMETAL, TYPE 2, PER GDOT DETAIL

INSTALL 10’ PEDESTAL POLE WITH P4 AND P6 PED SIGNALS, BUTTONS, AND SIGNS

LINED MUNICIPAL SOLID WASTE LANDFILL.

PARCELS NUMBER 5, 6 AND 8 MUST BE DISPOSED OF AT A PERMITTED

ANY CONTAMINATED SOIL EXCAVATED DURING CONSTRUCTION ACTIVITIES AT

MANAGEMENT FOR CONSTRUCTION ACTIVITIES AT PARCEL 6.

SAFETY IN ACCOFDANCE WITH GEORGIA’S RULES FOR HADARDOUS WASTE

MANAGEMENT CONTROLS TO ENSURE ADEQUATE PROTECTION OF EMPLOYEE

THE CONTRACTOR SHALL IMPLEMENT THE BEST POSSIBLE ENGINEERING AND

CONSTRUCTION, SECTION 217 - REMOVAL OF UNDERGROUND STORAGE TANKS.

BE HANDLED IN ACCORDANCE WITH GDOT STANDARD SPECIFICATIONS FOR

CONSTRUCTION PERSONNEL DURING PROJECT IMPLEMENTATION, THEY SHALL

IF UNDERGROUND STORAGE TANKS AR ENCOUNTERED BY THE DEPARTMENT’S

NOTE:


