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TRAFFIC CONTROL CONCRETE MEDIAN, 6 " SURFACING QUANTITIES (NOT INCLUDING THE ALTERNATE PAVEMENT SECTIONS OF THE MAINLINE)*
TYPE 7 - STD. 9032-B - .
Ly — = Q Ly Q N —_ S —
LUMP SUM / Y R2 zw Tw |[oex< | &, o>z < La<
STATION TO STATION SIDE Sy = 33| g3 S W Sy N~ B = P SUB
195+63 - 196+08 RT 131. 81 I TEMS UNIT [F2un| & GE | KEE | S5 & Q > =T | TOTAL
195+83 - 196+37 LT 98. 45 <=zl © % © " > T S >
FIELD ENGINEER'S OFFICE /96+69 - [197+23 RT 131,79 =-I9
TYPE 3 196798 — /9743 T 100, 40 /. 5" RECYCLED ASPH CONC, /2.5 mm SUPERPAVE, GP2 ONLY, INCL BITUM MATL & H LIME SY 7099 1580 1525 2233 2838 7264 - 9912 3245/
780705 — 281720 x; 4 50 2" RECYCLED ASPH CONC, 19 mm SUPERPAVE, GP/ OR 2, INCL BITUM MATL & H LIME SY 7099 1580 1525 2233 2838 4916 1003 99/2 31106
TOTAL (EA) / 281+31 281+88 RT 100. 85 4" RECYCLED ASPH CONC, 25 mm SUPERPAVE, GP/ OR 2, INCL BITUM MATL & H LIME SY 7099 - - - - 4916 - - 12015
281+89 282+46 IT 99. 0/ GRADED AGGREGATE BASE COURSE, [INCL MAT TN 4792 71t 686 1005 1277 3871 557 - {2899
587+ 46 — 282752 s 49 GRADED AGGREGATE BASE COURSE, INCL MAT (AS DIRECTED BY ENGINEERJ TN 219 - : - : - - - 219
TOTAL 312 BITUMINOUS TACK COAT GL 710 79 76 112 142 725 36 496 2376
CLEARING AND GRUBBING = RECYCLED ASPH CONC 9.5 mm SUPERPAVE, TYPE [, GP | OR BLEND [, INCL B/TUM MATL & H LIME| TN - - : - : - 204 - 204
RECYCLED ASPH CONC 12.5 mm SUPERPAVE, GP 2 ONLY, INCL BITUM MATL & H LIME TN 4 / { 2 2 3 - - 13
LUMP SUM / RECYCLED ASPH CONC LEVELING, INCL BITUM MATL & H LIME TN 257 - - - - 1221 - - 1478
« A TOTAL CLEARING & GRUBBING ACREAGE OF 102,400 AC IN THE R/ PYMT REINF FABRIC STRIPS, PLAIN PC_CONC PVMT, CL [ CONC, 8 INCH THK 5! - - - - - - . - _
AND EASEWENTS 1S PROVIDED FOR ESTIMATING PURPOSES ONLY. IT WILL P2, 18" WIDIH DRIVEWAY CONCRETE, 6 /N TK o7 - - - - - - 2340 - 2340
BE THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THE TOTAL DRIVEWAY CONCRETE, 8 IN TK SY - - - - - - 298 - 298
ACREAGE SHOWN IN CASE HE ELECTS TO USE THE PLAN QUANTITY IN TOTAL (LF) 2611
EXTRA CONPEASATION 1) CASE THE ACKEAGE SHONN 15 LESS THAN THE SURFACING QUANTITIES (FOR THE ALTERNATE PAVEMENT SECTIONS OF THE MAINLINE):
ACTUAL ACREAGE, NOR WILL THE D. 0. T. CLAIM ANY REDUCTION IN
PAYMENT IN CASE THE ACREAGE SHOWN EXCEEDS THE ACTUAL ACREAGE. /NDENTAT/ ON RUMBLE STR/PS FINAL N FINAL . FINAL
- TOTALS TOTALS TOTALS
~ b~ ~
LOCAT/ION GLM
TOTAL (CY) 606609
/96+28 RT 10 227+28 RT 0. 546 /. 5" RECYCLED ASPH CONC. 12.5 mm SUPERPAVE., GPZ ONLY. INCL B/TUM MATL & H LIME Sy : 32451 10030 12481 6979/ | 102242
“ESTIMATED W/ ALTERNATE 3 PAVEMENT DESIGN 202+45 LT TO 227+54 LT 0. 483 2" RECYCLED ASPH CONC, 19 mm SUPERPAVE, GP/ OR 2, INCL BITUM MATL & H LIME SY - 3/106 10030 41136 69791 100897
WHERE SHEET PILE, TEMP GRAVITY WALL OR SIMILAR CON- 230+56 RT TO 242+49 RT 0. 229 4" RECYCLED ASPH CONC, 25 mm SUPERFPAVE, GP/ OR 2, INCL BITUM MATL & H LIME SY - 12015 - 12015 6979/ 81806
THE WORK SHALL BE INCLUDED /N THE OVERALL PRICE 810 | 230797 LT TO 24703 LT | 0. 304 GRADED AGGREGATE BASE COURSE, [NCL MAT 1l 59789 | 52688 57513 |__50412 48221 | 61120
FOR UNCLASS/FIED EXCAVAT/ON, - GRADED AGGREGATE BASE CQURSE, INCL MAT (AS D/RECTED BY ENGINEER) TN - 219 - 219 - 219
248+25 RT 10 260+2/ RT 0.220 BITUMINOUS TACK COAT GL - 2376 1003 3379 6979 9355
253+14 [T TO 259+87 LT 0. 132 RECYCLED ASPH CONC 9.5 mm SUPERPAVE, TYPE [, GP | OR BLEND I, INCL B/TUM MATL & H LIME TN - 204 - 204 - 204
AGGREGATE SURFACE COURSE 263199 LT T0 26953 LT 0 107 RECYCLED ASPH CONC /2.5 mm SUPERPAVE, GP 2 ONLY, /NCL BITUM MATL & H LIME TN : 3 9 22 /5 28
RECYCLED ASPH CONC LEVELING, INCL BITUM MATL & H LIME TN - 1478 - {478 - 1478
AS REQUIRED 5000 TONS £64+67 RT 10 269+53 RT 0. 085 PLAIN PC CONC PVMT, CL / CONC, 8 INCH THK SY 71002 71002 56747 56747 - -
FOR USE IN INCLEMENT WEATHER TO FACILITATE THE MOVEMENT 27r3+53 LT TO 280+22 LT Q. 127 DRIVEWAY CONCRETE. 6 IN TK SY - 2340 - 2340 - 2340
OF LOCAL TRAFFIC ALONG ROADWAY CONSTRUCTION AND TO PERMIT - - -
INGRESS & EGRESS AT DRIVES. WHEN USED FOR THIS PURPOSE , 2r3+53 RT 10 276+87 RT 0. 064 DRIVEWAY CONCRETE, 8 IN TK SY 298 298 298
SECTION 318 OF GEORGIA STANDARD SPECIFICATIONS IS MODIFIED 283+55 RT TO 286+30 RT 0. 052 xPIEASE REFER TO THE TYPICAL SECTIONS FOR THE STATION RANGES WHERE
TO PERMIT TRUCK DUMPING ON UNPAVED AND MUDDY SUBGRADE . GATE _ WOVEN W/RE Al TERNATE PAV/NG IS APPL/CABLE.
THE CONTRACTOR WILL HAVE THE CHOICE OF THE FOLLOWING US 129/5‘/:\) /] NORTH (2/ ! UT/L/TY ACCESS GATE
WATERIALS . WITH 2 - 0.5’ PANELS) «xTHE THREE DIFFERENT PAVEMENT OPT/ONS ARE DEFINED BELOW.
GRADED AGGREGATE - ART. 815. 0 43+00 LT 7O 53+39 LT 0. 183 CA CONSTRUCTION DETA/L F-5 REFER TO THE TYPICAL SECTIONS FOR THE SPECIFIC DESIGNS.
COARSE AGGREGATE - SIZE - 467 - ART. 800.0! 43"'00 RT TO 49+99 RT O l25
STABILIZER AGGREGATE - TYPE | OR 2 - SECT. 803 M
ALL MATERIALS TO BE USED AS DIRECTED BY THE ENGINEER . 57+63 RT TO 63+30 RT 0. 093 TOTAL (EACH) 2 - PAVEMENT ALTERNATE #/: USE RIGID PAVEMENT FOR TRAVEL
=104 [T 70 63530 LT 0 043 LANES AND [NNER AND OUTER SHOULDERS.
MILL ASPH CONC PVMT,
VAR ABLE DEPTH RE |NFORCED CONCRETE APPROACH S/ AB - PAVEMENT ALTERNATE *2: USE RIGID PAVEMENT FOR TRAVEL
TOTAL 3 _ LANES AND [INNER SHOULDERS AND FLEXIBLE PAVEMENT FOR
QUANTITY (SY) 1425 GA. STD. 9017-R OUTER SHOUILDERS.
"7 BE USED AS DIRECTED BY THE ENGINEER ReinF cong| CONCRETE | CONCRETE 8" PAVEMENT ALTERNATE *3: USE FLEXIBLE PAVEMENT FOR
P P RET A - :
: CHANGEABLE MESSAGE SIGN, appROACH | T LEYAY | SETLLAY | COVERETE | srope | 185 P TRAVEL LANES AND FOR INNER AND OUTER SHOULDERS.
ASPHALTIC CONC CURB, 5 PORTABLE, TYPE 3 L OCAT ] ON SLAB W/ DRAIN
) asPH Iniay| GA STD GA STD DRAIN e APRON
GA CONSTRUCTION DETAIL S-4B B — . aoirt | 907
SY EA EA Sy LF cY
LOCATION/S|DE LF BR I LT 227+51. 10 140. 44 / 4.6
BR | LT 230+92. 13 147. 44
CLEVELAND BYPASS - PHASE 2 RIGHT-0F -WAY MARKERS BR | RT 227+30.93 140. 22 / 6.3
R | RT 230+59.7 146.
213+00 - 216+00, RT 300 GA. STD. 9003 8 230159, 75 6. 56
TOTAL 300 TOTAL (EA) 92 BR 2 LT 259+90. 47 143. 22
BR 2 LT 264+06.03 162. 44 / 4.4
BR 2 RT 260+16. 40 144. 1]
FIELD FENCE BARBWIRE, BR 2 RT 264+58. 63 166. 22 / 36 0. 17
3 STRANDS LANDSCAPING
(FOR VIRGIL HUNT FARMSTEAD) BR 3 LT 269+53.00 | 35.00 , 5.7
STATION TO STAT/ON |SIDE| LF OR J L7 275:53.00 | [95.00
JESS HUNT RD 10+34-10+95 RT 186 PLANTING TYPE QTY(EA) gg i 2; g?;g; gg ;;g (’)(’) / 81 0. 17
JUNIPERUS VIRGINIANA - 15 GAL 3 : '
TOTAL 186 PINUS VIRGINIANA - 15 GAL 2 TOTALS 1731 4 2 21 7 0. 34
REVISION DATES STATE OF GEORGIA
= 8-27-14 DEPARTMENT OF TRANSPORTATION
(@) 9-25-14 OFFICE: DISTRICT ONE DES/IGN
GDOT |E SUMMARY OF QUANTITIES
v
Q CLEVELAND BYPASS - PHASE 2 DRAWING No.
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