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INNOVATIVE DELIVERY

SRTS - DEKALB

EVANS DALE DRIVE

RELEASED FOR CONSTRUCTION DECEMBER 3, 2014

VARIES

SHOULDER

CL
10’-0"

CURB AND GUTTER
RETAIN EXISTING5’-0"

Sidewalk

2’-0"2’-0"

2%

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
3000 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

EXISTING SURFACE

2:1 MAX

2:
1 

MAX

TS-2

EVANS DALE DRIVE

VARIES

SHOULDER

CL

CURB AND GUTTER
RETAIN EXISTING5’-0"

Sidewalk

2’-0"

2%

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
3000 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

EXISTING SURFACE

2:1 MAX

2:
1 

MAX

TS-3

EVANS DALE DRIVE

STA. 12+48.90 TO 17+53.65 LT STA. 17+53.65 TO 18+29.06 LT

8’-0" 

STA. 18+70.00 TO 19+08.00 LT

VARIES

SHOULDER

CL

CURB AND GUTTER
RETAIN EXISTING5’-0"

Sidewalk

2’-0"

2%

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
3000 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

EXISTING SURFACE

TS-3

EVANS DALE DRIVE

STA. 18+29.06 TO 18+70.00 LT

7’-6" 

2:1 MAX

STA. 19+08.00 TO 19+54.18 LT

STA. 19+08.00 TO 19+54.18
GDOT STD 9032B
TYPE 4 HEADER CURB

STA. 18+29.06 TO 18+70.00
GDOT STD 9032B
MATCH EXISTING GROUND
HEIGHT VARIES TO 
HEADER CURB

STA. 19+54.18 TO 24+18.22 LT




