12/30/2014

8:59:54 AW | GPLOT-VE

12/14/2012

GPLN
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NEW SIDEWALK, 4" THICK

COMPACT SUBGRADE PRIOR
TO PLACING NEW SIDEWALK

STA.
STA.

EXISTING SURFACE

[5-1
NORTHBROOK DRIVE

5+48. 10 10 13+62. 50
[5t23. 38 10 [7+04. 63

= WIDTH VARIES FROM 2°-0" TO 0’-6"
FROM STA. 8+24.64 TO 8+44. 94,

FROM
STA.
FROM
STA.

2°-0" TO |"-6" FROM

10+88. 99 TO STA. 11+01.98, AND
[-3" T0 2"-0" FROM

13+04.94 T0 13+10.03

PIPE HANDRAIL
SEE GDOT STD 9031R+ \

\l

EXISTING SURFACE

3000 P.S.I.CONCRETE MINIMUM
COMPACT SUBGRADE PRIOR
TO PLACING NEW SIDEWALK

[5-2
NORTHBROOK DRIVE

STA. 13+74.56 10 [5t08. 36

* HANDRAIL FROM STA. 14+25.00 TO 15+08. 38

PIPE HANDRAIL
SEE GDOT STD 903 1R+ \

\*l
/

NEW SIDEWALK, 4" THICK

COMPACT ~SUBGRADE PRIOR
TO PLACING NEW SIDEWALK

EXISTING SURFACE

[5-3
NORTHBROOK DRIVE

STA. 13+62.50 10 [13*74. 56

STA. 15+08. 38 10 [15+23. 38
«x HANDRAIL FROM STA. 15+08.38 TO 15+23. 38
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e Q - 8'-0" e VARIES g . 80 T010°-0" VARIES _
> 10°-0 ~|< VARIES - SHOULDER TRAVEL LANE SHOULDER

SHOULDER
VARIES
0" 10 2’

2"0”” 2/_On

o 5°-0" 2'-0f <270 N RETAIN EXISTING
L, A 2" -0 - . RETAIN EXISTING Sidewalk CURB AND GUTTER
<20 .| _RETAIN EXISTING SIDEWALK CURB AND GUTTER
Sidewalk CURB AND GUTTER
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SRTS - DEKALB

NORTHBROOK DRIVE
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