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STATE
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101 
RELEASED FOR CONSTRUCTION JANUARY 21, 2015

VARIES

2%
2:

1 
MAX

2:1 MAX

5’-0"
2’-0"2’-0"

Sidewalk

10’-0"

Shoulder

CL

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
3000 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

EXISTING SURFACE

CURB AND GUTTER
RETAIN EXISTING

TS-3

VARIES

2%

5’-0"
2’-0"

Sidewalk

CL

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
3000 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

EXISTING SURFACE

CURB AND GUTTER
RETAIN EXISTING

TS-2

VARIES

EXISTING SURFACE

TRAVEL LANE

SIDEWALK

11’-0"

CL

2%

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
3000 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

2:
1 

MAX

2:1 MAX

2’-0"
5’-0"

2’-0"

10’-0"

SHOULDER

TS-5

TRAVEL LANE

SIDEWALK

VARIES

CL

6’-0"

TS-1

TS-6

EXISTING SURFACE

TRAVEL LANE

TYPE 2 (GDOT STD. 9032B)
CURB AND GUTTER
PROPOSED 8" X 24" 

SIDEWALK

11’-0"

CL

2%

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
3000 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

2:
1 

MAX

2:1 MAX

2’-0"4’-0"

7’-0"

SHOULDER

VARIES 0’ - 2’

BEHIND SIDEWALK
RETAIN EXISTING GUARDRAIL

TIE TO EXISTING

STA. 18+66.85 TO 19+26.69

VARIES

SHOULDER

CL

CURB AND GUTTER
RETAIN EXISTING5’-0"

Sidewalk

2’-0"

2%

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
3000 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

EXISTING SURFACE

2:1 MAX

2:
1 

MAX

TS-9

STA. 22+50.05 TO 23+96.94

TS-8

EXISTING SURFACE

TRAVEL LANE

SIDEWALK

CL

2%

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
3000 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

2:
1 

MAX

2:1 MAX

2’-0"
5’-0"

SHOULDER

11’-0" TO 15’-7"

VARIES

STA. 21+90.00 TO 22+50.05

STA. 00+69.46 TO 03+11.66

STA. 03+11.66 TO 04+83.42

STA. 15+87.20 TO 18+02.56

VARIES 0’ - 2’

8’0" TO 10’-0"

8’0" TO 10’-0"

STA. 09+76.22 TO 10+92.68

STA. 6+72.74 TO 09+76.22

VARIES 0’ - 2’

EXISTING SURFACE

TRAVEL LANE

TYPE 2 (GDOT STD. 9032B)
CURB AND GUTTER
PROPOSED 8" X 24" 

11’-0"

CL

2%

2’-0"

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
3000 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

SEE GDOT STD 9031R

PIPE HANDRAIL

SEE GDOT STD 9031L

GRAVITY WALL

5’-0"

TO 

4’-0" 

VARIES
SIDEWALK

1’-0"

TO

0’-0"

VARIES 

VARIES

SHOULDER

STA. 21+30.00 TO 21+90.00
TS-7

STA. 22+50.05
TYPE 2 (GDOT STD. 9032B)
CURB AND GUTTER
END PROPOSED 8" X 24" 

TS-4

EXISTING SURFACE

TRAVEL LANE

SIDEWALK

VARIES

CL

2%

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
3000 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

2:
1 

MAX

2:1 MAX

2’-0"
5’-0" VARIES

VARIES

8’-0" to 13’-4"

SHOULDER

STA. 18+02.56 TO 18+66.85

STA. 19+26.69 TO 19+89.23

(BEGIN STA. 17+98.65)

SEE GDOT STD 9031R

PIPE HANDRAIL

STA. 19+89.23 TO 21+30.00

2:
1 

MAX

STD 9031R

SEE GDOT 

PIPE HANDRAIL

GDOT STD 9032B
10" HEADER CURB
PROPOSED TYPE 4 

HEADER CURB 
STA. 19+50 TO 19+80

5’4"
TO 
0’0" 

TO STA. 19+80.00)

AND STA. 19+26.69 

TO STA. 18+66.85

(STA. 18+02.56

SEE GDOT STD 9031R

PIPE HANDRAIL

STA. 19+26.69 TO STA.  19+78.44
STA. 18+15.34 TO STA. 18+66.85
PROPOSED GUARDRAIL

1’-1 3/4"

4"4"

2%

STA. 19+17.05 TO STA. 19+89.23
STA. 18+02.56 TO STA. 18+77.33
TYPE 2 (GDOT STD. 9032B)
CURB AND GUTTER
PROPOSED 8" X 24" 

STA. 19+14.05 TO STA. 19+26.69
STA. 18+66.85 TO STA. 18+79.32
TIE TO BRIDGE
PROPOSED GUARDRAIL 

STA. 18+76.77 TO 19+16.54
EXISTING BRIDGE 

STA. 21+30.00)

(STA. 21+24.34 TO 

SEE GDOT STD 9031R

PIPE HANDRAIL

STA. 15+87.66 TO STA. 18+02.56
TYPE 2 (GDOT STD. 9032B)
CURB AND GUTTER
PROPOSED 8" X 24" 

2:
1 

MAX

STD 9031R

SEE GDOT 

PIPE HANDRAIL

DITCH
STA. 18+02.56 TO 18+66.85

2:1 MAX

EXISTING SURFACE

2:
1 

MAX

STD 9031R

SEE GDOT 

PIPE HANDRAIL

DITCH
STA. 18+00.00 TO 18+02.65

2:1 MAX

EXISTING SURFACE

2:
1 

MAX

DITCH
STA. 18+66.85 TO 18+75.22

2:1 MAX

EXISTING SURFACE

PEDESTRIAN BRIDGE
PROPOSED 

PROPOSED BRIDGE ABUTMENT

2.00’

2.00’

2.00’




