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GPLN

STATE

GA

12/14/2012

          

120 

GEORGIA

TRANSPORTATION

OF

DEPARTMENT AS-BUILT

VARIES

SHOULDER

CL

CURB AND GUTTER
RETAIN EXISTING5’-0"

Sidewalk

2’-0"

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
2200 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

2:1 MAX

2:
1 

MAX

TS-1

VARIES

2:
1 

MAX

2:1 MAX

5’-0"
2’-0"

Sidewalk

Shoulder

CL

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
2200 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

CURB AND GUTTER
RETAIN EXISTING

TS-2

VARIES

SHOULDER

CURB AND GUTTER
RETAIN EXISTING5’-0"

Sidewalk

2’-0"

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
2200 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

2:1 MAX

2:
1 

MAX

STA. 6+01.32 TO 10+48.06 

2’-0"

2’-0"

2%

VARIES 10’-0"

Shoulder

VARIES

SHOULDER

CL

2:
1 

MAX

2:1 MAX

5’-0"
2’-0"2’-0"

Sidewalk

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
2200 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

CURB AND GUTTER
RETAIN EXISTING

TS-3

CURB AND GUTTER
RETAIN EXISTING5’-0"

Sidewalk

2’-0"

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
2200 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

2:1 MAX

2:
1 

MAX

STA. 12+30.00 TO 16+90.00

2’-0"

2%
4:1

10’-0"

10’-0"

10’-0"

VARIES

Shoulder

VARIES

SHOULDER

L

2:
1 

MAX

5’-0"
2’-0"

Sidewalk

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
2200 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

CURB AND GUTTER
RETAIN EXISTING

TS-4

CURB AND GUTTER
RETAIN EXISTING5’-0"

Sidewalk

2’-0"

TO PLACING NEW SIDEWALK
COMPACT SUBGRADE PRIOR
2200 P.S.I. CONCRETE MINIMUM
NEW SIDEWALK, 4" THICK

2:1 MAX

2:
1 

MAX

STA. 21+27.29 TO 26+13.27

 2% 2%

10’-0"

C

2%

  2’-0"   2’-0"

GA STD 9032B
10" TYPE 3 HEADER CURB

EXISTING SURFACE EXISTING SURFACE

EXISTING SURFACE EXISTING SURFACE

EXISTING SURFACE EXISTING SURFACE

EXISTING SURFACE

7’-0" TO 9’-0"

VARIES

VARIES

7’-0" TO 10’-0"

2%*

*

*

**2’-0"

2%

*

*

*
**
*

*  16+90.00 TO 18+90.65 RT - 0’-0" LANDSCAPE STRIP 

  18+90.65 TO 19+22.62 RT - LANDSCAPE STRIP VARIES FROM 0’-0" TO 2’-3"

  19+22.62 TO 21+27.29 RT - 0’-0" LANDSCAPE STRIP 

*****

*

***
**
*
  22+82.52 TO 23+94.68 RT - LANDSCAPE STRIP VARIES FROM 0’-0" TO 2’-0"

   22+82.92 TO 23+99.97 LT - LANDSCAPE STRIP VARIES FROM 0’-0" TO 2’-8"

 11+70 TO 12+30 LT - SHOULDER SLOPE VARIES FROM +2% TO -2%

STA. 26+13.27 TO 27+82.75
STA. 16+90.00 TO 21+27.29
STA. 10+48.06 TO 12+30.00

*  21+14.67 TO 21+27.29 LT - SHOULDER SLOPE VARIES FROM +2% TO -2%

CARRIAGE LANE

CARRIAGE LANE

CARRIAGE LANE

CARRIAGE LANE

1’-0"1’-0"

1’-0"

1’-0"

1’-0"

***

***  16+90.00 TO 21+27.29 RT - 0’-0" BEHIND S/W

  21+27.29 TO 24+64.93 LT - SHOULDER SLOPE VARIES FROM -2% TO +2%

 6+83.40 TO 7+69.33 LT - SHOULDER SLOPE VARIES FROM +2% TO -2%

**  12+25.70 TO 12+30.00 RT - LANDSCAPE STRIP VARIES FROM 2’-0" TO 2’-8"

*  12+30.00 TO 12+41.87 RT - LANDSCAPE STRIP VARIES FROM 2’-0" TO 2’-8"

*  14+78.17 TO 14+94.34 RT - LANDSCAPE STRIP VARIES FROM 2’-0" TO 2’-3"

*

SOD LANDSCAPE STRIP
SOD LANDSCAPE STRIP

SOD LANDSCAPE STRIP

SOD LANDSCAPE STRIP

SOD LANDSCAPE STRIP

SOD LANDSCAPE STRIP

SOD LANDSCAPE STRIP




