6/18/2009 |:42:32 PM \\GDOT-DSNINGOPLOTNGCF\go_tiff_output. gcf gowens V:\GARY\ada ramp detalls\a4. prf GO-RD6

SHEET | TOTAL
STATE PROJECT NUMBER NO. SHEETS

CENTER OF GA. 065 120
CANDING SIZE: DETECTABLE WARNINGS SHALL BE 24 INCHES (610 mm)IN THE DIRECTION OF PEDESTRAIN TRAVEL  MATERIAL S-
| N EEEEEEEe : AND EXTEND THE FULL WIDTH OF THE CURB RAMP OR FLUSH SURFACE. NEW CONSTRUCTION
oSO MN, | | LOCATION: THE DETECTABLE WARNING SHALL BE LOCATED SO THAT THE EDGE NEAREST THE CURB LINE
M 2: . . SIDEWALK OR OTHER POTENTIAL HAZARD IS 6 TO 8 INCHES (50 mm to 180mm) FROM THE CURB LINE OR IHE LELEGIABLE WARNINGS ShALLSE MALE O
2:l SLOPE SIDEWALK | MATERIALS SPECIFIED ON QPL 87
i & MAX. | ; OTHER POTENTIAL HAZARD, SUSH AS A REFLECTIVE POOL EDGE OR THE DYNAMIC ENVELOPE OF =
o g l + RAIL OPERATIONS. RETRSFIT AOI: EXISTING RAMPS
(150 mm) DOME SIZE AND SPACING: TRUNCATED DOMES SHALL HAVE A BASE DIAMETER OF 0.9 INCH TO 1.4 INCH (23mm-36mm) AT SURFACED APPLIED MATERIALS WILL ONLY BE
A TARES THE BOTTOM, A DIAMETER OF 0.45 INCH TO 0.91INCH (lmm-23mm) AT THE TOP, THE TOP DIAMETER APPROVED TO BE USED ON EXISTING WHEELCHAIR
VARIES 0’ T0 & SHALL BE A MINIMUM OF 50% AND A MAXIMUM OF 65% OF THE BASE DIAMENTER, A HEIGHT RAMPS.
0" 10 4° (O mm TO 150 mm) OF 0.2 INCH (5.mm) AND A CENTER-TO-CENTER SPACING OF 2.40 INCHES (6lmm) DESIRABLE INSTALLATION:
(O mm TO 100 mm) ! ;
(250M|l;ln=m) I .60 INCHES (4lmm) MINIMUM MEASURED ALONG ONE SIDE OF A SQUARE ARRANGEMENT. DOMES BRICK PAVERS SHALL BE SET IN A WET
SECTION A=A “ Scenoeachon|E SHALL HAVE A SQUARE ARRANGEMENT. DOMES SHALL BE ALIGNED ON A SQUARE GRID IN THE MORTAR BED. THE BED SHALL BE PLACED ON
TSR PREDOMINANT DIRECTION OF TRAVEL TO PERMIT WHEELS TO ROLL BETWEEN DOMES. CONCRETE. THE CONCRETE SHALL BE A MINIMUM
SEE ST anioR 0" MIN. DIA | ——— == VISUAL CONTRAST: DETECTABLE WARNING SURFACES SHALL CONTRAST VISUALLY WITH THE ADJACENT WALKING SURFACE OF 4" THICK.
FOR RAISED 500 mm  MIN. DIA. "~ e e | EITHER LIGHT-ON-DARK OR DARK-ON-LIGHT. THE MATERIAL USED TO PROVIDE VISUAL CONTRACT
CONCRETE FLARED SIDE CURB RAMP SHALL BE AN INTEGRAL PART OF THE DETECTABLE WARNING SURFACE. CERAMIC TILE SHALL BE EPOXIED IN PLACE OR
MEDIAN 0 TO 4" MAX, WITH DETECTABLE SET IN A WET MORTAR BED. MANUFACTURER
p— \ ’ MARNNG 0 TO /4" MAX. RECOMMEND ADHESIVE OR FASTENER SHALL BE
S h USED IN THE INSTALLATION.
<
32]} A I Il
.45"-0.9
52 o 5 gt _ ALL OTHER MATERIALS SHALL BE INSTALLED
=< O N|E ACCORDING TO MANUFACTURES DETAILS OR
>§% - oD d\o - ©l= INSTRUCTION.
o A oool 12l Y, -
© m oo o|SLOPE
s T ~ o~ TN v GENERAL NOTES:
3 \\% \ / ‘R RETROFIT SURFACED APPLIED MATERIALS ONLY:
= 35— 300 mm L,J . CHANGES IN LEVEL OF !/4" (6.4 mm) HIGH MAXIMUM
g D 2R
é QE 600 mm U@"MAXU RETROHT SURFACED APPUED OEW4A" SHALL BE PERM”TED VERHCALLY ON SURFACED
oooooooooooooo - APPLIED MATERIALS.
K TSt (TYP) (6.4 mm) /&TECTABLE WARNING \25> mm-36 mm)

2. CHANGES IN LEVEL BETWEEN !/s" (6.4 mm) HIGH
| MINIMUM AND !/%" (1I3mm) HIGH MAXIMUM SHALL BE

CONCRETE ISLAND WITH ELEVATED CUT THROUGH + AL A A L A ST A L BELEVELED WITH A SLOPE NOT STEEPER THAN 2:l.
—_ CONCRETE 'CURE RAMP | ==—— .60" (41 mm) MIN.
A R RSO 2.40" (61 mm) MAX. ,
RETROFIT SURFACED APPLIED [E e S
/2" MAX. DETECTABLE WARNING ) == ~- '4
(6.4 mm) =[5 Eg (60 mm) RECESS WCR
2 e E- FOR TILE
L= /5" MAX. %] E T
(13 mm) ~ o
o Ll W e et el e T N S\ N\ (AN “—_O .
N AR © © © ® ;
——. CONCRETE CURB RAMP, =—
VQIMAXO.ZF;\; ﬁ@f;;\J?f:Fj.ZN;:, Q_ Q
© © O ¢®
— 24"
| e — — @0 i ™ RECESS WCR FOR
© ©® © © BRICK PAVERS
= 0.65" (I7 mm) MIN. \E
y ©@ © © ©
tg) |
Hﬁzl" (100 mm)
4 — FOR TILE OR BRICK PAVERS
NO VERTICAL LIP OVER
/8" (3 mm) IS ALLOWED
\ CURB RAMP WITH
DETECTABLE WARNING \
O0O0O000000000O0O0O0 e
DETECTABLE WARNNGS. THE COST SWALL BE 000000000000000 : ST
= N = o |alB]2 SPECIAL DETAIL
INCLUDED IN THE PRICE BID FOR SIDEWALK \ 9000000000000 00 - | E SAHNE
\ N o 4z |22
N THE PROPOSALL o R CDENAL D000 6 00 GIONGIONO N0 O S “==glgl | | z| DETECTABLE WARNING SURFACE
“ OO0 00000000000 O0O0 =282, gl TRUNCATED DOME SIZE, SPACING
FOR CUT-THRU ISLANDS AND EXISTING RAMPS, OO O0O0O0OO0OO0O000O0O00O0Oo Eéj;@;gg AND ALIGNMENT REQUIREMENTS
WHERE NO SIDEWALK OR CURB CUT RAMPS ARE O00000000000O0O0O0 Y égégéggg NO SCALE MARCH 12, 2002
N THE PROPOSAL. THE COST OF THE DETECTABLE DETAIL FOR DETECTABLE VBER
WARINGS SHALL BE INCLUDED IN THE OVERALL BID _ - e .
fones ool WARNING AT CUT-THRU CONCRETE ISLAND S REEE . A
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