
1. ALL WORK TO BE DONE IN ACCORDANCE WITH THE DEPARTMENT OF 

TRANSPORTATION OF GEORGIA STANDARDS SPECIFICATIONS FOR THE 

SUPPLEMENTS THERETO, AS APPROVED BY THE FEDERAL HIGHWAY 

ADJACENT PROPERTIES.  REFER TO SUB-SECTION 107.07 OF THE

GADOT STANDARD SPECIFICATIONS.

ADMINISTRATION.

NOT LIMITED TO CONSTRUCTION, MAINTENANCE, AND REMOVAL OF 

CHANNELIZING DEVICES, ETC. REQUIRED FOR MAINTENANCE OF 

TRAFFIC DURING CONSTRUCTION.  ALL TEMPORARY SIGNING AND 

PAVEMENT MARKING SHALL BE IN ACCORDANCE WITH THE MANUAL OF 

UNIFORM TRAFFIC CONTROL DEVICES' LATEST EDITION AND/OR AS 

DIRECTED BY THE ENGINEER. 

UTILITY CO. UTILITY

001

CONSTRUCTION OF TRANSPORTATION SYSTEMS 2013 EDITION AND 

THE DURATION OF THE PROJECT.

4.  INGRESS AND EGRESS SHALL BE MAINTAINED AT ALL TIMES TO

5.  TRAFFIC CONTROL - SHALL INCLUDE, BUT IS 

SPECIFICATION AND SUPPLEMENTS THERETO FOR ADDITIONAL INFORMATION.

LANDFILL OR IN AN ENGINEERED FILL. SEE SECTION 201 OF THE STANDARD

PLACED IN EITHER A PERMITTED SOLID WASTE FACILITY, A PERMITTED INERT WASTE

FILL OR EXCESS MATERIAL DISPOSED OUTSIDE THE PROJECT RIGHT OF WAY SHALL BE

APPROVED PRIOR TO CONSTRUCTION ACTIVITIES OCCURRING IN THEM. ALL COMMON

6.  ALL BORROW AND WASTE SITES FOR THIS PROJECT SHALL BE ENVIRONMENTALLY

CABLE TV

TEMPORARY SIGNING AND PAVEMENT MARKINGS, BARRICADES, 

    

 

COST TO THE DEPARTMENT.

DISPOSE OF EXISTING CONSTRUCTION DEBRIS AT NO ADDITIONAL 

SHALL PROVIDE AN ENVIRONMENTALLY APPROVED SITE TO

DEBRIS WITHIN THE PROJECT'S LIMITS.  THE CONTRACTOR

7.  THERE IS NO SUITABLE PLACE TO BURY EXISTING CONSTRUCTION

AT&T

COMMUNICATIONS

CHARTER 

WATER RESOURCES

GWINNETT COUNTY 

JACKSON EMC

NOKIA

TRAFFIC.COM/

TELEPHONE

GAS

SEWER

WATER/SANITARY 

ELECTRIC

POLE

TRAFFIC MONITORING

RESIDENTIAL DRIVEWAYS

COMMERCIAL DRIVEWAYS

2. A NOTICE OF INTENT (N.O.I.) IS REQUIRED ON THIS PROJECT. 

NUMBER OF DRIVES TO BE CONSTRUCTED.  DRIVES SHALL BE CONSTRUCTED USING:

THE ENGINEER PRIOR TO MAKING ANY REVISIONS TO LOCATION, WIDTH, AND/OR

OTHERWISE IN THE PLANS.  THE CONTRACTOR SHALL OBTAIN THE APPROVAL FROM

WISE IN THE PLANS.  COMMERCIAL DRIVES SHALL BE 24 FEET WIDE UNLESS NOTED

RESIDENTIAL DRIVES SHALL BE 14 FEET WIDE AT THE THROAT UNLESS NOTED OTHER-

THE ACTUAL FIELD LOCATION OF EXISTING DRIVEWAYS OR AS LOCATED IN THE PLANS.

AVAILABLE DATA.  THE CONTRACTOR SHALL CONSTRUCT NEW DRIVEWAYS TO MATCH

COURSE FOR DIRT DRIVES.  DRIVEWAY RELOCATIONS ARE SHOWN FROM THE BEST

I.E. ASPHALT FOR ASPHALT, CONCRETE FOR CONCRETE, AND AGGREGATE SURFACE

12. ALL DRIVEWAYS THAT ARE TO BE RECONSTRUCTED SHALL BE PLACED IN KIND

11. ALL ADA WHEELCHAIR RAMPS WITHIN THE RADII SHALL BE 8 INCH CONCRETE.

LAWRENCVILLE

CITY OF

STANDARD SIGN SUMMARY NOTES

 1. ALL STANDARD HIGHWAY SIGNS SHALL BE FABRICATED AND ERECTED IN

    ACCORDANCE WITH THE DETAILS SHOWN IN THE PLANS, THE MANUAL ON UNIFORM

    TRAFFIC CONTROL DEVICES, CURRENT EDITION, AND THE GEORGIA STANDARD

    SPECIFICATIONS, SUPPLEMENTAL SPECIFICATIONS, AND/OR SPECIAL PROVISIONS.

 2. SIGN ERECTION STATIONS ARE APPROXIMATE AND MAY BE ADJUSTED TO MEET

    FIELD CONDITIONS WHERE NECESSARY, BUT SHALL BE WITHIN THE LIMITATIONS

    SET FORTH IN THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, CURRENT

    EDITION.  NO SIGN LOCATION SHALL BE CHANGED BY THE CONTRACTOR OR BY THE

    PROJECT ENGINEER WITHOUT PRIOR APPROVAL FROM THE OFFICE OF TRAFFIC

    OPERATIONS.

 3. ALL STANDARD HIGHWAY SIGNS SHALL BE ERECTED AT A HEIGHT OF 7 FEET ABOVE

    THE NORMAL EDGE OF PAVEMENT TO THE BOTTOM OF THE SIGN OR ASSEMBLY,

    SHALL BE 32 FEET FROM THE NORMAL EDGE OF PAVEMENT TO THE NEARER EDGE OF

    CLEARANCE FOR STANDARD HIGHWAY SIGNS ON RAMPS SHALL BE 2 FEET FROM THE

    NORMAL EDGE OF PAVED SHOULDER, OR EDGE OF GRADED SHOULDER WHEN PRESENT.

    SIGN) ALUMINUM OR GALVANIZED STEEL STRAPS.  THE STRAPS SHALL BE FLUSH

    WITH THE BACK OF THE SIGN WITH ONE EACH ACROSS THE TOP AND BOTTOM OF

    THE SIGN.  THE CENTERLINE OF EACH POST SHALL BE INSET 1/6TH OF THE SIGN

    WIDTH FROM THE EDGE OF THE SIGN.  SIGN PLATE BOLT HOLES SHALL BE 3/8

    INCH DIAMETER, DRILLED OR PUNCHED, AS SHOWN ON THE SIGN PLATE DETAILS.

    IN THE CENTER OF THE SIGN AND FLUSH WITH THE BACK OF THE SIGN.

    FRAMES.  FOR DETAILS AND STRAP SPECIFICATIONS REFER TO SIGN ASSEMBLY-

    TYPICAL FRAMING DETAILS.

    WITHIN AN ASSEMBLY.

    ON THE POST(S), ADDITIONAL 3/8 INCH DIAMETER HOLE(S), DRILLED OR

    PUNCHED, SHALL BE REQUIRED TO PROPERLY MOUNT THE ASSEMBLY.

    MISCELLANEOUS SIGNS.

    ENGINEER, BE REQUIRED TO REMOVE ANY EXISTING SIGNS THAT ARE DUPLICATED

    OR ARE CONTRARY TO THESE SIGN PLANS.

    THE SIGN(S), UNLESS SPECIFIED OTHERWISE IN THE PLANS.  HORIZONTAL

    BE USED FOR ALL WARNING SIGNS.

    1/2 INCH x (WIDTH OF SIGN) ALUMINUM OR GALVANIZED STEEL STRAP LOCATED

    SHALL BE MOUNTED ON TWO POSTS WITH 2 EACH 2 INCH x 1/2 INCH x (WIDTH OF

3. THE FOLLOWING UTILITIES HAVE FACILITIES IN THE PROJECT AREA:  

8.  THE CONTRACTOR SHALL PROVIDE POSITIVE DRAINAGE THROUGHOUT

CONCRETE - PORTLAND CEMENT CONCRETE - 6"

      - GR AGGR BASE CRS, INCL MATL - 6"

       POLYMER-MODIFIED BITUM MATL & H LIME  (165 LB/SY)

ASPHALT - RECYCLED ASPH CONC 9.5 MM SUPERPAVE, TP II, GP 2 ONLY, INCL

CONCRETE - PORTLAND CEMENT CONCRETE - 8"

      - GR AGGR BASE CRS, INCL MATL - 6"

       INCL BITUM MATL & H LIME (220 LBS/SY)

      - RECYCLED ASPH CONC 19 MM SUPERPAVE, GP 1 OR 2,

       POLYMER-MODIFIED BITUM MATL & H LIME  (165 LB/SY)

ASPHALT - RECYCLED ASPH CONC 9.5 MM SUPERPAVE, TP II, GP 2 ONLY, INCL

ENVIRONMENTAL RESOURCES IMPACT TABLE

RESOURCE NAME/TYPE

LOCATION

BEGINNING STA. ENDING STA. SIDE

CONSTRUCTION ACTIVITY PERMITTED ACTIVITY CONTROLLING CRITERIA SPECIAL PROVISION?
EXPIRATION DATES

COMMENTS INCLUDING AND PERMIT

NON/A

PARCEL #

EPHEMERAL CHANNEL 1 60+65 62+17 NONE N/AN/A 2

NON/A59+07 60+65 NONE N/AN/A 2

NON/A57+78 59+07 NONE N/AN/A 2

NON/A57+46 59+12 NONE N/AN/A 2

WETLAND 2

INTERMITTENT STREAM 3

INTERMITTENT STREAM 3 BUFFER

RT

RT

RT

RT

NOTED ON PLANS OR AS DIRECTED BY THE ENGINEER. 

9.  ALL EXISTING PIPE AND STRUCTURES TO REMAIN UNLESS OTHERWISE 

 4a. HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS ON INTERSTATE HIGHWAYS

    BE AT LEAST 2 FEET FROM THE CURB FACE TO THE NEARER EDGE OF THE SIGN(S).

    GREATER.  THE HORIZONTAL CLEARANCE IN NON-MOUNTABLE CURB SECTIONS SHALL

    NORMAL EDGE OF PAVEMENT TO THE NEARER EDGE OF THE SIGN(S), WHICHEVER IS

    SHALL BE 6 FEET FROM THE EDGE OF THE PAVED SHOULDER OR 12 FEET FROM THE

 4b. HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS ON ALL OTHER ROADWAYS

    OF THE SIGN(S).

    RAIL SHALL BE 6 FEET FROM THE FACE OF THE GUARD RAIL TO THE NEARER EDGE 

 4c. HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS MOUNTED BEGIND GUARD 

 5. SINGLE PLATE, HORIZONTAL RECTANGULAR SIGNS OVER 48 INCHES IN WIDTH

 6. EACH 42 OR 48 INCH WIDE x 18 OR 24 INCH HIGH SIGN REQUIRES ONE 2 INCH x

 7. SIGN ASSEMBLIES SHALL BE MOUNTED ON ALUMINUM OR GALVANIZED STEEL STRAP

    OR CLASS 2 ADHESIVE BACKING IS PERMISSIBLE.

    AS SPECIFIED BELOW OR SPECIFIED OTHERWISE IN THE PLANS.  EITHER CLASS 1

    ALL STANDARD HIGHWAY SIGNS REQUIRING REFLECTORIZED BACKGROUNDS EXCEPT

 8. TYPE 3 (HIGH INTENSITY) REFLECTIVE SHEETING SHALL BE USED FOR

    SHEETING BACKGROUNDS OF THE APPROPRIATE COLOR.

    THE SCHOOL ZONE SIGNING SHALL HAVE TYPE IX (VERY HIGH INTENSITY) REFLECTIVE

    SIGNS SPECIFICALLY LISTED ABOVE AND ALL REGULATORY SIGNS PLACED AS PART OF

    (W11-2 AND W11A-2) SIGNS.  SIGNS WITHIN THE SAME ASSEMBLY AS THE SCHOOL ZONE

    OF THE S5-1) SIGNS, BICYCLE CROSSING (W11-1) SIGNS, AND PEDESTRIAN CROSSING

    SHALL BE USED FOR SCHOOL ZONE (S1-1, S2-1, S3-1, S4-3, AND THE TOP PORTION

10. TYPE 9 (VERY HIGH INTENSITY) FLUORESCENT YELLOW GREEN REFLECTIVE SHEETING

 

    RED SERIES SIGNS (R1-1, R1-2, R1-3P, R5-1, R5-1A, R5-1B).  

 9. TYPE I1 (VERY HIGH INTENSITY) REFLECTIVE SHEETING SHALL BE USED FOR ALL

11. TYPE 9 (VERY HIGH INTENSITY) FLUORESCENT YELLOW REFLECTIVE SHEETING SHALL

13. WHERE SIGNS WITHIN AN ASSEMBLY EXTEND BELOW THE STANDARD MOUNTING HOLES

14. INTERSTATE SHIELDS SHALL CONTAIN THE WORD GEORGIA. ALL INTERSTATE, U.S.,

    AND GEORGIA SHIELDS REQUIRING ALT, BUS, CONN, LOOP, OR SPUR SHALL USE

    4 INCH SERIES "D" LETTERS. REFER TO THE MANUAL ON UNIFORM TRAFFIC CONTROL

    DEVICES, CURRENT EDITION, FOR DETAILS.

15. FOR DETAILS OF SPECIAL DESIGN HIGHWAY SIGNS, SEE DETAILS OF

    BE SHOWN ON ALL R552-1 (LIMITED ACCESS) SIGNS IN THIS PROJECT, IF ANY.

16 REFER TO PLAN SHEETS FOR LOCATION OF THE DISTRICT ENGINEERS OFFICE TO

17. THE CONTRACTOR WILL, AS REQUESTED BY THE DISTRICT TRAFFIC OPERATIONS

12. A 1/2 INCH MINIMUM AIR SPACE SHALL BE REQUIRED BETWEEN ALL SIGN PLATES

IN THE DRAINAGE PROFILES. SLOPE DRAIN PIPES SHALL BE CORRUGATED METAL (CMP).

10. ALL PROPOSED STORM DRAINS SHALL BE REINFORCED CONCRETE PIPE (RCP) AS NOTED 

11. ALL STRIPING SHALL BE THERMOPLASTIC UNLESS OTHERWISE SPECIFIED.

GENERAL NOTES

04-    

RELEASED FOR CONSTRUCTION JANUARY 23, 2015

Consulting Engineers  +   Land Surveyors

6745 Sugarloaf Parkway Duluth,  Georgia 30097

Phone: (770) 447-8999      Fax: (770) 447-9070

www.wolverton-assoc.com

Suite 100
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GWINNETT

COUNTY PROJECT NUMBER SHEET NO. TOTAL SHEETS

OVER 316

CR 3929/WALTHER BLVD

INNOVATIVE DELIVERY

P.I. 0010425 145


