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MICHAEL BAKER CORPORATION

(770) 263-9118
NORCROSS, GEORGIA  30092

3595 ENGINEERING DRIVE

GWINNETT COUNTY

BSB

GJBM

DPD

WMD/DLC

52 145

BRIDGE NO. 1

0010425

BSB

0010425

CR 3929 (WALTHER BOULEVARD)  OVER SR 316

FEBRUARY 2015
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8‚" TYP2% SLOPE 2% SLOPE

PGL

7-400

BE FILLED WITH EPOXY ADHESIVE

AFTER BARS ARE INSERTED.

PROVIDE A MIN. OF 6 MIL.

POLYETHYLENE BOND BREAKER

WITH 3" CL. FROM GUTTERLINE,

PARAPET, OR JOINTS.

COST OF BOND BREAKER AND EPOXY ADHESIVE TO BE

INCLUDED IN PRICE BID FOR SUPERSTRUCTURE ITEMS.

PLACE TRANSVERSE SIDEWALK MARKINGS

SCREED FINISH DECK

TO INSIDE OF PARAPET

AT 4'-0" MAX. SP.

6'-0" 1'-1"

6"

6"

6"

1•" CL.TYP.1"

409 AT 12"

2-409A, 8" LONG

2" CL., 3 SIDES

SIDEWALK AND PARAPET DETAILS

ON SIDEWALK SPACED AT 5'-0"p.

DRILL ƒ" l HOLES, 4" DEEP FOR

DOWEL BARS.  ƒ" l HOLES SHALL

10-401

2
'-

10
"

FOR FENCE ATTACHMENT

O.H.

8‚",

502 AT 10"

BEARING PADS

NOT SHOWN.

SLAB REINFORCEMENT NOT SHOWN.

SECTION THRU EDGE BEAM

1•" CL.,

3 SIDES

1-507

1-508

1'-0" 1'-0"

8"

4" CL.

8
"

2-800

1-801

1-802

 AT 12"

 506A

NO SCALE

 PROFILE GRADE

1'-0" 1'-0" 1'-0" 1'-0" 1'-0" 1'-0"

CROWN DETAIL

ˆ"

‰" ‰"

ˆ"

…"

2.0% CROSS SLOPE

1'-2•"
25'-0"25'-0"

64'-5"

1•"

1'-2•"

1•"

9'-6" 3'-8•"

c BEAM 1
c BEAM 2

c BEAM 3 c BEAM 4 c BEAM 5 c BEAM 6 c BEAM 7

1% SLOPE 1% SLOPE

AT EQ. SPA

15-400

AT EQ. SPA

6-400

SECTION THRU SLAB SECTION THRU SLAB AT INTERMEDIATE BENT

`D"

2ƒ" CL.

1" CL.

5"

3"

FULL LENGTH OF BRIDGE, TYP.

c ƒ"  TRIANGULAR DRIP BEAD

SCALE: ‚" = 1'-0" SCALE: ‚" = 1'-0"

DECK SECTIONS - SPAN 1  & 4

SCALE: ‚" = 1'-0"

1-8021-801
1-507

1-508

2-800A

NO SCALE

1-300

1-403

405A

405A

405C

T
Y

P
.

2
'-

10
",BLVD

& PGL WALTHER

c BRIDGE, CONST. c

BLVD

& PGL WALTHER

c BRIDGE, CONST. c

2.

1.

NOTES:

3'-8•" 9'-6"9'-6"9'-6" 9'-6" 9'-6"

CONDUITS

6-4" l AT&T

CONDUITS

4-4" l JEMC

GDOT ATMS

4 - 2" l

1-405B

3'-6"

3'-6"

3'-6"

2-800B

500A AT 5"

501A AT 8‚"

500B AT 5"

501B AT 8‚"

SECTION THRU EDGE BEAM - BENT 2BK & BENT 4AH
1-402

SLAB THICKNESS OF 8‚".

DEFLECTION AND VERTICAL CURVE.  MAINTAIN A CONSTANT

BETWEEN BEARINGS TO COMPENSATE FOR DEAD LOAD

TOP OF BEAMS AT CENTERLINE BEARING.  VARY `D"

DIMENSION `D" IS MEASURED FROM TOP OF SLAB TO

OTHERWISE NOTED.

MAINTAIN 2" CLEARANCE ON ALL REINFORCEMENT UNLESS

OF BEAM

WITH OUTSIDE EDGE

POUR EDGEBEAM FLUSH

2% SLOPE 2% SLOPE

PARALLEL WITH DECK

REQUIRED CONSTRUCTION JOINT

SCALE: AS SHOWN
35-005

5 OF 20

400E AT 10", TYP

1% SLOPE

3"  CL. 

503 AT EACH 502 

NO SCALE

BENTS 2 & 4

SPLICE

4'-3"

ROUND

TO ‚" R.

‚" •"

ƒ"

REQUIRED

CONST. JT., TYP.

NO SCALE

DETAIL `A"

SEE DETAIL `A"

(TYPE B, C OR D)

TYPE JOINT SEALER

SILICONE SEALANT

`D"  = 10‚"  EXT. BEAMS, SPAN 1 & 4

`D"  = 9‚"  INT. BEAMS, SPAN 4

`D"  = 9„"  INT. BEAMS, SPAN 1

1% SLOPE 1% SLOPE

SIDEWALK

6'-0"

SIDEWALK

6'-0"

 

(TYP.)

SPLICE,

2'-2"

c REQ'D CONST. JT.

STRENGTH.

AND REACHES 28-DAY CONCRETE

FORMS UNTIL DECK IS POURED

DO NOT REMOVE EDGE BEAMNOTE:

2", (TYP.)2", (TYP.)

96-600

AT EQ. SPA

14-405A

AT EQ. SPA

12-405A

3"

3", TYP.

49-400 SPACED AS SHOWN
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1 1
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