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MICHAEL BAKER CORPORATION

(770) 263-9118
NORCROSS, GEORGIA  30092

3595 ENGINEERING DRIVE

GWINNETT COUNTY
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DPD

WMD/DLC

56 145

BRIDGE NO. 1

0010425

BSB

0010425

CR 3929 (WALTHER BOULEVARD)  OVER SR 316

FEBRUARY 2015
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SCALE: NONE

TOP OF BARRIER

PARAPET.

PROOF GASKET TO BE FLUSH WITH

REMOVABLE COVER WITH WATER

ELECTRICAL JUNCTION BOX.

6"  L X 6"  H X 4"  D GALVANIZED

SECTION A-A SECTION B-B

PLAN OF LIGHT MOUNT

(12 TOTAL)

SEE BRIDGE SHEET 1  FOR LOCATIONS

EMBEDDED IN PARAPET

ƒ"  SCH. 40 PVC CONDUIT

MISCELLANEOUS DETAILS
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DETAIL OF HANGER

FOR TELEPHONE CONDUIT

•" X 2" X 19†" P.V.C. FLAT BAR.

1" X 4‡" P.V.C. SPACER TUBE.

‚" X 2" X 2" X 23†" FIBERGLASS TUBE.

STRAND CLAMP
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4" l FIBERGLASS CONDUIT

#5 BAR

NOTE: PLACE HANGER ATTACHMENTS AT INTERVALS

ƒ" LOOP INSERT FOR ƒ" - 10 ROD.

OF UP TO 10 FT.

ƒ" - 10 GALVANIZED MACHINE ROD
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DETAIL OF HANGER

1" X 2ƒ" P.V.C. SPACER TUBE.

‚" X 2" X 2" X 13•" FIBERGLASS TUBE.

STRAND CLAMP
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3ƒ" 3ƒ"

2" 2"

2" l FIBERGLASS CONDUIT

#5 BAR

NOTE: PLACE HANGER ATTACHMENTS AT INTERVALS

ƒ" LOOP INSERT FOR ƒ" - 10 ROD.

OF UP TO 15 FT.

ƒ" - 10 GALVANIZED MACHINE ROD

•" X 2" X 9•" P.V.C. FLAT BAR.

FOR TRAFFIC CONDUIT

9 OF 20

35-009
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1% SLOPE

BE ALLOWED TO CURE FOR THREE DAYS BEFORE FENCE FABRIC IS INSTALLED.

PROVIDE EXPANSION SLEEVE FOR ALL RAILS TO MATCH SUPERSTRUCTURE JOINTS.

FENCE SHALL BE 9 GAGE CHAIN LINK ZINC COATED TWO

4"l SLEEVE SHALL BE CAST IN THE PARAPET.  NON-SHRINK GROUT SHALL
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DETAIL OF HANGER
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BRIDGE DECK

A

#5 BAR

NOTE: PLACE HANGER ATTACHMENTS AT INTERVALS

ƒ" LOOP INSERT FOR ƒ" - 10 ROD.

2
"

OF UP TO 15 FT.

ƒ" - 10 GALVANIZED MACHINE ROD

H

H
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•" X 2" X 19†" P.V.C. FLAT BAR.

1" X 4‡" P.V.C. SPACER TUBE.

2" X 2" X 23†" GALVANIZED SQUARE TUBE.

†" STRAND CLAMP ASSEMBLY

ƒ" - 10   l X 10" GALVANIZED THREADED ROD.

12" HIGH X 24" WIDE OPENING REQUIRED THROUGH DIAPHRAGMS.

12" HIGH X 24" WIDE OPENING REQUIRED THROUGH END WALLS

ƒ" NUTS, WASHERS, AND LOCK WASHERS.

4-4" CONDUIT

FOR JACKSON EMC ELECTRIC CONDUIT
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 1 1"  l BOLT CIRCLE

409B

409D

AS SHOWN

4-500C

•"  X 14"  X 14"  ATTACHMENT PL

1‰"  l HOLES IN PLATES 

FOR ANCHOR BOLTS

2•"  l HOLE IN ATTACHMENT PL

B

B

TOP AND BOTTOM ASTM A-36 (GALV.)

1'-7•"

1'-6"

1•"

1"  l ANCHOR BOLTS (GALV.)

500C

ƒ"  SCH. 40 PVC CONDUIT

(EMBED IN PARAPET)

3-409D

ƒ"  RIGID GALV. CONDUIT

1•"  l HOLES IN CONCRETE

FOR ANCHOR BOLTS (TYP.)

1'
-
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•"  X 14"  X 14"  ATTACHMENT PL
TOP AND BOTTOM ASTM A-36 (GALV.)

3-409B

A A

AT EQ. SPS.

1 1-500D (BOT.)

1 1-500D (TOP) &

500D

500D

16-503B SPACED 

16-503B

ATTACHMENT PLATE.

PAD WHICH SHALL BE MOUNTED UNDERNEATH THE TOP

MOUNT THE LIGHTING STANDARD ON AN APPROVED NEOPRENE

VIBRATION DAMPER ON THE LIGHTING STANDARD AND SHALL

NOTE:  CONTRACTOR SHALL FURNISH AND INSTALL AN APPROVED
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2•"  DIA.  PIPE, TYP.

 COATED

 PIPE ZINC

 1‚"  DIA.

 O.C. MAX.

 BANDS AT 12"

 TENSION BAR
AT END OR PULL

TRUSS BRACING

 ZINC COATED

 TENSION BAR  ZINC COATED

 POST VERT.

POST

2‡"  PULL

 2•"  DIA.  PIPE 

 ZINC COATED FENCE 

ZINC COATED

1 ‚"  DIA.  PIPE

ZINC COATED FENCE

2
'-

8
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FENCE POST DETAIL

*

TROWEL TO PROVIDE POSITIVE DRAINAGE.

NON-SHRINK PORTLAND CEMENT GROUT,

FENCE NOTES:

3.

PROVIDE EXPANSION SLEEVE FOR ALL RAILS TO MATCH SUPERSTRUCTURE JOINTS.4.

5.

6.

7.

FOR FURTHER DETAILS, SEE GEORGIA DOT SPECIFICATIONS SECTIONS 643 AND 894.

FASTEN FABRIC TO POSTS AT INTERVALS NOT GREATER THAN 14".

FENCE ELEVATION
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2.

 WT. PIPE SLEEVE

 4"  DIA.  GALV. STD.

FENCE SHALL BE 9 GAGE CHAIN LINK ZINC COATED TWO INCH SECURITY FENCE.

TO CURE FOR THREE DAYS BEFORE FENCE FABRIC IS INSTALLED.

1'-0"  MINIMUM FROM JOINTS IN BARRIER.

SPACE POSTS AT A MINIMUM OF 7'-0"  AND A MAXIMUM OF 10'-0".  PLACE POSTS

CAST 4"  DIA. GALVANIZED SLEEVE IN THE PARAPET.  ALLOW NON-SHRINK GROUT

1 .

COAT ENDS OF SLEEVE WITH GALVANIZING REPAIR COMPOUND IN 

ACCORDANCE WITH GEORGIA DOT SPECIFICATION SECTION 643.
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