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. ALL DRIVEWAYS THAT ARE TO BE RECONSTRUCTED SHALL BE PLACED IN KIND J.E. ASPHALT FOR ASPHALT,

CONCRETE FOR CONCRETE, AND AGGREGATE SURFACE COURSE FOR DIRT DRIVES. DRIVEWAY RELOCAT/ONS
ARE SHOWN FROM THE BEST AVAILABLE DATA. THE CONTRACTOR SHALL CONSTRUCT NEW DRIVEWAYS T0
MATCH THE ACTUAL FIELD LOCATION OF EXISTING DRIVEWAYS OR AS LOCATED IN THE PLANS.

COMMERCITAL DRIVES SHALL BE 24 FEET WIDE UNLESS NOTED OTHERWISE IN THE PLANS. THE CONTRACTOR
SHALL OBTAIN THE APPROVAL FROM THE ENGINEER PRIOR TO MAKING ANY REVISIONS TO LOCATION, WIDTH,
AND/OR NUMBER OF DRIVES TO BE CONSTRUCTED. DRIVES SHALL BE CONSTRUCTED USING:

ASPHALT - ASPH CONC 2.5 mm SUPERPAVE (165 LB/SY)

ASPH CONC 19 mm SUPERPAVE (330 LB/SY)
GRADED AGGREGATE BASE, 6"

ALL BORROW AND WASTE SITES FOR THIS PROJECT SHALL BE ENVIRONMENTALLY APPROVED PR/IOR

TO CONSTRUCTION ACTIVITIES OCCURING IN THEM. ALL COMMON FILL OR EXCESS MATERIAL DISPOSED
QUTSIDE THE PROJECT RIGHT OF WAY SHALL BE PLACED IN EITHER A PERMITTED SOLID WASTE FACILITY,
A PERMITTED INERT WASTE LANDFILL, OR IN AN ENGI/NEERED FILL. SEE SECTION 20/ OF THE

STANDARD SPECIFICATION AND SUPPLEMENTS THERETO FOR ADDITIONAL [INFORMAT/ON.

THERE 1S NO SUITABLE PLACE TO BURY EXISTING CONSTRUCTION DEBRI!IS WITHIN THE PROJECT'S LIMITS.
THE CONTRACTOR SHALL PROVIDE AN ENVIRONMENTALLY APPROVED SITE TO DI/SPOSE OF EXISTING
CONSTRUCTION DEBRIS AT NO ADDTIONAL COST TO THE DEPARTMENT.

PIPE CULVERT MATERITAL ALTERNATES
FOR PIEDMONT/BLUE RIDGE REG/ON

CORRU-
GATED

4. COST FOR TEMPORARY SHORING AS NECESSARY FOR WALL CONSTRUCTION SHALL BE
IN OVERALL BID SUBMITTED.

5. EXISTING DRAINAGE PIPES LOCATED BENEATH THE EXISTING PAVEMENT SHALL BE RETAINED UNLESS
OTHERWISE INDICATED ON THE PLANS.
FOR PIPES TO BE REMOVED, ALL COSTS FOR THE REMOVAL OF PIPES ARE TO BE INCLUDED IN THE
PRICE BID FOR GRADING COMPLETE.

6. EXISTING CATCH BASINS OR INLETS ARE TO BE RETAINED UNLESS OTHERWISE INDICATED ON THE PLANS.
FOR STRUCTURES TO BE REMOVED, ALL COSTS FOR THE REMOVAL OF THESE STRUCTURES ARE TO BE
INCLUDED IN THE PRICE BID FOR GRADING COMPLETE.

INCLUDED

7.ALL STDEWALKS AND WCRS LOCATED WITHIN RADI/T SHALL BE 8 INCH DEPRTH.

8. PART OF THE EX/STING CABLE BARRIER SYSTEM (AS LABELED IN PLANS) SHALL BE REMOVED AND DELIVERED
7O THE DAWSON COUNTY MAINTENANCE FACILITY AT 1604 AWY 53 EAST, DAWSONV/ILLE, GEORG/A. THE COST
FOR THIS REMOVAL AND DELIVERY WORK SHALL BE INCLUDED IN THE BID PRICE FOR GRADING COMPLETE.

9. A/ THE PROPOSED CABLE BARRIER SYSTEM SHALL BE REINSTALLED WITH NEW TERMINALS AS QUANTIFIED IN THE

PLANS. THE COST FOR THE REINSTALLATION WORK SHALL BE INCLUDED IN THE BID PRICE FOR GRADING COMPLETE.

B/ WHEN PERFORMING THE WORK UNDER SECT/I/ON [50.71.E.2, THE CONTRACTOR W/ILL BE REQUIRED TO REMOVE THE
EXISTING CABLE BARRIER AND POSTS IN ITS ENTIRETY. ONCE THE NEW CABLE BARRIER FOOTING 1S READY FOR
TENSTON, THE CONTRACTOR SHALL RE-INSTALL THE CABLE BARRIER AND POSTS TO A PROPER WORKING ORDER.

0. ALL EXISTING GUARDRAIL TO BE REMOVED FROM THE PROJECT SHALL BE REMOVED AND DELIVERED TO THE
GDOT JACKSON COUNTY GUARDRAIL SALVAGE YARD AT 359 A/RPORT ROAD, JEFFERSON, GEORG/I/A. THE COST
FOR THIS REMOVAL AND DELIVERY WORK SHALL BE INCLUDED IN THE BI/D PRICE FOR GRADING COMPLETE.

A NOTICE OF INTENT (N.O. 1. ) IS REQUIRED FOR THIS PROJECT.

UTTLITY OWNER SERVICE
ATLANTA GAS LIGHT (AGL) GAS
POWER

GEORGIA POWER DISTRIBUTI/ON

NORTH GEORGI!A NETWORK FIBER OPTIC

ETOWAH WATER & SEWER AUTHORITY WATER & SEWER

WINDSTREAM COMMUNTCATIONS TELEPHONE
WINDSTREAM COMMUNTCATIONS CABLE TV
SAWNEE EMC POWER
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PERFORATED UNDERDRAIN

pH 6./
1000/

RESISTIVITY

"B" Coating (AASHTO M-7/190, Half Biltuminous Coated with Paved
fnvert) Is utiflzed.

NOTE :

/.
2.

3.

ALLOWABLE MATERIALS ARE INDICATED BY AN "X".

STRUCTURAL REQUIREMENTS OF STORM DRAIN PIPE WILL BE [N ACCORDANCE WI/TH GEORG/A STANDARD
1030-D OR 1030-P, WHICHEVER IS APPLICABLE, AND THE STANDARD SPECIF{CAT/ONS.

GRADED AGGREGATE BACKFILL SHALL BE USED IN CROSS DRAIN APPLICATIONS FOR ALL PLASTIC PIPES
( AASHTO M-294, HOPE PIPE ; AASHTO M-304, PVC PIPE; ASTM F-9438, PVC PIPE).

THE CONTRACTOR SHALL PROVIDE ADDI!IT/ONAL STORM SEWER CAPACITY CALCULATIONS IF A PIPE
MATERI AL OTHER THAN CONCRETE IS SELECTED.

PIPE USED UNDER MECHANICALLY STABILIZED EARTH (MSE) WALLS, WITHIN
MSE WALL BACKFILL, OR WITHIN FIVE FEET OF AN MSE WALL FACE SHALL BE CLASS V CONCRETE PIPE.

PROJECT SPECIFIC pH AND RES/ISTIVITY VALUES ARE ENTERED INTO THE RESPECTIVE BOXES ABOVE TO DETERMINE ALLOWABLE PIPE MATER/IALS
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