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COUNTY

PROJECT NUMBER

SHEET NO. TOTAL SHEETS

LINCOLN

STPOO-0076-01(029)

7 268

GELN

SUMMARY OF DRIVEWAY QUANTITIES SUMMARY OF DRIVEWAY QUANTITIES £18-3000 ACGREGATE SURFACE COURSE
= NOTE: FOR INFORMATION ONLY; SEE SURFACING AND CONCRETE QUANTITIES BLOCK x NOTE: FOR INFORMATION ONLY: SEE SURFACING AND CONCRETE QUANTITIES BLOCK AS REQUIRED 2000 TN
: -1
= = 8 S S FOR USE IN INCLEMENT WEATHER TO FACILITATE THE
o0 S| - o S P : MOVEMENT OF LOCAL TRAFFIC ALONG ROADWAY
oSz | ow |2 =Tl NI - © CONSTRUCTION AND TO PERMIT INGRESS & EGRESS AT
=23 & [28% | S W 9= Tlox¥ | S K DRIVES. WHEN USED FOR THIS PURPOSE. SECTION 318 OF
Swl|8-7 |k S SC®|IS23 | = GEORGIA STANDARD SPECIFICATIONS IS MODIFIED TO
LOCAT 0N I S Tha | R S LOCAT 0N ta 3 pa 2 S PERMIT DUMPING ON UNPAVED AND MUDDY SUBGRADE.
N IR S 2°212 .2 o S THE CONTRACTOR WILL HAVE THE CHOICE OF THE
AR a3z |8 = QY 3|la¥s | 3 - STABILIZER AGGREGATE - TYPE | OR 2 - SECT. 803
SRR = i I = 42823 | =2 < ALL MATERIALS TO BE USED AS DIRECTED BY THE ENGINEER
% S o[>S > >~ " O @ JE s §: §
2SS |8k | &3 & S |sdd|lodr | R =
»w | ERIT|€Fag | @ S S| 2R FTIHEIS o2 S
0+48. 80 RO| 3.65 .94 | 2.16 105+19. 10 R | 3.28 | 5. 35 . 94
0+78. 83 L 3.6/ 5. 89 2. 14 109+00 L 3,72 6. 06 2. 20
7 . . .
[+75. 65 J. 62 5.91 | 2.15 110+91 R | 3.3 | 539 . 96 CONCRETE RIGHT OF WAY MARKERS
4+13. 92 L 5.69 9.28 3. 37 [ 1+42. 85 L 3.71 6. 04 2. 20
§+61.70 L 4,63 /.56 | 2.75 112450 / 3 34 5 44 198 634-1200 GA. STD. 9003
8+88. 00 R | 294 9.59 | 1.74 173+13. 80 R | 611 9. 95 3 62 TOTAL /50  EA
14+40. 28 L 4. 92 16.03 | 2.9/ 114+50. 30 P 3 69 6.0/ > /g
16+86. 68 [ | 35 5 73 | 2. 08 5517 02 RN 3] > 43 R/W MARKERS TO BE FLUSH WITH FINISHED GRADE INSIDE THE
17497 73 13 30 =4 |7 97 : : : : CLEAR ZONE AND AT COUNTY ROAD R/W MARKERS MAY BE FLUSH
07T 3z - : : : [18+11. 10 L 49. 47 WITH FINISHED GRADE AS DIRECTED BY THE ENGINEER,
: 4. 62 /.53 | 2.74 /18. 66. 90 R 24 0] MINIMUM DEPTH FOR FLUSH R/W MARKERS TO BE 3 FT.
24+48. 30 R 6.29 10.25 | 3.73 [20+41. 7] R 23. 14
26+65. 98 L 3.72 6. 06 2. 20 [2]+35. 84 / o 30 378 [ 37
J0+74. 22 L | 7.05 | [1.50] 418 121+75. 55 R | 5.84 | 9.5/ | 3.46 CONCRETE CURB & GUTTER
32+58. 70 L 8. 33 13. 57 4, 94 [ 22+64, 40 L 5. 50 8. 96 3. 26
36+03. 10 L | 59 | 9.7/ | 3.53 12339, 10 R 70 | ces | 245 441-6222 8 IN X 30 IN, TP 7 STD. 9032-8B
39+36. 60 R | 5.16 8.4/ | 3.06 194190, 92 R 4 34 2 07 5 57 TOTAL 113.60 LF
42+25, 02 L 7. 36 12.00 | 4.36 125484, 47 L 1390 6. 35 2,31
43+17. 95 R | 4.43 7.2] | 2.62 131402 2 | 3 35 5 46 | /.98
44+44. 10 L 3. 65 5.94 | 2.16 135+62. 40 L | 4,44 7.24 2.63 163-0520 TEMP PIPE SLOPE DRAIN
48+70 L | 445 .20 | &.6J /37+78. 60 L | 5.20 8.48 | 3.08
48+85. 05 R | 5.10 8.32 | 3.02 IF 500
50+56. 43 L | 4.43 7.22 | 2.62
2404 E6 ; 43 =50 | 2 04 AS DIRECTED BY THE ENGINEER
55+86. 60 R | 5.15 8.40 | 3.05
57+26. 98 L | 1187 19.34] 7.03 SURFACING QUANTITTES
58+00 L | 11.85 | 19.31| 7.02 -
63+23. 21 R | 6.60 10.76 | 3.9 o | .| o
64+96. 63 L | 3.89 6.34 | 2.31 ITEMS UNIT | % we |22 | &% £ (K& | o
66+70. 23 R | 411 | 670 | 244 a8 |E= | $&| ¢ |98 | =
72+0/.78 R | 137 | 4.46 | 1.37 = |8 |IRS | TH| £ |59 S
72+56. 40 R | J.or | 5.82 | 212 RECYCLED ASPH CONC 9.5 MM SUPERPAVE, GP 2 ONLY, INCL BITUM MATL & H LIME 402-3103 | TN | 5914 | 53 | 40 | 46 | 298 | /017 | 7098
[7+37. 81 R 6.5] [0.28 | J.74 RECYCLED ASPH CONC |9 MM SUPERPAVE, GP | OR 2, INCL BITUM WATL & H LIWE 402-3190 | TN | 4629 | 24 25 - 486 - | 5164
78+49. 40 2 5. 81 9.47 | 3. 44 RECYCLED ASPH CONC 25 MM SUPERPAVE, GP | OR 2, INCL BITUM MATL, & H LIME 402-3121 | TN | 9257 | 48 50 - - 2711 | 12066
81+26. 78 R | 4.97 8.09 | 2. 94 GRADED AGGREGATE BASE CRS, INCL MATL 310-1/0/ | TN | 19606 | 145 | 148 - - - 19899
81+32. 30 L | 3.36 | 5.48 | .99 BITUMINOUS TACK COAT 4/3-1000 | GAL | 4550 | 34 | 28 | 22 | 77 | - | 48/
84+48. 30 R_| 4.94 8.06 | 2.93 RECYCLED ASPH. CONC. LEVELING, INCL. BITUM. MATL. & H. L. 402-1812 | TN | 2220 | 32 20 42 - - | 2314
86+21. 67 R | 4.32 7.03 | 2.56
21+30 L 6. 26 10.20 | 3.7/ 441-0106 4" CONCRETE SIDEWALK, GA. STD, 9031-W > >
92+27. 83 R | 3.90 6.35 | 2.3I TOTAL 5] Sy s01-1500 CLEARING & GRUBBING
93+/5. 86 L | 6.23 /0. 16 | 3.69 PROJECT NO. -STP00-0076-0/ (029) | LUMP SUM
gg;i gg é § (’3? g gg f gg 446-1100 PAVEMENT REINF. FABRIC STRIPS, TYPE 2, INCL BITUM BINDER
e T TR TOTAL 18143 LF EARTHWORK QUANTITIES
: : : UNCLASS BORROW
e AR EEEEEE TRAFFIC_CONTFOL | W | e
' ' ' ' - -0076- TOTAL - .
10288, 24 R | 6.57 | 10.70] 3.89 THOLeT . - oTPO0TOore 108 L P oW MILL ASPH CONC PVMT, VARIABLE DEPTH U0 CU Y0 U YO
/04+81. 65 R | 5.56 9.07 | 3.30 CONC VALLEY GUTTER, 6 IN 432-5010 2117 Y 98622 43964 40002
STRPOO-00r6-01(029) LINCOLN CO. TOTAL 04  SF
REVISION DATES STATE OF GEORGIA
DEPARTMENT OF TRANSPORTAT /ON
OFF ICE :
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