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   POLE AND MAST ARM POLE FOUNDATION SHEET.

9.  FOR STRAIN POLE FOUNDATION SIZE AND REINFORCEMENT, SEE STRAIN 

   TO DELIVERY.

   ENGINEER AT (478) 553-3364.  48-HR NOTICE SHOULD BE PROVIDED PRIOR

   OPERATIONS DISTRICT SIGNAL SHOP.  CONTACT THE DISTRICT SIGNAL 

   THE CONTRACTOR TO THE DEPARTMENT OF TRANSPORTATION OFFICE OF TRAFFIC 

8.  WHEN REMOVED, EXISTING EQUIPMENT SHALL BE DELIVERED AND UNLOADED BY

   ENGINEER" A MINIMUM OF ONE WEEK PRIOR TO THE DATE OF INSPECTION.

   15 SOUTH, TENNILLE, GEORGIA 31089, ATTENTION: DISTRICT SIGNAL

   SIGNAL ENGINEER AT "GEORGIA DEPARTMENT OF TRANSPORTATION, 643 HIGHWAY

   FOR INSPECTION MUST BE SENT IN WRITING OR VIA E-MAIL TO THE DISTRICT

   SIGNAL ENGINEER PRIOR TO FINAL ACCEPTANCE. NOTIFICATION OF REQUEST

7.  INSTALLATION IS TO BE CHECKED AND ACCEPTED BY THE DISTRICT TRAFFIC

   CABLE TO THE POLES UNLESS OTHERWISE DIRECTED BY THE ENGINEER.

   UTILITY TIMBER POLES WHEN ATTACHING SPAN WIRE OR INTERCONNECT 

6.  THE CONTRACTOR WILL BE RESPONSIBLE FOR ALL NEW GUYS ON EXISTING 

   THE NEW SIGNAL OPERATION AT BOTH LOCATIONS TO BE INOPERABLE.

   EQUIPMENT. AT NO TIME SHALL THE CONTRACTOR CAUSE ANY PART OF

   THE INTERIM PERIOD THROUGHOUT INSTALLATION OF THE NEW SIGNAL

   ADJUSTMENTS AND VEHICLE DETECTION REQUIRED BY THE PROJECT DURING

   NOT LIMITED TO TEMPORARY SUPPORT POLE LOCATIONS, SIGNAL HEAD

   TRAFFIC SIGNAL AND/OR CONTROL SYSTEMS ADJUSTMENTS, INCLUDING BUT

   PROJECT LIMITS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL

   EXISTING TRAFFIC SIGNAL DEVICES AT ALL STATE ROUTES WITHIN THE

5.  DURING ALL PHASES OF CONSTRUCTION, THE CONTRACTOR SHALL MAINTAIN

   SHOWN ON THE PLANS.

   MAINTAINED. PLACEMENT OF THE SIGNAL HEADS SHALL BE RETAINED AS 

   UTILITIES. MINIMUM CLEARANCES FROM EDGE OF PAVEMENT SHALL BE 

   LOCATION OF NEW SIGNAL POLES, ARE ACCEPTABLE TO AVOID UNDERGROUND 

   OF THE ENGINEER, MINOR SHIFTS, (UP TO A MAXIMUM OF 5 FEET), IN 

   NEW TRAFFIC SIGNAL POLES PRIOR TO ORDERING.  AT THE DISCRETION 

4.  THE CONTRACTOR SHALL LOCATE UNDERGROUND UTILITIES IN VICINITY OF 

   BE ALLOWED.

   TO THE CONTROL CABINET. ONLY ONE (1) PHASE PER LEAD-IN CABLE WILL

   AS SHOWN ON THE DETAIL SHEET. DETECTORS SHALL HAVE SEPARATE LEAD-INS

3.  3-PAIR 18 AWG SHIELDED STRANDED CABLE WILL BE USED FOR DETECTOR RUNS

   CENTERS OF SIGNAL FACES.

   ROAD SURFACE AND A MINIMUM OF 8 FEET MEASURED HORIZONTALLY BETWEEN 

   MORE THAN 19 FEET CLEARANCE FROM BOTTOM OF SIGNAL HEADS TO TOP OF       

2.  SIGNAL HEADS SHALL BE ERECTED TO PROVIDE AT LEAST 17 FEET BUT NO        

   DETAIL SHEETS.

   ELECTRIC CODE, AND GEORGIA DEPARTMENT OF TRANSPORTATION’S STANDARD AND

   925), THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, THE NATIONAL

   INCLUDING ALL SUPPLEMENTAL SPECIFICATIONS (SPECIFICALLY SECTIONS 647 &

   STANDARD SPECIFICATIONS - CONSTRUCTION OF TRANSPORTATION SYSTEMS,

1.  THIS WORK SHALL CONFORM TO THE GEORGIA DEPARTMENT OF TRANSPORTATION’S

   OVERHEAD POWER UTILITIES AND SIGNAL EQUIPMENT.

   SIGNAL SPAN WIRE CROSSING. A 10’ CLEAR ZONE SHALL BE MAINTAINED BETWEEN

   RESPONSIBLE FOR UTILITY HEIGHT ADJUSTMENTS WHENEVER NEEDED TO ACCOMMODATE

   ARE ACCEPTABLE TO AVOID OVERHEAD UTILITIES.  CONTRACTOR SHALL BE

   5 FT.) IN NEW STRAIN POLE LOCATIONS AT THE DISCRETION OF THE ENGINEER

   SIGNAL INSTALLATION WILL HAVE TO BE ADJUSTED.  MINOR SHIFTS (UP TO

   EXISTING OVERHEAD UTILITIES THAT ARE IN CONFLICT WITH THE TRAFFIC

   OVERHEAD UTILITY CLEARANCES PER NEC AND GDOT SPECIFICATIONS. ANY

17. CONTRACTOR IS RESPONSIBLE FOR MAINTAINING ALL VERTICAL AND HORIZONTAL

   PROVISION SECTION 687 - TRAFFIC SIGNAL TIMING.

   SEE GEORGIA DEPARTMENT OF TRANSPORTATION, STATE OF GEORGIA SPECIAL

16. SIGNAL TIMING IS TO BE DEVELOPED AND INSTALLED IN THE SIGNAL CONTROLLER.

   BEFORE ORDERING ANY SIGNAL EQUIPMENT.

   EQUIPMENT INCLUDING SIGNAL POLES AND MAST ARMS (LOCATIONS AND SIZES)

15. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO FIELD VERIFY ALL SIGNAL

   OF UTILITY COST TO GDOT (THE MAINTAINING AGENCY).

   COMPLETION OF THE TEST PERIOD, THE CONTRACTOR WILL COMPLETE A TRANSFER

   COMPLETED A TEST PERIOD OF UNINTERRUPTED OPERTATION, FOR 30 DAYS. UPON

   DEVICES, UNTIL THE NEW TRAFFIC SIGNAL INSTALLTION HAS SATISFACTORILY

   COMMUNICATION SERVICE TO THE TRAFFIC SIGNAL INSTALLTION AND SUPPORT

14. THE CONTRACTOR WILL BE RESPONSIBLE FOR ALL MONTHLY POWER AND

   FOR INSTALLTION.

   SIGNAL INSTALLATION IF THE RESPECTIVE UTILITY REQUIRES PAYMENT

   CONTRACTOR TO INCLUDE AS PART OF THEIR BID PRICE, FOR THAT TRAFFIC

   FOR TRAFFIC SIGNAL EQUIPMENT, IT IS THE RESPONSIBLITY OF THE

   CAMERAS ON THIS PROJECT. IF A UTILITY TRANSFORMER IS REQUIRED

   SERVICES FOR TRAFFIC SIGNAL, VIDEO DETECTION SYSTEMS AND/OR CCTV

   MODIFYING EXISTING AND ESTABLISHING NEW POWER AND COMMUNICATIONS

13. THE CONTRACTOR WILL BE RESPONSIBLE FOR ALL FEES ASSOCIATED WITH

   UTILITIES.

   REQUIRED SIGNAL HEAD MOUNTING HEIGHTS AND CLEARANCE FROM EXISTING 

   HEIGHTS SHALL BE FIELD DETERMINED BY INSTALLER TO PROVIDE 

   PROVIDED AS GENERAL GUIDELINES TO INSTALLER, ACTUAL ATTACHMENT 

12. PROPOSED SIGNAL SUPPORT WIRE ATTACHMENT HEIGHTS ON POLES ARE 

   AT CENTRAL SITES. NOTED PRIOR TO FINAL ACCEPTANCE.

   GEORGIA 30316. NETWORK ABILITIES DEMONSTRATION IS REQURED

   ARE LOCATED AT 935 EAST CONFEDERATE AVENUE BLDG. 24 ATLANTA,

   MONITORING, PER THE DISTRICT SIGNAL ENGINEER. CENTRAL COMUPTERS

   NETWORKS FROM EXISTING CENTRAL COMPUTERS OR VIA "CLOSED LOOP"

11. THE INSTALLATIONS SHALL BE CAPABLE OF MONITORING OVER ETHERNET

   SUPPLEMENTAL SPECIFICATIONS (SPECIFICALLY SECTIONS 647 & 925).

   FOR THE CONSTRUCTION OF TRANSPORTATION SYSTEMS, INCLUDING ALL

   GEORGIA DEPARTMENT OF TRANSPORTATION’S STANDARD SPECIFICATIONS

   SHALL FOLLOW PROCEDURES OUTLINED IN THE LATEST EDITION OF THE

   EQUIPMENT OR BEGINNING ANY INSTALLATION WORK.  THE CONTRACTOR

10. MATERIAL CERTIFICATION IS REQUIRED PRIOR TO ORDERING ANY SIGNAL

TRAFFIC SIGNAL GENERAL NOTES

   METER REQUIREMENTS.

22. CONTRACTOR IS TO COORDINATE WITH THE LOCAL POWER COMPANY FOR ELECTRICAL

   ORDERING ANY SIGNAL EQUIPMENT.

   EQUIPMENT INCLUDING SIGNAL POLES AND MAST ARMS (LOCATIONS AND SIZES) BEFORE

21. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO FIELD VERIFY ALL SIGNAL

   AND METER REQUIREMENTS.

   DETAIL. CONTRACTOR IS TO COORDINATE WITH THE POWER COMPANY FOR CONNECTION

   INSTALLED ON A PEDESTAL MOUNTED STRUCTURE. SEE POWER SERVICE ASSEMBLY

   INSTALLED BELOW THE METER. THE METER AND THE DISCONNECT BOX NEED TO BE

   DEVICES BE METERED. GEORGIA POWER REQUIRES THAT THE DISCONNECT BOX BE

20. AS PER GEORGIA POWER COMPANY, IT IS REQUIRED THAT ALL TRAFFIC CONTROL

   ON THE DESIGN PLAN.

   SERVICE PEDESTAL. THE LOCATION OF THE POWER DISCONNECT BOX SHOULD BE NOTED

   THE UTILITY POLE FROM WHICH THE POWER SERVICE IS DRAWN OR ON A SEPARATE

   UNDERGROUND POWER SERVICE FEEDS, THE DISCONNECT BOX SHOULD BE LOCATED ON

   TOP OF THE SIGNAL POLE THAT IS ADJACENT TO THE CONTROLLER CABINET. FOR

   AERIAL POWER SERVICE FEEDS, THE DISCONNECT BOX SHOULD BE LOCATED NEAR THE

19. A POWER DISCONNECT BOX SHOULD BE INSTALLED FOR EACH INTERSECTION. FOR

   HEAD MOUNTING HEIGHTS AND CLEARANCE FROM EXISTING UTILITIES.

   INSTALLER PRIOR TO ORDERING SIGNAL POLES TO PROVIDE REQUIRED SIGNAL

18. ATTACHMENT HEIGHTS AND POLE LOCATIONS SHALL BE FIELD DETERMINED BY
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