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ITEM UNIT
GRADED AGGREGATE BASE COURSE. INCLUDING MATERIAL TN 9577 2579 894 516 3198 16764 886 17650
RECYCLED ASPH, 12.5 MM SUPERPAVE, GP 2 ONLY, INCL. BITUMINOUS MATL. & H. LIME TN 2450 346 180 63 526 3565 180 185 3930
RECYCLED ASPH. 19 MM SUPERPAVE, GP I OR 2. INCL. BITUM MATL. & H. LIME TN 1215 346 105 85 636 2387 240 133 2760
RECYCLED ASPH. 25 MM SUPERPAVE, GP I OR GP 2 . INCL. BITUMINOUS MATL. & H. LIME TN 2429 518 157 168 Jere 168 3440
RECY ASPH. CONC. LEVELING, INCL. BITUM MATL. & H. LIME TN 9880 540 360 10780 220 11000
BITUM TACK COAT 6L 1451 257 110 54 453 2325 75 130 2530
8" X 30" CONC. CURB AND GUTTER , TYPE 2, 6", STD.9032-8B LF 7429 2046 1107 331 1050 11963 607 12570
8" X 30" CONC. CURB AND GUTTER , TYPE 7, 6", STD.9032-8 LF 2006 2006 204 2210
8" CONCRETE VALLEY GUTTER GA. CONSTR. DETAIL A-1I SY 221 221 16 240
8" CONCRETE VALLEY GUTTER, W/CURB GA. CONSTR. DETAIL A-2 SY 2416 2416 174 2590
4" CONCRETE SIDEWALK SY 2597 1096 567 4260 220 4480
RIGHT OF WAY MARKERS EA 54 17 9 80 q 84
CONCRETE HEADER CURB, 6 IN TP 2 LF 900 165 300 100 1465 75 1540
DRIVEWAY CONCRETE, 8" TK SY 1529 1529 81 1610
SAWED JOINTS IN EXISTING PAVEMNTS - PCC LF 665 665 35 700
MILL ASPH CONC PVNT, VARIABLE DEPTH SY 500 500 2200 500 3200
PVMT REINF FABRIC STRIPS, TP 2, 18 INCH WIDE LF 7200 1000 1200 9400 600 10000
SOLID TRAFFIC STRIPE, 5 IN WHITE LF 0 1250 1250
TRAFFIC CONTROL AGGREGATE SURFACE COURSE
PROJ. " NHO00-0006-041031) LUNP SUM AS REQUIRED- TONS 500

PRECAST CONCRETE MEDIAN BARRIER, METHOD NO. 3, GA STD 4960+

LF 500 * USE AS DIRECTED Br THE ENGINEER

TRAFFIC CONTROL, PORTABLE IMPACT ATTENUATOR:

EA U * USE AS DIRECTED Br THE ENGINEER

6" PERFORATED PIPE UNDERDRAIN
INCLUDING DRAINAGE AGGREGATE

500 FT

AS DIRECTED BY THE ENGINEER

FLOWABLE FILL

225 (1 4

REVISIONS

* USE AS DIRECTED Br THE ENGINEER

Grassing Quantities

Permanent |Agriculurall Liquid |Fertllizer | Fertilizer |Temporary Mulch
Grassing |Lime LIme MIxed Nitrogen |Grassing
Grade Content
AC Ton Gal Ton LB AC Ton
2 [ 10 4 190 2 150

REVISIONS

GEORG/ A

R.K. SHAH & ASSOCIATES. INC.

DELETED SAWED JOINT IN EXISTING -

DEPARTMENT QOF TRANSPORTATION

ENGINEERS

ASPHALTIC CONCRETE: DELETED PRE-CAST

TRANSPORTATION 7/ SITE 7 CIVIL

CONCRETE BARRIER METHOD |, ADDED

SUMMARY OF QUANTITIES

1280 WINCHESTER PARKWAY

PRECAST CONCRETE MEDIAN BARRIER

BUILDING 1280. SUITE 240
ATLANTA. GEORGIA 30080

METHOD NO. 3

PROJECT NHO00-0006-04(

TELEPHONE 770/436-5070

LAND LOT NO. 229, 230. 231

COUNTY UPSON m




