
5-02 

4: 1
VARIABLE

A

B

C

D

TYPICAL SECTION NO. 3

TANGENT SECTION

 6 %
2 % 2 %

6 %

4’-0"

CL

12’-0"

LANE

12’-0"

LANE

10’-0"

2’-0"

SHLDR.

10’-0"

SHLDR.

2’-0"

4: 1

  6 %

VARIABLE

A

B

C

D

TYPICAL SECTION NO. 4

TANGENT SECTION

 6 %
2 % 2 %

12’-0" 4’-0"

CL

12’-0"

LANE

12’-0"

LANE

10’-0"

2’-0"

SHLDR.

10’-0"

SHLDR.

2’-0"

VARIES VARIES VARIESVARIES

TYPICAL SECTION NO. 5

TANGENT SECTION

4: 1
VARIABLE

3’-0" 12’-0" 3’-0" 12’-0" 4’-0"

CL

A

B

F

 6 % 2 % 2 %   6 %

SLOPE CUT FILL

SLOPE  CONTROLS

4:1

3:1

2:1

0-6’

OVER 6’

--

0-6’

--

* REQUIRES GUARDRAIL

STA 51+65.00 TO STA 53+25.00 SR 128

 

GAB
EXISTING

STAGGER VERTICAL JOINT

1’-0" THIS LAYER

ASPHALTIC CONCRETE, 19 mm SUPERPAVE

ASPHALTIC CONCRETE, 25 mm SUPERPAVE

PAVEMENT REINFORCEMENT FABRIC CENTERED ON JOINT - 18 IN. WIDE

GAB
EXISTING

ASPHALTIC CONCRETE, 19 mm SUPERPAVE

ASPHALTIC CONCRETE, 25 mm SUPERPAVE

CENTERED

ON JOINT

PAVEMENT REINFORCEMENT FABRIC CENTERED ON JOINT - 18 IN. WIDE

MIN.

1’-0"

EXISTING PAVEMENT

MILL EXISTING LANE 1’-0" WIDE

TO DEPTH OF ADJOINING LAYER TO

BE PLACED.

Profile Grade

Profile Grade

Profile Grade

0’ TO 12’ 0’ TO 12’ 0’TO14’0’TO14’

2:1 M
AX

2:1 M
AX

STA 28+33.09 TO STA  43+85.00 SR 128

   STA 53+25.00 TO STA 54+23.71 SR 128

     STA 191+50.00 TO STA 191+87.61 SR 137

*
OVER 6’

2:1
 M

A
X

           TYPICAL SECTIONS           
        S.R. 128 OVER FLINT RIVER       

 

 

 

 

 

 

 

   220 LBS/SY RECYCLED ASPH CONC 19 MM SUPERPAVE, GP 1 OR 2, INCL BITUM & H LIME 

   550 LBS/SY RECYCLED ASPH CONC 25 MM SUPERPAVE, GP 1 OR 2, INCL BITUM & H LIME

   GRADED AGGREGATE BASE, 8"

   RECYCLED ASPH CONC LEVELING, INCL BITUM & H LIME-AS REQ’D

   GRADED AGGREGATE BASE, 6"F

E

D

C

B

A

REQUIRED  PAVEMENT

TYPICAL SECTION DETAIL TO BE USED WHEN EXISTING PAVEMENT 

IS TO BE RESURFACED WITH 2 INCHES OR MORE OF ASPHALTIC CONCRETE.

TYPICAL SECTION DETAIL TO BE USED WHEN EXISTING PAVEMENT

IS TO BE RESURFACED WITH LESS THAN 2 INCHES OF ASPHALTIC CONCRETE.

PAVEMENT REINFORCING FABRIC DETAIL

PAVEMENT REINFORCING FABRIC DETAIL

SURFACE MIX

SURFACE MIX

1 1

1 SEE PAVEMENT REINFORCING FABRIC DETAIL

2:1 M
AX

2:1 M
AX

2:1 M
AX

12’-0" MIN

VARIES

   165 LBS/SY RECYCLED ASPH CONC 12.5 MM SUPERPAVE, GP 2 ONLY, INCL BITUM & H LIME 

**

**

*PAVEMENT EDGE TREATMENT, SEE GA. DET. P-7

**

** **

**

**

EXISTING PAVEMENT

E

A A

B

C

D

STA 20+14.00 TO STA 23+70.00 BOAT RAMP SERVICE ROAD

09/09/13

10

12’-0"

01/10/141

1

STATE PROJECT NUMBER
SHEET

NO.

TOTAL

SHEETS

GA.
REVISION DATES

DRAWING No.

STATE OF GEORGIA
DEPARTMENT OF TRANSPORTATION

  

h:\646648 statewide task orders\task orders\task order 43\99 design\333205typ.dgn 2/7/2014

3577 PARKWAY LANE, SUITE 100

NORCROSS, GA 30092 OFFICE OF PROGRAM DELIVERY

BRST0-0154-01(012)

3:45:32 PM H:\646648 Statewide Task Orders\Task Orders\Task Order 43\PLOT FILES\gplotborder.tbl

221

U
SE

 O
N

 C
O

N
ST

R
U

C
TI

O
N




