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SLOPE CONTROLS
SLOPE cuT FILL
4./ 0-6" 0-10"
3./ 610" -
¥ 21 OVER 10’ | OVER 10’
¥ 211

REQUIRES GUARDRAIL

TANGENT SECT ION

SR 31/ US 44

APPLIED TO
STA

235+10.00 TO 237+85.68 ALLIGATOR CREEK

STA 274+70.24 TO 284+99.20 BIG HORSE CREEK
STA 295+00,00 TO 298+99.20 BIG HORSE CREEK
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TANGENT SECTION

CrR rz STA 400+00 10 402+50
CR 12l STA 800+00 10 800+63. 50
DIRT ROAD STA 899+65. 53 TO 902+26. /8
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NOTE: GRANULAR EMBANKMENT REQUIRED FOR THE
FOLLOWING STATION RANGES 229+00*T0O 244+007,
268+00% TO 271+00%, 290+00% TO 304+00%, SEE SPECIAL
PROVISION 208 PAYMENT TO BE INCLUDED UNDER

BORROW EXCAVATION.

PAY ITEM FOR
ASPHALTIC CONCRETE CURB -
436-1000 PER LFT

Sk DENOTES PAY LIMITS FOR G. A. B,

¥ ¥ Roagdway AT+ ]
Shoulder Graded for Type 12 Anchorage

"A" 4 57-6" Typlcal
Shoulder Graded for Guardrall

noAn / 2-26/
_ kKA 2 '

To Face of Guardrall

HAII
Shoulder

3: Maximum ;
4: | Or Flatter :
Desirable behind ¢
Type 12  Anchorage|
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SEE PLAN FOR LOCATION

RECYCLED ASPHALTIC CONCRETE 12.5 mm SUPERFPAVE,

1651b/sq yd, LEVEL ‘B’

RECYCLED ASPHALTIC CONCRETE 19.0 mm SUPERPAVE, 220 Ib/sq yd, LEVEL 'B’
RECYCLED ASPHALTIC CONCRETE 25 mm SUPERPAVE, 330 |b/sq yd, LEVEL ‘A’
GRADED AGGREGATE BASE, 8 Inch "
CASPHALTIC CONCRETE LEVELING, AS REQ’D

[6" INDENTATION RUMBLE STRIPS-GROUND-IN-PLACE (SK/P)

RECYCLED ASPHALTIC CONCRETE 12.5 mm SUPERPAVE, 165/b/sq yd, LEVEL ’A’
RECYCLED ASPHALTIC CONCRETE 19.0 mm SUPERPAVE, 2201b/sq yd, LEVEL ‘A’

6" G. A. b.

_ﬂéééhé}gwﬁm,

NOT TO SCALE
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EDEPARTMENT OF TRANSPORTAT | ON
| TYPICAL SECTION |

3340 PEACHTREE RD, NE

SUITE 2400, TOWER PLACE 100

PROJECT BRN-023-2(7)

ATLANTA, GA 30326-1001/
R

COUNTY TELFAIR
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