
   AT COMMERCIAL STRUCTURES AND RESIDENCES LOCATED IN CLOSE PROXIMITY TO THE PROJECT.

   PRIOR TO CONSTRUCTION TO EVALUATE THE NEED FOR CRACK SURVEYS AND VIBRATION MONITORING

4. THE CONSTRUCTION PROJECT ENGINEER SHALL CONTACT THE GEOTECHNICAL ENGINEERING BUREAU

GENERAL NOTES

3.  AN NOI WILL BE REQUIRED FOR THIS PROJECT.

WATER AND SEWER

TRAFFIC OPERATIONS

   SHALL ALSO BE INCLUDED IN THE PRICE BID FOR CLEARING AND GRUBBING.

   WITH  SHOULDER REMOVAL, AS WELL AS ALL OTHER EXISTING PAVEMENT REMOVAL AND PREPARATION,

   INCLUDED IN THE PRICE BID FOR CLEARING AND GRUBBING.  SAWED LONGITUDINAL JOINTS ASSOCIATED

6. EXISTING PAVED SHOULDERS SHALL BE REMOVED AS NOTED ON THE PLANS AND REMOVAL SHALL BE

   GRUBBING.

   ASSOCIATED WITH THIS REQUIREMENT SHALL BE INCLUDED IN THE PRICE BID FOR CLEARING AND

   LIMITS OF THE PROJECT UNLESS PLANS OR PROJECT ENGINEER INDICATE OTHERWISE. ALL WORK

9. CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL SIGNS AND LIGHT POLES WITHIN THE CONSTRUCTION

   SHALL BE INCLUDED IN PRICE BID FOR DRAINAGE STRUCTURES. 

   REINFORCED CONCRETE TOPS, REMOVAL OR DISPOSAL. ALL WORK ASSOCIATED WITH THIS REQUIREMENT

   SHALL BE COMPLETED AS PER THE CONSTRUCTION PLANS. NO SEPARATE PAYMENT SHALL BE MADE FOR

   THE TEMPORARY REINFORCED CONCRETE TOPS SHALL BE REMOVED AND DISCARDED, AND THE STRUCTURES

   ELEVATION OF CAPPED STRUCTURES AND THE STAGING SUBGRADE. AS STAGED CONSTRUCTION PROGRESSES,

   STANDARD 9031U. A MINIMUM OF 18 INCHES OF CLEARANCE SHOULD BE MAINTAINED BETWEEN THE TOP

   DURING CONSTRUCTION STAGING SHALL BE CAPPED WITH A REINFORCED CONCRETE TOP AS PER GDOT

10.DRAINAGE STRUCTURES REQUIRING TEMPORARY COVERS TO ACCOMMODATE MAINTENANCE OF TRAFFIC
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OFFICE: PROGRAM DELIVERY

   OF EXISTING BRIDGE AND/OR CONSTRUCTION DEBRIS AT NO ADDITIONAL COST TO THE DEPARTMENT.

   PROJECT’S LIMITS.  THE CONTRACTOR SHALL PROVIDE AN ENVIRONMENTALLY APPROVED SITE TO DISPOSE

5. THERE IS NO SUITABLE PLACE TO BURY EXISTING BRIDGE AND/OR CONSTRUCTION DEBRIS WITHIN THE

    DRAINAGE PIPES TO REMAIN SHALL BE CLEANED.

    AND STRUCTURES SHALL BE INCLUDED IN THE PRICE BID FOR CLEARING AND GRUBBING.  ALL EXISTING

    BE REMOVED UNLESS OTHERWISE NOTED.  ALL COSTS ASSOCIATED WITH THE REMOVAL OF THESE PIPES

2.  ALL EXISTING DRAINAGE PIPES AND STRUCTURES WITHIN THE PROPOSED CONSTRUCTION LIMITS SHALL

                                UTILITY OWNER

        OWNER                     UTILITY                

AT&T                             TELEPHONE           

AGL RESOURCES                       GAS                

COMCAST CABLE                      CABLE             

CITY OF SAVANNAH               WATER & SEWER         

GDOT DISTRICT 5               TRAFFIC SIGNALS     

GEORGIA POWER COMPANY      ELECTRIC DISTRIBUTION      

GEORGIA POWER COMPANY           TRANSMISSION            

QWEST COMMUNICATIONS             TELEPHONE             

   SHALL BE INCLUDED IN THE PRICE BID FOR CLEARING AND GRUBBING. 

   LIMITS SHALL BE REMOVED UNLESS OTHERWISE NOTED.  ALL COSTS ASSOCIATED WITH THIS REQUIREMENT

7. ALL EXISTING OVERHEAD SIGN STRUCTURES AND STRAIN POLES WITHIN THE PROPOSED CONSTRUCTION

   DRAINAGE STRUCTURES.

   ALL WORK AND MATERIALS ASSOCIATED WITH THIS REQUIREMENT SHALL BE INCLUDED IN PRICE BID FOR

   SPECIFICATION 611.  THE STRUCTURES SHALL ALSO BE READJUSTED TO MATCH FINAL PAVEMENT GRADE.

   OF TRAFFIC DURING CONSTRUCTION STAGING SHALL BE ADJUSTED TO GRADE AS PER GDOT STANDARD

11.DRAINAGE STRUCTURES REQUIRING MINOR STRUCTURE TOP ADJUSTMENTS TO ACCOMMODATE MAINTENANCE

19.ALL PROPOSED STORM DRAIN PIPE SHALL BE RCP.

   STANDARD SPECIFICATIONS FOR CONSTRUCTION, SECTION 217 - REMOVAL OF UNDERGROUND STORAGE TANKS.

15.IF UST’S ARE ENCOUNTERED DURING CONSTRUCTION, UST’S SHALL BE HANDLED IN ACCORDANCE WITH GDOT

CENTURY LINK                     TELEPHONE             

CSX TRANSPORTATION               RAILROAD             

   SPECIFICATION AND SUPPLEMENTS THERETO FOR ADDITIONAL INFORMATION.

   A PERMITTED INERT WASTE LANDFILL OR IN AN ENGINEERED FILL.  SEE SECTION 201 OF THE STANDARD

   OUTSIDE THE PROJECT RIGHT OF WAY SHALL BE PLACED IN EITHER A PERMITTED SOLID WASTE FACILITY,

   CONSTRUCTION ACTIVITIES OCCURRING IN THEM.  ALL COMMON FILL OR EXCESS MATERIAL DISPOSED

15.ALL BORROW AND WASTE SITES FOR THIS PROJECT SHALL BE ENVIRONMENTALLY APPROVED PRIOR TO

   ASSOCIATED WITH THIS REQUIREMENT SHALL BE INCLUDED IN THE PRICE BID FOR CLEARING AND GRUBBING.

   BP-9, & BP-10 IN THE PLANS) AND REMOVE AND DISPOSE OF ALL ASSOCIATED APPURTENANCES.  ALL COSTS

12.THE CONTRACTOR SHALL FILL TEMPORARY MONITORING WELLS (DENOTED BP-1, BP-2, BP-4, BP-6, BP-7,

   LOCATIONS AND FURTHER CLARIFICATION.

   MINIMAL DISTURBANCE AS APPROVED BY THE PROJECT ENGINEER.  SEE CONSTRUCTION PLANS FOR

   FENCE SHALL BE COMPLETED BY NON-MECHANICAL MEANS REQUIRING MINIMAL HAND-CLEARING AND

   INSTALLED AS CONSTRUCTION IS CONCLUDED AND AS OBF IS REMOVED.  CONSTRUCTION OF THIS

16.PROPOSED RIGHT OF WAY FENCING REQUIRED BEHIND ORANGE BARRIER FENCE (OBF) SHALL BE

                              6" GRADED AGGREGATE BASE

         CONCRETE DRIVEWAYS   8" DRIVEWAY CONCRETE

 

                              8" GRADED AGGREGATE BASE

                              BITUM MATL & H LIME

                              220 LB/SY RECYCLED ASPH CONC 19 MM SUPERPAVE, GP1 OR GP2 INCL

                              BITUM MATL & H LIME

         ASPHALT DRIVEWAYS    165 LB/SY RECYCLED ASPH CONC 12.5 MM SUPERPAVE, GP2 ONLY INCL

 

    FOLLOWS TO THE LIMITS SHOWN IN THE PLANS:

    ASPHALT, CONCRETE FOR CONCRETE, AND ASPHALT FOR DIRT).  ALL DRIVEWAYS SHALL BE PAVED AS

1.  ALL DRIVEWAYS THAT ARE TO BE RECONSTRUCTED SHALL BE REPLACED IN KIND (I.E. ASPHALT FOR 

   SHALL BE GRASSED UNLESS SPECIFIED OTHERWISE.

13.ALL MEDIANS AND ISLANDS SHALL HAVE TYPE 7 FACE. SEE GDOT STD 9032B.  ALL MEDIANS AND ISLANDS

   IN THE SPECIAL GRADING SECTION IS AN ESTIMATE, AND IT SHOULD BE VERIFIED BY THE CONTRACTOR.

   MAY BE USED AS EMBANKMENT MATERIAL. THE APPROXIMATE EXCAVATION VOLUME GIVEN FOR EACH POND

   PAYMENT.  SOIL SURVEYS INDICATE THAT THE MAJORITY OF MATERIAL EXCAVATED FROM THESE PONDS

20.EXCAVATION AND CONSTRUCTION OF PONDS 1 THROUGH 5 SHALL NOT BE MEASURED SEPARATELY FOR

   INCLUDED IN PRICE BID FOR TRAFFIC CONTROL.

   THE CONSTRUCTION OF THIS PROJECT. THE COST OF THIS MAINTENANCE AND POWER SHALL BE

   CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTENANCE OF LIGHTING AND POWER COSTS THROUGHOUT

   CONSTRUCTED IN THE INDICATED STAGE AND ENERGIZED AS DIRECTED BY THE PROJECT ENGINEER.

   SHIFTING TRAFFIC TO STAGE 2 (DETOUR) ALIGNMENTS. REMAINING LIGHTING FEATURES SHALL BE

22.LIGHTING INCLUDED IN STAGE 1 CONSTRUCTION SHALL BE COMPLETED AND ENERGIZED PRIOR TO

   SECTION 404.

24.THERE ARE JURISDICTIONAL WATERS OF THE US PRESENT ALONG THIS PROJECT THAT ARE SUBJECT TO

   CONCRETE PANEL NOISE BARRIER FACES.

18.PROPOSED MSE WALL FACES SHALL HAVE AN ASHLAR STONE FINISH TO MATCH PROPOSED PRECAST

   STONE FINISH.

   PRECAST CONCRETE PANELS (GDOT DET N-5). BOTH FACES OF CONCRETE PANELS SHALL HAVE AN ASHLAR

   INTERLOCKING STEEL PANELS (GDOT DET N-4). ALL OTHER NOISE BARRIERS SHALL BE CONSTRUCTED OF

17.PROPOSED NOISE BARRIER MOUNTED TO SIDE BARRIER ATOP MSE WALL NO,1 SHALL BE CONSTRUCTED OF

   ALL COSTS ASSOCIATED WITH THIS REQUIREMENT SHALL BE INCLUDED IN PRICE BID FOR CHAN LINK FENCE.

   GRUBBING, MAINTAINED THROUGHOUT CONSTRUCTION, AND REMOVED AT THE COMPLETION OF THE PROJECT.

   PROTECTION LIMITS AND CONFIGURATION. TREE PROTECTION SHALL BE INSTALLED PRIOR TO CLEARING AND

   DETAIL ON SHEET 05-019, AND SEE CONSTRUCTION PLAN SHEETS AND SPECIAL GRADING SHEETS FOR TREE

23.TREE PROTECTION IS REQUIRED FOR SPECIMEN TREES LOCATED ALONG THIS PROJECT. SEE TREE PROTECTION

      COURSE AND 330 LB/SY BINDER COURSE.

      PLANS, PROFILES, AND CROSS SECTIONS WHILE ACCOMMODATING THE SPECIFIED 165 LB/SY SURFACE

      LIMITS OF OVERLAY TO ESTABLISH THE GRADES AND CROSS SLOPES ILLUSTRATED IN THE CONSTRUCTION

      ERADICATE EXISTING RUTTING.  LEVELING SHALL BE UTILIZED ONLY WHERE REQUIRED WITHIN THE

      A MINIMUM OF 1.5" OF EXISTING ASPHALT SHALL BE MILLED WITHIN THE LIMITS OF OVERLAY TO

   C. KING GEORGE BOULEVARD:

      SECTIONS WHILE ACCOMMODATING THE SPECIFIED 1.5" OVERLAY COURSE.

      THE GRADES AND CROSS SLOPES ILLUSTRATED IN THE CONSTRUCTION PLANS, PROFILES, AND CROSS

      LEVELING SHALL BE UTILIZED ONLY WHERE REQUIRED WITHIN THE LIMITS OF OVERLAY TO ESTABLISH

   B. SR 204 EAST OF BRIDGE NO.2:

      AND CROSS SECTIONS WHILE ACCOMMODATING THE SPECIFIED 1.5" OVERLAY COURSE.

      TO ESTABLISH THE GRADES AND CROSS SLOPES ILLUSTRATED IN THE CONSTRUCTION PLANS, PROFILES,

      MILLING AND LEVELING SHALL BE UTILIZED ONLY WHERE REQUIRED WITHIN THE LIMITS OF OVERLAY

   A. SR 204 WEST OF BRIDGE NO.1:

8. MILLING AND LEVELING:

   SHALL BE REMOVED AND OR REPLACED AS DETAILED IN THE PLANS. 

   BE PAID FOR AS CONSTRUCT AND REMOVE SEDIMENT BASIN. HOWEVER, ONLY THE TEMPORARY APPURTENANCES

   RETROFIT. ALL APPURTENANCES REQUIRED TO IMPLEMENT PONDS 3, 4, AND 5 AS SEDIMENT BASINS SHALL

   REQUIRED TO IMPLEMENT POND 1 AS A SEDIMENT BASIN SHALL BE PAID FOR AS CONSTRUCT AND REMOVE

21.PONDS 1, 3, 4, AND 5 SHALL BE USED AS SEDIMENT BASINS DURING CONSTRUCTON. ALL APPURTENANCES




