
   NUMBER 811 FOR THE MARKING OF UNDERGROUND UTILITIES.

APPROVED DEVICE FOR DETECTION OF BURIED CONDUIT IN CONDUITS FOR THIS ITS INSTALLATION.

 

 

2. AT ALL EXPOSED LOCATIONS, RIGID CONDUIT SHALL BE USED, PULL TAPE WILL BE INSTALLED IN ALL CONDUIT

 

3. THE CONTRACTOR SHALL LOCATE AND CONTACT ALL UTILITIES BEFORE DIGGING. TO ELIMINATE ANY CONFLICTS

   WITH EXISTING UNDERGROUND UTILITIES. THE CONTRACTOR SHALL USE THE ONE CALL CENTER TELEPHONE

 

 

4. THE CONTRACTOR SHALL REPLACE IN KIND AND SIZE, AT NO SEPARATE EXPENSE TO THE DEPARTMENT,

   ANY BARRIER WALL, FENCE, DITCH PAVING, CURBING, SIDEWALK, GUTTER, SLOPE PAVEMENT, SIGNS, GUARDRAIL,

   LANDSCAPING (IN ACCORDANCE WITH GEORGIA SPECIFICATIONS SECTION 702), GRASSING (IN ACCORDANCE WITH 

   GEORGIA SPECIFICATION SECTION 700), UTILITY SERVICE LINES, STORM DRAIN PIPES, MASONRY WALLS AND ANY

   PAVING THAT IS REMOVED, DAMAGED OR DESTROYED. 

 

 

5. OPENINGS IN THE ELECTRICAL COMMUNICATION BOXES SHALL BE ADJUSTED AND MANUFACTURED TO RECEIVE

   CONDUIT LEVEL AND FLUSH. 

 

 

 

 

 

 

 

 
    OUTSIDE THE CLEAR ZONE AS STATED IN "THE ROADSIDE DESIGN GUIDE", CURRENT EDITION.  WHERE THIS CAN NOT

    BE ACCOMPLISHED, GUARDRAIL IS TO BE INSTALLED, PER GDOT SPECIFICATIONS.

 

    USE IN DETERMINING POWER ROUTING TO EACH DEVICE.  THE CONTRACTOR SHALL COORDINATE WITH THE LOCAL

    ELECTRICAL UTILITY COMPANIES TO PROVIDE POWER TO THE SERVICE RISER POINTS. ALL ELECTRIC SERVICE POINTS

    SHALL BE LOCATED AT THE BACK OF THE RIGHT-OF-WAY LINE.  PAYMENT FOR TYPE 2 CONDUIT FOR ELECTRIC POWER

    THE EQUIPMENT CABINETS.

 

 

1. THE CONTRACTOR SHALL INSTALL DETECTABLE TAPE OR THE MOST CURRENT 

 7. ALL NEW INSTALLATIONS FOR STRAIN POLES FOR CCTV LOCATIONS SHALL BE PLACED

  (PER GDOT SPECIFICATIONS).
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PROPOSED BASE MOUNTED CABINET

 

 

 

PROPOSED CONDUIT ROUTING

 

 

 

 

 

 

 

PROPOSED TYPE IV STRAIN POLE

 

 

PROPOSED AERIAL/UNDERGROUND POWER SERVICE POINT

 

 

 

 

 

 

PROPOSED CCTV CAMERA

PROPOSED ELECTRICAL JUNCTION BOXEJB

ITS LEGEND

ITS GENERAL NOTES

 9. TYPE 6 AND TYPE 7 PULL BOXES TO HAVE ANSI TIER 15, OVERLAPPING COVERS (SPLIT LID).

    SERVICE INCLUDES ALL MATERIALS AND LABOR TO PROVIDE A CONNECTION BETWEEN THE SERVICE POINTS AND

 8. ALL ELECTRIC POWER SERVICE ASSEMBLY POINTS SHOWN ON THE PLANS ARE FOR THE CONTRACTORS’

PROPOSED ELECTRICAL COMMUNICATION BOX (TYPE 5 ECB)

PROPOSED POLE-MOUNTED CABINET (SHADED FACE IS REAR)

 
 
 

 
 
 

PROPOSED TYPE 2, PULL BOX

PROPOSED TYPE 6, PULL BOX

PROPOSED TYPE 7 PULL BOX

   FOR CCTV SYSTEM - TYPE C. 

   4G LTE SURVEY.  ALL COST ASSOCIATED WITH THIS WORK SHALL BE INCLUDED IN THE OVERALL PRICE BID 

   BY THE CONTRACTOR.   CELLULAR ROUTER TO BE PROGRAMMED BY GDOT ITS.   CONTRACTOR SHALL CONDUCT 

   4G LTE/3G CELLULAR ROUTER AND 4G/3G MULTIBAND ANTENNA TO BE PROVIDED BY GDOT ITS AND INSTALLED 

 6. CONTRACTOR SHALL DETERMINE POLE LENGTHS NECESSARY FOR CCTV HEIGHT REQUIREMENTS PER GDOT DETAILS.




