ALLOWABLE RANGES TABLE - NORMAL CROWN
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SLOPE CONTROLS FOR T.5.NO.5
(LEFT SIDE OF TYPICAL ONLY)
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MEET CLASS lIB OR BETTER.
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@A 90 kg/m? RECYCLED ASPHALTIC CONCRETE. *2.5mm SUPERPAVE

(® 120 kg/m? RECYCLED ASPHALTIC CONCRETE, 719.0mm SUPERPAVE

SLOPE cUT ILL © 300 kg/m?# RECYCLED ASPHALTIC CONCRETE, 25.0mm SUPERPAVE
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SLOPz CONTROLS FOR T.S.NO.6
SLOPE CUT FILL
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EXISTING PAVING VARIES FROM LEFT TO RIGHT
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NOTE: FOR SUPERELEVATION
SEE GA. STD. 9028C

1.5. NO. 6

LEVEL ING

NOTE: THE TOP 300mm OF MATERIAL SHALL
MEET CLASS IIB OR BETTER.

PAVEMENTWJ//f

STA. 12+565.013 - 12+968.593

XPAVEMENT WIDTHS WILL VARY FOR INCLUSION OF
TURNING LANES, TAPERS AND RADIL. SEE PLANS
FOR LOCATIONS AND DIMENSIONS.
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