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DETAILS & CLEARANCE DIAGRAM FOR OVERHEAD STGNS
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STRUCTURAL SUPPORT *D3112
STA. 149+85, [-75 SBL

NOT TO SCALE

3" RADIUS, 1" BORDER, WHITE ON GREEN
"EXIT" E MOD; "310" E MOD;

12 RADIUS, 3" BORDER, WHITE ON GREEN
"Unlon Grove" E MOD; "Road' E MOD;
"1/72 MILE" E MOD

[77-6" MINIMUM BETWEEN HIGHEST POINT
OF ROADWAY & SHOULDER AND LOWEST
PART OF SIGN & STRUCTURE ClEARANCE

l LINE

127 -0 j2/-0" 127 -0"
- -l

NOTE :

SEE GENERAL NOTES SECTION, SHEET 4-03, FOR OVERHEAD
SIGNING GENERAL NOTES.

[57-6"

BALANCED BUTTERFLY

|

|
SPEC *10pH
[57-6" x 10"-6"

DESTGN DATA

STRUCURAL SUPPORT TYPE 111
DESTGN SIGN AREA [57.5 5Q. FT.
DESITGN WIND VELOCITY PER A A S.H. T.0. SPECS.
HETGHT ABOVE GENERAL
GROUND ELEVATION 15"-30"
STRUCTURE LENGTH [57-6"

GUARDRAI L
REQUIRED

TOP OF FOOTING SHALL BE 12"
ABOVE HIGH SIDE OF EXISTING
OR FINAL GRADE

T~

USE ON CONSTRUCTON

@l Heath & Lineback Engineers
. INCORPORATED
2390 CANTON ROAD, BUILDING 200

MARIETTA, GEORGIA 30066-5393
(770)424-1668

=::]llll Kimley-Horn
I and Associates, Inc.

Engineering, Planning, and Environmental Consultants
Suite 220, 2 Sun Court
Norcross, Georgia 30092

REVISION DATES

[1-8-13

STATE OF GEORG/A

DEPARTMENT OF TRANSPORTATION

OFF ICE: CONSULTANT DES|GN

SIGNING AND MARKING PLANS

NHSTP-0075-03(203)
UNION GROVE ROAD INTERCHANGE

DRAWING No.

26-026




