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TOP OF EXISTING ASPHALT OVERLAY
— TOP OF EXISTING DECK

— TOP OF EXISTING ASPHALT OVERLAY
— TOP OF EXISTING DECK

SHEET TOTAL
NO. SHEETS

STATE PROJECT NUMBER

GA. INMHO-0285-01(354) | 657 | 995

MAINTENANCE REPAIR NOTES

CONCRETE
BRIDGE

JOINT HEADERS - SAW CUT
JOINTS. ESTABLISH JOINT

AND REMOVE EXISTING MATERIAL ADJACENT TO
HEADERS AS SHOWN IN THE PLANS USING

TWENTY-FOUR HOUR ACCELERATED STRENGTH CONCRETE IN ACCORDANCE WITH SECTION

504 OF THE GEORGIA DOT SPECIFICATIONS.

INCLUDE THE COST OF THIS WORK IN

PAY ITEM 504-0600 "TWENTY-FOUR HOUR ACCELERATED STRENGTH CONCRETE".

EXISTING BRIDGE JOINTS - REMOVE EXISTING MATERIAL ADJACENT TO BRIDGE JOINTS AND

REESTABLISH JOINT HEADERS AS SHOWN
4 USING SILICONE SEALANT (TYPE

833.2.06 OF THE GEORGIA DOT SPECIFICATIONS.

IN THE PLANS. SEAL JOINTS AT BENT | AND
D) AS PER SUBSECTIONS 461.3.05.C AND
INCLUDE THE COSTS OF THIS WORK

IN PAY ITEM 461-4000 "SEALNG BRIDGE JOINTS, TP D”.

EXISTING BRIDGE JOINTS

REMOVE MATERIAL WITHOUT
" DAMAGING EXISTING REINFORCEMENT " REMOVE MATERIAL WITHOUT
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EXISTING END WALL SECTION EXISTING EDGE BEAM SECTION

SEE EXP. JT.DETAIL A
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T~ 54" HOLES @ 12" 0.C.
BETWEEN BEAMS

PROPOSED CONCRETE HEADER SECTION

NOTES:

l. MATCH EXISTING JOINT WIDTH “W.”

2. INSTALL TWENTY-FOUR HOUR ACCELERATED STRENGTH CONCRETE

IN ACCORDANCE WITH SECTION 504 OF THE GEORGIA DOT SPECIFICATIONS.

TWENTY-FOUR HOUR

ACCELERATED STRENGTH CONCRETE
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SEE EXP. JT.DETAIL B ~\>/\
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| T™— 54" HOLES @ I2"0.C.
BETWEEN BEAMS

PROPOSED CONCRETE HEADER SECTION

3. INSTALL TYPE YII EPOXY INTO 38"HOLES IN ACCORDANCE WITH THE MANUFACTURER'S SPECIFICATIONS.

4. MAINTAIN 2”CL. ON ALL REINFORCEMENT.
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LONGITUDINAL SECTION

EXPANSION JOINT DETAIL A

( BENTS | AND 4 )

¥," CHAMFER, AS PER
SUB-SECTION 500.3.05.F.7 OF
GEORGIA DOT SPECIFICATIONS

PREFORMED SILICONE JOINT SEAL AS
PER SPECIAL PROVISION SECTION 449

W | /F_EE

_"_jT

LONGITUDINAL SECTION TRANSVERSE SECTION

EXPANSION JOINT DETAIL B
(BENTS 2 AND 3 )

JOINT
THE COST OF THIS WORK IN PAY ITEM
BR. NO - 2".

SPALL REPAIRS - REPAIR SPALLS ON THE

WITH SECTION 521 OF THE SPECIAL PROVISIONS.

BY THE ENGINEER. INCLUDE THE
"PATCHING CONCRETE BRIDGE".

EROSION REPAIR -
AND 4 WHERE EROSION HAS OCCORED.

IN ACCORDANCE WITH SECTION 449 OF THE SPECIAL PROVISIONS.

- SEAL JOINTS AT BENT 2 AND 3 WITH PREFORMED SILICONE

INCLUDE
449-1350 "PREFORMED SILICONE JOINT SEAL,

UNDERSIDE OF BENTS 2 AND 3 IN ACCORDANCE
SPALL REPAIR SHALL BE DIRECTED
COST FOR THIS WORK IN PAY ITEM 521-3000

REMOVE LOOSE DEBRIS AND VEGETATION FROM BENEATH ABUTMENTS |

PLACE FORMWORK AT THE FRONT FACE OF THE

ABUTMENT AND FILL VOID AREA WITH CLASS B CONCRETE USING HOLES IN FORMWORK.

EROSION REPAIR SHALL BE AS DIRECTED BY THE ENGINEER.

INCLUDE THE COST FOR

THIS WORK IN PAY ITEM 500-3200 "CLASS B CONCRETE".

REINFORCEMENT

ALL BAR DIMENSIONS ARE OUT TO OUT.

JOINT LENGTH - 4"

BAR 400 SHALL BE MADE OF
SECTIONS LAPPED 2'-0%

400

6"
| I/I

6" 6"
40l 402

NOTE: REINFORCEMENT DIMENSIONS AND CONCRETE QUANTITIES ARE BASED ON AN ASSUMED 2" ASPHALT OVERLAY.
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