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ADDED TO PLANS 8/8/14

NOTES:

1) CONCRETE SHALL BE CLASS ‘A’; REINFORCING
STEEL SHALL BE GRADE 40.

2) FOR ADDITIONAL DETAILS SEE GA. STD. 4940.

3) RETAINING WALL DESIGNED FOR THE FOLLOWING
SOIL PROPERTIES: |

©® = ANGLE OF INTERNAL FRICTION 28°
¥ = UNIT WEIGHT = 110 pcf ‘

M = COEFF.OF SLIDING FRICTION = .45
A ALLOWABLE BEARING = L25 TON/SF

4) FOR X = LESS THAN 5'-0" SEE TYPES 20, 2|
AND 22, GA. STD. 4940.

5) EXPOSED CONCRETE SURFACE SHALL RECEIVE A
- TYPE I FINISH.

6) ONE INCH EXPANSION JOINTS SHALL BE PROVIDED
IN WALL AND FOOTING AT A MAXIMUM SPACING
OF 100 FEET. EXPANSION JOINTS SHALL BE SPACED
UNIFORMLY. |

7) CONTRACTION JOINTS SHALL BE AS SPECIFIED ON
GA. STD. 4940.

8) EXPANSION AND CONTRACTION JOINTS IN TYPES 22-A
AND 22-B MEDIAN BARRIERS SHALL BE WATERPROOFED -
ON THE BACK SIDE. WATERPROOFING SHALL BE 3-PLY AND

EXTEND FROM TOP OF SAND BLANKET TO TOP OF FOOTING
FOR I'-6"“MIN. EACH SIDE OF JOINT.

A 9 TYPES 22-A AND 22-B MEDIAN BARRIER SHALL BE PAID

FOR PER LIN FOOT AS CONCRETE BARRIER, TYPE 22A OR 22B.

PRICE BID TO INCLUDE COST OF WATERPROOFING
AND ALL INCIDENTALS AS SPECIFIED IN SECTION
621 OF THE STANDARD SPECIFICATIONS.

10 A SYNTHETIC DRAINAGE BLANKET SELECTED FROM THE

- DEPARTMENT'S QUALIFIED PRODUCTS LIST IS AN ACCEPTABLE
SUBSTITUTE FOR THE SAND BLANKET SHOWN IN THE
DRAINAGE DETAILS. , |
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