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M TRENCH BOTTOM, ALL PROTRUSIONS

AND LOOSE ROCK REMOVED, LEVELED MAY BE INSTALLED BY TRENCHING OR DIRECTIONAL BORING, AT THE CONTRACTOR'S OPTION.
AND SMOOTHED THE CONTRACTOR MAY USE BOTH OPTIONS, DEPENDING ON FIELD CONDITIONS, HOWEVER ONLY

ONE METHOD SHALL BE USED BETWEEN ACCESS BOXES (PULLBOX OR ECB).
TYPICAL SECTION OF CONDUIT DUCT BANK

TRENCH UNDER CONCRETE SHOULDER 2. THE BID PRICE FOR CONDUIT AND CONDUIT DUCT BANK SHALL INCLUDE THE COST

FOR ALL LABOR AND MATERIALS REQUIRED TO INSTALL CONDUIT BY EITHER OPEN
TRENCH OR DIRECTIONAL BORE.

I VARIES
12 MAX - -
;. JASPHALT ‘
== | ___ROADWAY _ | | <
v: .4..: 1 y/l::-."‘-.‘z.-u,,:‘."_ ‘-'!.‘l-l:;-.‘:.‘ln..".,'\,lg” .:‘;-‘."-,"llg::‘-"‘\-“"“‘5 l‘:;-_‘-"_-\‘."..'l. n\;;;‘."_-‘.".};\\\/\\ \\ /\\\ ,
CN T CLASS AA CONCRETE - SECTION 500..03 RN IR NIRRT A KT 7T R DN TN
T ! IS S A SIS SEAARAZ
S T N N |
5.'-%- @ @ 48"MIN.  UNLESS SHOWN OTHERWISE IN THE PLANS N
z B ..'q- . s Y N h
= P TR CONDUIT DETECTION WIRE 2T l YONINZIN
@ <t 9
At A 2 b
RN 37 MIN
409 (TYP) Y
AP | . CONDUIT OR CONDUIT DUCT BANK
WNe Ll 3o CONDUIT AND CONDUIT DUCT BANK (AS"SPECIFIED IN' THE PLANS}
(4
P [ WY TYPICAL DIRECTIONAL BORE AT RAMP CROSSING
g e EONBUIT DURT BANK INSTALLATION NOTE 3 CONDUIT DUCT BANK
3" MIN 'J'l \ TRENCH BOTTOM, ALL PROTRUSIONS ECB AND PB TERMINATION
TYP AND LOOSE ROCK REMOVED, LEVELED
AND SMOOTHED
TYPICAL SECTION OF CONDUIT DUCT BANK
TRENCH UNDER ASPHALT PAVED SHOULDER
48"MINIMUM UNDER TOP OF SHOULDER PAVEMENT UNLESS SHOWN OTHERWISE ON THE PLANS
12" MAX
SAWCUT EXIST. SAWCUT EXIST.
CONC. SHOULDE CONC. SHOULDER NOMINAL CONTRACTOR MAY ELECT TO INSTALL CONDUIT DUCT BANK
EXISTING FULL DEPTH CONDUIT | INSIDE_ o ORE IN A SINGLE BORE. NO ADDITIONAL EXPENSE WILL BE INCURRED BY THE
— " CONCRETE SHOULDER D ONCHES) DEPARTMENT.
ARV CONDUIT OR CONDUIT DUCT BANK
a7 | > SLUE NONE (AS SPECIFIED IN THE PLANS)
<> QT S 2 2 ORANGE NONE
____:_-',4'1;'.‘_??____ 2 ; YERLEL;W :gzg CONDUIT AND CONBUIT DUCT BANK
= A A TYPICAL DIRECTIONAL BORE SECTION
S J1 -7 L—CLASS AA CONCRETE - SECTION 500..03
= DAL S
4. ;’/
;_-;3.':z§q/ CONDUIT DETECTION WIRE CONDUIT DUCT BANK COLOR CODE
Ay
4: @/
SEY s SN CONUT SpaceR, CONDUIT AND CONDUIT DUCT BANK INSTALLATION
Tl \ . UNLESS OTHERWISE SPECIFIED ON THE PLANS, CONDUIT AND CONDUIT DUCT BANK

3. CONDUIT SPACERS SHALL BE USED AT & FT 0.C. TO SUPPORT THE CONDUIT BUNDLES
ABOVE THE TRENCH BOTTOM. SPACERS MAY BE PLASTIC, STEEL, CONCRETE BLOCKS
OR OTHER APPROVED DEVICES.
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